Temporal effect of MgO reactivity on the stabilization of lead contaminated soil

Zhengtao Shen¹,b,1, Shizhen Pan²,a,c,1, Deyi Hou²,b,*, David O’Connor²,a,b,*, Fei Jin³, Liwu Moe,f, Dongyao Xu²,c, Zhuorong Zhang³, Daniel S. Alessi¹

¹ School of Environment, Tsinghua University, Beijing 100084, China
² Department of Earth and Atmospheric Sciences, University of Alberta, Edmonton T6G 2E3, Canada
³ School of Chemical and Environmental Engineering, China University of Mining and Technology, Beijing 100083, China
⁴ School of Engineering, University of Glasgow, Glasgow G12 8QQ, United Kingdom
⁵ College of Materials Science and Engineering, Nanjing Tech University, Nanjing 211800, China
⁶ Key State Laboratory of Materials-oriented Chemical Engineering, Nanjing 211800, China

ARTICLE INFO
Handling Editor: Thanh Nguyen
Keywords:
Soil pollution
Lead contamination
Remediation
Reactive magnesia
Reactivity
Accelerated ageing

ABSTRACT
Elevated soil lead (Pb) concentrations are a global concern owing to the toxic effects of this heavy metal. Solidification/stabilization (S/S) of soils using reagents like Portland cement (PC) is a common approach for the remediation of Pb contaminated sites. However, it has been reported that under long-term field conditions, the performance of PC treatments can diminish significantly. Therefore, novel reagents that provide longer-term stabilization performance are needed. In this study, four magnesium oxide (MgO) products of different reactivity values were applied (5 wt%) to a Pb contaminated clayey soil. The short-term (1–49 days) and long-term (25–100 years) temporal stabilization effects were investigated by laboratory incubation and accelerated ageing methods, respectively. The concentration of Pb in Toxicity Characterization Leaching Procure (TCLP) leachate was ~14 mg/L for the untreated soil; ~1.8 times higher than the TCLP regulatory level (5 mg/L). Only one day after treatment with MgO, the leachate concentration was reduced to below the regulatory level (a reduction of 69.4%–83.2%), regardless of the MgO type applied. However, in the long-term accelerated ageing experiments, only treatments using the most reactive MgO type could provide leachate concentrations that were consistently below the TCLP threshold throughout the 100 years of simulated ageing. The soil treated with the MgO of lowest reactivity was the first to exceed the regulatory level, at simulated year 75. It is thus demonstrated that MgO reactivity has a significant effect on its long-term effectiveness for contaminated soil stabilization. This is attributed to differences in their specific surface area and readiness to carbonate, which may facilitate the immobilization of Pb in the long term. It is also noteworthy that compared to PC, reactive MgO is more environmentally friendly owing to lower energy consumption and reduced CO₂ emissions during its manufacture.

1. Introduction
Soil pollution is a pervasive global threat to human health and the environment (Jia et al., 2019; Rai et al., 2019; Wang et al., 2019b). In China, a national soil survey found that 16.1% of the surveyed land exceeded national standards, with the majority of elevated samples (83%) being affected by heavy metals (Zhao et al., 2015; O’Connor et al., 2018b; Song et al., 2019). Exposure to the heavy metal lead (Pb) in contaminated soils poses a particularly high risk to young children (Madrigal et al., 2018; O’Connor et al., 2018a; Jin et al., 2019; Zhang et al., 2019), with blood Pb levels being linked to impaired neurological development (WHO, 2010). Therefore, the development of effective remediation technologies for elevated soil Pb is of great importance.
Solidification/stabilization (S/S) originated in the 1970s for hazardous waste management (Conner and Hoeffer, 1998), and is now the most widely used technology to remediate Pb contaminated sites. By encapsulating and/or immobilizing heavy metals, S/S technology breaks the exposure pathway, thus reducing the health risk (Jin and Al-Tabbaa, 2014b; Wang et al., 2018b). However, despite numerous applications, S/S long-term effectiveness remains a concern (Wang et al., 2014). It has been discovered that the effectiveness of ordinary Portland cement (PC)-based S/S may diminish under the field ageing processes.

*Corresponding authors.
E-mail addresses: houdiyi@tsinghua.edu.cn (D. Hou), d.m.oconnor@hotmail.com (D. O’Connor).
1These authors contributed equally to this work.

https://doi.org/10.1016/j.envint.2019.104990
Received 13 April 2019; Received in revised form 21 June 2019; Accepted 1 July 2019
Available online 11 July 2019
0160-4120/ © 2019 The Authors. Published by Elsevier Ltd. This is an open access article under the CC BY-NC-ND license (http://creativecommons.org/licenses/BY-NC-ND/4.0/).
such as acid rainfall, wetting and drying cycles, thawing and freezing cycles, and ultraviolet radiation (Wang et al., 2014; Shen et al., 2018).

In comparison to PC, magnesium oxide (MgO), also known as magnesia, is more resistant to field ageing, having significantly higher durability (Jin and Al-Tabbaa, 2014b; Cao et al., 2018). MgO is typically produced through the thermal decomposition (calcination) of Mg-bearing carbonates such as magnesite and dolomite (Jin and Al-Tabbaa, 2013). This process is considered more environmentally friendly than PC production, because calcination occurs at lower temperature, thus requiring less energy input (Yi et al., 2016). The hydration products of MgO (e.g. brucite, Mg(OH)$_2$) are much less soluble than those of PC, and they are more resistant to acid rain dissolution, indicating the long-term stability (Jin et al., 2015). Therefore, it is expected that the stabilization of soils with MgO will achieve better long-term effectiveness than with PC. Apart from long-term stability, short-term effectiveness is also critical for practical applications of S/S in site remediation. It is expected that the stabilization can be optimized, its practical application can be significantly improved. However, no such investigations have been carried out so far.

In this study, MgO with four different reactivity values were applied to the stabilization of a Pb contaminated clayey soil. The short-term effectiveness from 1 to 49 days after treatment was investigated in a laboratory incubation test. Then the long-term effectiveness to 100 years after treatment was investigated by artificially aged samples. This study aimed to find the optimal application of MgO for Pb stabilization in soils.

2. Materials and methods

2.1. MgO and soil

Four MgO products used in this study were manufactured by the calcination of magnesite. The reactivity values of the four products were determined by the acidic neutralization method proposed in (Jin and Al-Tabbaa, 2014a). Briefly, 5 g of MgO was added to 400 mL of 0.25 M acetic acid solution containing phenolphthalein as a pH indicator. The time from adding the MgO to the change of the solution color was recorded as 33, 93, 359, and 3322 s for the four products (Table 1). The products are labelled herein as M33, M93, M359, and M3322, with M33 having the highest reactivity. Brunauer–Emmett–Teller (BET) specific surface areas for the MgO products were determined to be 47.4 m$^2$/g for M33 to 2.3 m$^2$/g for M3322 (Table 1), which were measured by N$_2$ adsorption/desorption using a Tristar II 2020 (Micromeritics) instrument. The pH values of all MgO products were similar, at pH 10.5–10.6, which were determined at a solid/liquid ratio of 1:5 g/mL, using a pH electrode. The chemical compositions were determined by X-ray fluorescence (XRF) using an APL PerformX analyzer (Thermo Fisher), which showed that the MgO purity generally decreased with decreasing reactivity because more ashes (e.g., SiO$_2$ and CaO) formed at higher calcination temperatures (Table 1).

The soil treated was a Pb contaminated soil washing residue. Its description and properties can be found in Shen et al. (2018) and in Table 2. The clayey soil has a relatively high pH value of 9.14. The soil was oven dried, ground, and sieved (< 2 mm). The concentration of Pb in the soil was determined after microwave assisted acid digestion (USEPA method 3051) to be 4280 mg/kg by inductively coupled plasma optical emission spectrometer (ICP-OES).

2.2. Short-term incubation

Based on previous studies (Shen et al., 2018), the four MgO products were added to soil at a dosage rate of 5 wt%. Along with a control sample (0% dosage) the soil moisture content was raised to 40% (wt. water to dry soil) and thoroughly mixed. The moisture 40% was selected based on pre-trials at water content of 10–50%, which found that 40% is the most suitable to avoid too dry or too wet for the soil. The soils were incubated in sealed containers at ambient temperature and saturated relative humidity for 49 days. Sub-samples were periodically collected for further analysis on days 1, 7, 28, and 49.

2.3. Long-term ageing

Quantitative accelerated ageing based on wetting-drying cycles was applied to the soils after 49-days incubation according to the procedure.

<table>
<thead>
<tr>
<th>Property</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>pH</td>
<td>9.14</td>
</tr>
<tr>
<td>Clay (0–002 mm) (%)</td>
<td>89.7</td>
</tr>
<tr>
<td>Silt (0.002–0.05 mm) (%)</td>
<td>10.3</td>
</tr>
<tr>
<td>Pb (mg/kg)</td>
<td>4280</td>
</tr>
<tr>
<td>Al$_2$O$_3$ (%)</td>
<td>12.5</td>
</tr>
<tr>
<td>MnO (%)</td>
<td>3.36</td>
</tr>
<tr>
<td>CaO (%)</td>
<td>1.44</td>
</tr>
</tbody>
</table>

(a-based on United States Department of Agriculture System)
described in Shen et al. (2018). Rain water dissolution is one of the most important factors that contribute to the mobilization of heavy metals under field conditions. Therefore, carbonic acid (pH 5.6) was used to simulate natural rain water (Du et al., 2017). Assuming 1 m$^3$ of soil (at a dry density of 1.3 g/cm$^3$) receives 2000 mm natural rainfall over an area of 1 m$^2$ (Suzuki et al., 2013), then it can be calculated that 1 g of dry soil receives 1.538 mL of rain water annually.

For each wetting-drying cycle, the soils were mixed with carbonic acid solution at the soil (dry weight) to liquid ratio of 1:9.625 g/mL and the mixture was stirred for 8 h, representing 6.25 years of rainfall. After stirring, the mixture was settled and the supernatant was removed. The soils were loosely placed on ceramic trays and oven dried at 40 °C to reach constant weight (typically taking around 16 h) to complete the drying process. The soils underwent a total of 16 wetting-drying cycles, with samples collected for analysis after 4, 8, 12, and 16 cycles simulating 25, 50, 75, and 100 years of field ageing.

2.4. Chemical and microstructural analysis

Collected samples were first oven dried at 40 °C to reach constant weight. The pH of the samples was then tested at a solid/liquid ratio of 1:5 g/mL using a pH electrode. The leachability of Pb in the samples were evaluated following US EPA Method 1311 - Toxicity Characteristic Leaching Procedure (TCLP). Briefly, the soil and buffer solution (HOAc/NaOAc, pH 2.88) were mixed at a solid to liquid ratio of 1:20 g/mL in a polyethylene tube, and shaken at 250 rpm for 18 h before filtration. Pb concentrations in the filtrate were measured by ICP-OES. The total metal concentrations in soil samples were determined by ICP-OES after microwave assisted acid digestion (USEPA method 3051). The crystalline phases in the samples were examined using a D8 ADVANCE X-ray diffractometer (XRD) (Bruker). Briefly, dry samples were mounted on a flat holder and examined with a Cu Kα source operating at 40 kV and 40 mA, emitting radiation at a wavelength of 1.5406 Å. The scanning regions were between 20 values of 10–80° at a step rate of 0.1 s/step and a resolution of 0.01°/step.

The leaching behavior of Pb in the samples was determined by a 4-step sequential extraction procedure (Shen et al., 2016). Briefly, Pb was partitioned into four fractions through the following steps:

- F1 – exchangeable fraction: The soils (1 g) was extracted with 8 mL of 0.5 M MgCl$_2$ (adjusted to pH 7.0 using NaOH or HCl) and shaken at 250 rpm for 20 min at room temperature;
- F2 – carbonate-bound fraction: The solid residue from Step 2 was extracted with 8 mL of 1 M NaOAc (adjusted to pH 5.0 with HOAc) and shaken at 250 rpm for 5 h at room temperature;
- F3 – reducible fraction: The residue from Step 2 was extracted with 20 mL of 0.04 M NH$_3$OH·HCl in 25% (v/v) HOAc followed with occasional agitation for 6 h at 96 °C;
- F4 – oxidizable and residual fractions: The total Pb concentration in soil determined by microwave digestion subtracted by the sum the fraction 1, 2, and 3.

Following each step, the samples were centrifuged, and the supernatant was filtered (<0.22 μm), preserved by acidification, and diluted when necessary before determining the Pb concentration by ICP-OES. The remaining soil was washed with 20 mL deionized water prior to the following extraction step.

2.5. Statistical analysis

All experiments except XRD tests were conducted in duplicate. The mean and standard deviations (SDs) are presented for each experiment. The significance of differences between each group was determined by one-way ANOVA using Duncan method at the significant level of 0.05 using SPSS 17, and is indicated by different lower case letters in the figures.

3. Results and discussion

3.1. Short-term effectiveness

The TCLP leachate Pb concentration of the untreated soil was ~14 mg/L (Fig. 1), which is 1.8 times above the regulatory level (5 mg/L), this suggests that 6.50% of the total Pb in the soil was leachable. After MgO treatment, the TCLP concentrations significantly reduced to below the regulatory level (a reduction of 69.4%–83.2%) only 1 day after treatment, regardless of MgO reactivity; the Pb leachability was reduced to only 1.16%–2.12% of the total Pb. The TCLP concentrations further reduced after seven days of incubation to 0.75–1.31 mg/L, and then remained relatively constant from day 7 to day 49 of incubation.

It is of note that the SDs of the data for M33, M93, M359, and M3322 at Day 1 (Fig. 1) were relatively large, reflecting the MgO hydration being at an early stage, and the distribution within the soil samples having not reached uniformity, resulting in the spatial heterogeneity. By day 7, the SDs significantly reduced, suggesting better distribution and homogeneous MgO hydration.

Table 3 summarizes the time-dependent performance of various MgO based materials for heavy metal stabilization in the published literature. Nzediegwu et al. (2018) also observed rapid immobilization of Pb by MgO, but with the inclusion of Ground Granulated Blast-furnace Slag (GGBS). Jin and Al-Tabbaa (2014b) reported that MgO + GGBS effectively immobilized Pb and Zn by day 7 after treatment, with the TCLP leachate concentrations remaining relatively constant from day 7 to day 28. Other studies have found that the immobilization of heavy metals with MgO was still developing after 28 days (Goodarzi and Movahedrad, 2017; Wang et al., 2018a). The differences in temporal performance may result from differences in soil
texture, contamination type and levels, incubation conditions, and MgO properties (e.g., reactivity, particle sizes and purity).

3.2. Long-term effectiveness

The TCLP Pb leaching results after accelerated ageing are shown in Fig. 2. It can be observed that the leachate concentrations for the untreated soil remained high (11.7–16.4 mg/L) throughout. The TCLP leaching concentrations remained lower than the regulatory level for all soils treated with MgO at simulated Year 25 and Year 50, although there was a slight increase (1.99–3.43 mg/L) over Day 49 of incubation (0.71–0.87 mg/L).

However, the M3322 treatment exceeded the regulatory level at simulated Year 75 (9.94 mg/L), suggesting 5.22% of the Pb in the soil was leachable. At simulated year 100, the leached Pb in soils treated with M93, M395, and M3322 (6.32–8.48 mg/L) all exceeded the regulatory level, with leachabilities of 3.13%–4.44%. The soil treated with M33 was the only sample whose Pb leaching remained below the regulatory level for the full 100 simulated years. As summarized in Table 3, Suzuki et al. (2013) also found that MgO could effectively stabilize Pb soil (spiked kaolinite clay) for 100 simulated years, using a H2SO4 solution to simulate 100-years of field ageing in one go. Other studies using MgO-based materials for heavy metal stabilization have only focused on its short-term performance.

The total Pb concentration in the soils across the simulated 100 years is shown in Fig. 3. The total Pb in the untreated soil continuously decreased from 4270 to 3370 mg/kg due to Pb leaching caused by the artificial rainwater (carbonic acid). This suggests a certain amount of Pb in the untreated soil is labile and poses a risk to the environment under long term under field conditions. In contrast, total

Table 3

<table>
<thead>
<tr>
<th>Material</th>
<th>MgO reactivity (s)</th>
<th>Soil contaminant (and concentration as mg/kg)</th>
<th>Dosage (wt%)</th>
<th>Time scale</th>
<th>Time-dependent stabilization</th>
<th>Reference</th>
</tr>
</thead>
<tbody>
<tr>
<td>MgO</td>
<td>34–94, 359, 3322</td>
<td>Pb (4280)</td>
<td>5</td>
<td>1-49 days</td>
<td>Rapid immobilization at Day 1, gradually developed to Day 7 and then remain relatively constant. Immobilization remained effective from Day 9 to Day 28 after treatment. (Wang et al., 2018a)</td>
<td>Present study</td>
</tr>
<tr>
<td>MgO</td>
<td>N/A</td>
<td>Zn (1500), Ca (1200), Ni (1600), Pb (3300)</td>
<td>5</td>
<td>Simulated 100 years</td>
<td>Development of immobilization from Day 7 to Day 28 after treatment. (Gosdinski and Menendez, 2019)</td>
<td>N/A (2019)</td>
</tr>
<tr>
<td>MgO-GBS (1.18)</td>
<td>N/A</td>
<td>Pb (20,000)</td>
<td>5</td>
<td>1-28 days</td>
<td>Rapid immobilization from Day 1, and then gradually developed to Day 7 and then remain constant at Day 28 and after. (Skullberg et al., 2017)</td>
<td>Present study</td>
</tr>
<tr>
<td>MgO-GBS (11.8)</td>
<td>N/A</td>
<td>Pb (48–83, 283), Zn (26–635, 1130), Cr (1900)</td>
<td>5</td>
<td>1-18 months</td>
<td>Effective immobilization at Day 7 and remain constant at Day 28 and after. (Jin and Al-Tabbaa, 2014b)</td>
<td>Present study</td>
</tr>
<tr>
<td>MgO-GBS (1.3)</td>
<td>N/A</td>
<td>Pb (446–8409), Cr (240), Zn (825–3300), Cu (120), Ni (170), Pb (736)</td>
<td>5</td>
<td>0.5–3.5 Simulated 100 years</td>
<td>Effective immobilization at Day 7, and remain constant at Day 28 and after. (Sanderson et al., 2015)</td>
<td>Present study</td>
</tr>
<tr>
<td>MgO-GBS (1.5)</td>
<td>N/A</td>
<td>Pb (825–3300), Zn (825–3300)</td>
<td>5</td>
<td>7–28 days</td>
<td>Effective immobilization at Day 7, and remain constant at Day 28 and after. (Jin and Al-Tabbaa, 2014b)</td>
<td>Present study</td>
</tr>
<tr>
<td>MgO-GBS (1.5)</td>
<td>N/A</td>
<td>Pb (825–3300), Zn (825–3300)</td>
<td>33</td>
<td>7–160 days</td>
<td>Effective immobilization at Day 7, and remain constant at Day 28 and after. (Jin and Al-Tabbaa, 2014b)</td>
<td>Present study</td>
</tr>
<tr>
<td>MgO-GBS (1.5)</td>
<td>N/A</td>
<td>Pb (825–3300), Zn (825–3300)</td>
<td>100</td>
<td>0.5–3.5 Simulated 100 years</td>
<td>Effective immobilization at Day 7, and remain constant at Day 28 and after. (Jin and Al-Tabbaa, 2014b)</td>
<td>Present study</td>
</tr>
</tbody>
</table>

Fig. 2. TCLP leaching across 100 years of simulated ageing: (A) Pb leachate concentrations, (B) Pb leachability as a percentage of total Pb.
Pb concentrations in the samples treated with MgO did not significantly changed across the simulated 100 years, regardless of MgO reactivity. This suggests that MgO treatments can effectively inhibit the migration of Pb in the soil. However, Fig. 2A showed that the TCLP leached Pb concentrations for soil treated with M93, M359, and M3322 exceeded the regulatory level at Year 100. This suggests that although the total Pb concentrations in the treated soils were similar, the speciation of Pb may differ.

Therefore, the Pb speciation in the soils after 100 years of accelerated ageing was investigated using sequential extraction (Fig. 4 and Table 4). The exchangeable Pb (F1) in all soils was consistently negligible. It can be observed that Pb was mainly found in F2 ‘carbonate-bound’ (13.7%) and F3 ‘reducible’ (84.4%) fractions. The reducible fraction represents those bound to Fe/Mn oxides (Filgueiras et al., 2002). The soil contained 3.36% MnO₂ (Table 2), therefore it can be assumed that most Pb in the untreated soil would be bound to MnO₂. The carbonate-bound fraction represents precipitated metals or Pb bound to carbonates in the soil (Filgueiras et al., 2002; Shen et al., 2017). The XRF results (Table 2) suggests the presence of CaCO₃ in the soil, which will adsorb Pb onto its surface (Filgueiras et al., 2002); the alkaline nature of the soil may have also aided the precipitation of Pb.

After MgO treatment, the carbonate-bound Pb fraction increased from 13.7% to 23.8%, due to the increased alkalinity and buffering capacity of MgO. More importantly, the oxidizable and residual Pb fractions significantly increased from 1.84% to 23.8%–35.9%, showing strong binding between Pb and MgO hydration products. The residual fraction represents the most stable fraction with the lowest environmental risk. Therefore, even after simulated 100 years, the MgO treatments significantly enhanced the immobilization of Pb in the soil. The soils treated with M33 showed the highest residual Pb fraction.

3.3. Influence of MgO reactivity

It was hypothesized that MgO with higher reactivity (i.e. M33) would perform better for Pb stabilization in the short term due to its rapid dissolution and hydration rate, but it would be less effective in the long-term due to a lower buffering capacity against acid rain. The present findings reject this hypothesis. All MgO products in the investigated reactivity range (reactivity values = 33–322 s) effectively immobilized the Pb in the soils rapidly within 1 day, and all treatments remained effective for the 49-day incubation period. The function of MgO reactivity at < 1 day is not considered valuable and was not investigated.

In the simulated long term, the M33 product with the highest reactivity revealed the best performance for Pb immobilization, being the only one to remain below the TCLP regulatory level after simulated 100 years. The soil treated with M3322 with the lowest reactivity was the first to exceed the TCLP regulatory level at simulated Year 75. This may be attributed to the highly reactive MgO having a significantly larger specific surface area (Table 1) which aids the reaction between Pb and MgO, and may also facilitate the formation of hydromagnesite-like minerals when in contact with the carbonic water. A range of hydrated magnesium carbonates (HMCs, e.g., hydromagnesite or nesquehonite) minerals can be formed in the MgO-CO₂-H₂O system, and these minerals have significantly higher buffering capacity against acid dissolution than Mg(OH)₂ due to the presence of CO₃⁻₂ (Hopkinson et al., 2012).

M3322 has the lowest reactivity, mainly forming Mg(OH)₂ as a hydration product with less HMCs. Therefore, Pb leaching was greater for the soil treated with M3322 than M33 after simulated 100 years. XRD was applied to identify hydromagnesite-like minerals (Fig. S2), however, no significant peaks were observed, probably due to the small amount of MgO in the soils and the low crystallinity of the HMCs.

3.4. Environmental implications and limitations

The M33 product exhibited rapid stabilizing performance and long-term effectiveness for Pb stabilization in the Pb contaminated clayey soil. Further studies are needed to determine if this would also be the case for sandy soils, however, clayey soils are typically more difficult to stabilize than sandy soils (Shen et al., 2016).

It can be observed from Fig. 5 that the pH values of the treated soils continuously decreased due to carbonization; by air in the incubation stage, and by carbonic acid dissolution in the accelerated ageing stage. After the simulated 100 years, the pH of the MgO-treated soils decreased from 10.1–10.4 to 8.46–8.54. If the accelerated ageing continued, the pH values of the soils may further decrease, and the soil treated with M33 may exceed the TCLP regulatory level for Pb eventually.

It should be noted that under field conditions, the infiltration of rainfall into a soil and its contact with soil particles depends upon the interconnected effective pore space and the hydraulic conductivity of the soil. However, in the current study, loose soil was thoroughly mixed with carbonic acid solution under continuous stirring conditions. The contact between the soil particles and the carbonic acid was much greater than it would be under field conditions, therefore, the results present here may be considered conservative. In field conditions, in addition to rainfall wash and wet and dry cycles, other environmental factors (e.g., groundwater flow, microbial activity, freezing and thawing cycle, and temperature change) may also affect the long-term effectiveness of Pb stabilization by MgO. Therefore, the accelerated ageing is suggested to couple more environmental influencing factors to
It was observed that all four MgO products with different reactivity values effectively immobilized Pb in the contaminated clayey soil in the short term. The treated soil leachate concentrations were reduced to below the TCLP regulatory level within only 1 day, suggesting the short term. The treated soil leachate concentrations were reduced to below the TCLP regulatory level within only 1 day, suggesting the possibility of rapid treatment of contaminated sites in practical applications.

Under simulated long-term conditions, the soil treated with M33 (the highest reactivity MgO) was the only treatment to remain below the regulatory level after 100 simulated years. Whereas the soil treated with M3322 (lowest reactivity) was the first to exceed the regulatory level at simulated Year 75. The better resistance to acid dissolution for different reactivity MgO treatments at simulated Year 100. The treated soil leachate concentrations were reduced to below the TCLP regulatory level within only 1 day, suggesting the possibility of rapid treatment of contaminated sites in practical applications.

Development Program of China (Grant No. 2018YFC1801300). The first author would like to thank the Izaak Walton Killam Memorial Postdoctoral Fellowship.

## References


