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Higher order Laguerre-Gauss (LG) beams have been proposed for use in future gravitational wave
detectors, such as upgrades to the Advanced LIGO detectors and the Einstein Telescope, for their potential
to reduce the effects of the thermal noise of the test masses. This paper details the theoretical analysis and
simulation work carried out to investigate the behavior of LG beams in realistic optical setups, in
particular, the coupling between different LG modes in a linear cavity. We present a new analytical
approximation to compute the coupling between modes, using Zernike polynomials to describe mirror
surface distortions. We apply this method in a study of the behavior of the LG33 mode within realistic arm
cavities, using measured mirror surface maps from the Advanced LIGO project. We show mode
distortions that can be expected to arise due to the degeneracy of higher order spatial modes within
such cavities and relate this to the theoretical analysis. Finally, we identify the mirror distortions which
cause significant coupling from the LG33 mode into other order 9 modes and derive requirements for the
mirror surfaces.
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I. INTRODUCTION
The sensitivities of second generation gravitational wave
(GW) detectors such as Advanced LIGO and Advanced
Virgo are expected to be limited by the thermal noise of the
test masses within a significant range of signal frequencies
around 100 Hz [1]. To reach even better sensitivities, it has
been proposed to use laser beams with an intensity pattern
other than that of the fundamental Gaussian beam to reduce
the effects of this thermal noise [2,3]. A beam whose
intensity is distributed more homogeneously over the mirror surface, for the same clipping losses, benefits from a
more effective averaging over the mirror surface distortions caused by thermal effects [4]. The specific advantage
of using higher order Laguerre-Gauss (LG) modes, as
opposed to mesa [5] and conical [6] beams, is that they
are compatible with spherical mirrors as currently used in
GW detectors and other high precision optical setups.
Research into the potential of the LG33 mode in gravitational wave detectors has been carried out using numerical
simulations and tabletop experiments [7,8]. The sensing
and control signals for a LG33 beam were found to perform
as well as for the fundamental mode in all aspects examined, and the LG33 behaved as expected in short linear and
triangular optical cavities. However, an optical cavity
which is resonant for a higher order Gaussian mode is
degenerate so that a number of modes can resonate at the
same time. This is a fundamental difference from a welldesigned cavity for the fundamental Gaussian mode, in
which any resonant enhancement of other modes can be
suppressed. This degeneracy can potentially cause additional optical losses. Simulations have shown that the use
of the LG33 beam, compared to the fundamental mode,
LG33 , could result in a significant contrast defect at the
dark fringe [9–11]. It is the aim of this paper to investigate
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how mirror surface distortions affect the purity of a LG33
beam in high finesse cavities, by analytical calculation and
numerical simulation. We will focus on the direct coupling
from a distorted mirror and how this affects the mode
content in a linear cavity, with our final aim to produce
specifications for the mirror surfaces.
II. REPRESENTING MIRROR SURFACE
DISTORTIONS AND LG MODES
A. Mirror surface maps
Ideally the mirrors in gravitational wave detectors
should be perfectly smooth with a radius of curvature
matching that of the incident beam. However, real mirrors
deviate from a perfect surface, altering the beams which
interact with them. If a beam Uðx; y; zÞ is incident on a
distorted surface described by Zðx; yÞ and uniform reflectivity r, then the reflected beam is given by
Uref ðx; y; zÞ ¼ Uðx; y; zÞr expði2kZðx; yÞÞ:

(1)

Figure 1 illustrates this effect.
In order to investigate the effects of surface distortions,
measured mirror surface maps can be used. The term
mirror map refers to an array of data detailing the optical
properties of a mirror, often its surface height in nanometers. This data can be used to represent realistic mirrors
in numerical simulations of gravitational wave detectors.
Mirror maps have been produced from uncoated Advanced
LIGO mirror substrates which represent the best mirror
surfaces of this kind currently available. In the following,
we have made use of one such map, the surface map of the
substrate ETM08 [12]. The deviation of this map surface
from a perfectly spherical surface with radius of curvature
2249.28 m is shown in Fig. 2. This substrate shows a RMS
surface figure error of 0.523 nm.
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FIG. 1 (color online). A diagram illustrating the phase shift
introduced when a beam is reflected from a distorted mirror
surface with reflectivity r. The surface Zðx; yÞ is defined as
a height field across a plane perpendicular to the optical axis
along z.

B. Zernike polynomials
Zernike polynomials are well suited for the purposes
of describing mirror surface distortions. Zernike polynomials can be used to describe classical distortions such
as tilts and curvatures [13]. They are a complete set of
functions which are orthogonal over the unit disc and
defined by radial index n and azimuthal index m, with
n  m  0. For any index m we have one odd and one
even polynomial [14]:
þm
m
Zþm
n ð; Þ ¼ An cosðmÞRn ðÞ

even polynomial;

m
m
Zm
n ð; Þ ¼ An sinðmÞRn ðÞ

odd polynomial;

FIG. 3 (color online). Plots of the nonzero Zernike polynomials from n ¼ 0 to n ¼ 4 with the odd polynomials with
m ¼ n on the far left and the even polynomials with m ¼ n
on the far right, in steps of 2. The color scale represents negative
surface heights, zero, and positive surface heights.

radial function. The radial function is given by the following sum:
Rm
n ðÞ ¼

h¼0

(2)

where  is the normalized radial coordinate,  is the
azimuthal angle, Am
is the amplitude, and Rm
n
n ðÞ is the

1=2ðnmÞ
X

h!ð12 ðn

ð1Þh ðn  hÞ!
n2h
þ mÞ  hÞ!ð12 ðn  mÞ  hÞ!
(3)

for n  m even and 0 otherwise. This gives n þ 1 nonzero
Zernike polynomials for each value of n (for m ¼ 0 the
odd polynomial is zero). Figure 3 shows the surfaces
described by the Zernike polynomials corresponding to
orders (n) 0 to 4. The lower order polynomials represent
some common optical distortions, some of which are summarized in Table I.
The odd polynomial describes the same surface as the
even polynomial, but rotated by 90. Combinations of the
odd and even polynomials relate to this same distortion
rotated by a given angle. The magnitude of this surface
distortion can be given by the root mean squared amplitude
of the polynomials:
qﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
m 2
þm 2
Am
(4)
n ¼ ðAn Þ þ ðAn Þ ;
where þ refers to the even polynomial and  refers to the
odd polynomial. Any surface defined over a disc can be
described by a sum of Zernike polynomials, with the
higher order polynomials representing the higher spatial
frequencies present in the surface.

FIG. 2 (color online). A surface plot of the mirror map ETM08
corresponding to the surface heights of an Advanced LIGO end
test mass. The curvature has been fitted and removed from the
map data.

C. Laguerre-Gauss modes
The shape of any paraxial beam can be described as a
sum of Hermite-Gauss or Laguerre-Gauss modes. The

102002-2

HIGHER ORDER LAGUERRE-GAUSS MODE DEGENERACY . . .
TABLE I. Summary of some common names for the lower
order Zernike polynomials [13].
n

m

Common name

0
1
2
2
3

0
1
0
2
1

Offset
Tilt in x=y direction
Curvature
Astigmatism
Coma along x=y axis

Laguerre-Gauss modes are a complete and orthogonal set
of functions defined by radial index p and azimuthal
index l. The helical type of LG modes are typically given
as [15]
sﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
1
2p!
Up;l ðr; ; zÞ ¼
expðið2p þ jlj þ 1ÞðzÞÞ
wðzÞ ðjlj þ pÞ!
 pﬃﬃﬃ jlj  2 
2r
2r

Ljlj
p
wðzÞ
w2 ðzÞ


ikr2
r2
 2 þ il ;
(5)
 exp 
2Rc ðzÞ w ðzÞ
where k is the wave number, wðzÞ is the beam spot size
parameter, ðzÞ is the Gouy phase, and Rc ðzÞ is the radius
of curvature of the beam. Ljlj
p ðxÞ refer to the associated
Laguerre polynomials. When considering these beams
in cavities, we note that the resonance conditions for
these beams differ from that of a plane wave due to the
ð2p þ jlj þ 1ÞðzÞ phase shift. The order of a LG mode is
given by 2p þ jlj, and modes with the same order will
acquire the same round-trip phase shift while circulating in
a cavity. Therefore, the cavity is degenerate for LG modes
of the same order.
The effects of mirror surface distortions on the shape of
a reflected beam can be described in terms of coupling
between LG modes. When a perfectly aligned Gaussian
beam is reflected by a perfectly spherical mirror with the
radius of curvature of the mirror matching that of the
beam’s phase front, the shape of the reflected beam is
identical to the shape of the incident beam, or, in other
words, the mode composition has not changed. However, if
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the mirror surface is distorted the reflected beam will
generally have a different mode composition. The coupling
from an incident mode (indices p and l) impinging on
a completely reflecting surface Z into a mode (indices p0
and l0 ) in the reflected beam can be described by a coupling
coefficient [16,17]:
kZp;l;p0 ;l0 ¼

Z
S

Up;l expð2ikZðr; ÞÞUp 0 ;l0 :

(6)

Z describes the surface height of the mirror and S describes
an infinite plane perpendicular to the optical axis.
Currently, the fundamental mode LG00 is used in gravitational wave detectors. Investigations have shown that
mirror surface distortions have little effect on the beam
purity when LG00 is used. The presence of mirror surface
distortions introduces modes into the detectors other than
the input mode, but since LG00 is the only mode of order 0,
any coupling out of this mode will result in modes of a
different order, which will be suppressed in the cavities.
The LG33 mode is one of several modes of order 9. In total
there are ten order 9 modes; LG0;9 , LG1;7 , LG2;5 ,
LG3;3 , and LG4;1 (Fig. 4). These modes will be resonant
in the arm cavities of the detectors, potentially resulting in
a large proportion of the circulating power being in modes
other than LG33 . The distortions present in the mirrors in
each arm cavity will be different, and so the mode content
in each arm will differ, resulting in a larger contrast defect
at the main beam splitter.
III. ANALYTICAL DESCRIPTION OF
MODE COUPLING VIA MIRROR
SURFACE DISTORTIONS
Using Zernike polynomials as a description of mirror
surface distortions, we can look at the coupling between
Laguerre-Gauss modes analytically. The coupling between
different Laguerre-Gauss modes when the surface is described by a particular Zernike polynomial is given by
kn;m
p;l;p0 ;l0 ¼

Z
S


Up;l expð2ikZm
n ÞUp0 ;l0 :

(7)

In order to simplify the integral we use the fact that when
kZ is small we can approximate

FIG. 4. Plots of the intensity distributions of the order 9 helical Laguerre-Gauss modes. From left to right: LG09 , LG17 , LG25 ,
LG33 , and LG41 .
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expð2ikZÞ  1 þ 2ikZ:
The amplitudes of the Zernike polynomials in the mirrors
used in gravitational wave detectors are not expected to
exceed 10 nm. With a wavelength of 1064 nm we have
2kZ  0:1, and so the approximation should be suitable for
this investigation. We are concerned with coupling into
other modes, not back into the input mode, so the equation
to solve becomes
Z 2 Z R
kn;m
¼
Up;l Up 0 ;l0 ð2ikZm
(8)
0
0
n Þrdrd
p;l;p ;l
0

m ¼ jl  l0 j:

(9)

0

due to the orthogonal properties of LG modes.
Both the Zernike polynomials and the Laguerre-Gauss
modes can be easily separated into their angular and radial
parts. The angular function to integrate is
expðiðl  l0 ÞÞ cosðmÞ even polynomial;
expðiðl  l0 ÞÞ sinðmÞ

odd polynomial:

Considering the even Zernike polynomial, we obtain
im þ eim
Z 2
0 e
d
eiðll Þ
2
0
0
 iðll0 þmÞ

e
eiðll mÞ 2
¼
þ
:
2iðl  l0 þ mÞ 2iðl  l0  mÞ 0

kn;m
p;l;p0 ;l0

As the integral is evaluated over the entire unit disc
and ei0 ¼ eiN2 ¼ 1, where N is an integer, the
integral is equal to 0. The only combination of Zernike
polynomials and Laguerre-Gauss beams to give a nonzero
result occurs when one of the exponentials disappears
before the integration takes place. This occurs when we
have

The same condition also gives the only nonzero results for
the odd Zernike polynomials. This is a very interesting
result as it suggests that surfaces described by Zernike
polynomials will only cause significant coupling from
one LG mode to another if the Zernike azimuthal index
is equal to the difference between the azimuthal indices of
the two modes. This requirement for m also gives the
minimum order (n) of Zernike polynomials required to
produce a significant coupling, as m  n.
Using this condition we can integrate with respect
to . The integrals were found to be  for the even
Zernike polynomials and i for the odd polynomials,
depending on the sign of ðl  l0 Þ. The final equation is
given by

1
p X
p0 2ðnmÞ
qﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ

X
X
ð1Þiþjþh
1
ðn  hÞ!
0
0
0 

¼
p!p !ðp þ jljÞ!ðp þ jl jÞ!

0
0
1
i¼0 j¼0 h¼0 ðp  iÞ!ðjlj þ iÞ!i! ðp  jÞ!ðjl j þ jÞ!j! ð ðn þ mÞ  hÞ!
2




1
1
1

 1
 i þ j  h þ ðjlj þ jl0 j þ nÞ þ 1; X 
;
(10)



2
ð ðn  mÞ  hÞ!h! X1=2ðn2hÞ

Am
nk

2

2

, R is the Zernike radius, w is the beam
where X ¼ 2R
w2
radius, and  is the lower, incomplete gamma function.
The full derivation is given in Appendix A.
In our approximation of the coupling coefficients, we
only consider the magnitude of the coefficients. However,
the real coefficients have both real and imaginary parts
indicating that there is some phase shift caused by the
distortions. Therefore, when considering the coupling
from a surface in terms of the coupling from the individual
polynomials making up the surface, we also need to consider the phase shifts. The largest possible coupling from a
surface occurs when all the individual Zernike couplings
have the same phase, and therefore the magnitude of the
coupling is equal to the sum of the individual couplings.
IV. ANALYSIS OF COUPLING INTO
ORDER 9 MODES
We want to verify the results of the analytical description
of the coupling coefficients. Using the condition for significant coupling outlined previously in Sec. III, we can

identify the azimuthal Zernike indices which will cause a
large amount of coupling from LG33 into the other order 9
modes. These are summarized in Table II. Because m  n,
this condition for the azimuthal index also tells us the
lowest order (n) Zernike polynomial required to cause a
large amount of coupling from the LG33 beam into each of
the other order 9 modes.
Higher order Zernike polynomials represent higher order spatial frequencies, which generally have smaller amplitudes in the mirror surfaces. Therefore, we would expect
the coupling caused by higher order polynomials, such as
into LG1–7 and LG0–9 , to be smaller than those caused by
lower order polynomials. We would also expect the polynomials with m ¼ 2, 4, and 6 to have a large effect on the
beam purity as they each couple from LG33 into two other
order 9 modes.
Using MATLAB the original integration [Eq. (7)] was
performed numerically, computing the coupling occurring
from a mirror surface defined completely by a single
Zernike polynomial. This particular example shows the
results for Z44 , in which we expect a large coupling from
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TABLE II. The azimuthal index (m) of the Zernike polynomial required to achieve significant
coupling from a LG33 incident beam into the other order 9 modes.
m
Up;l mode

2

2

4

4

6

6

8

10

12

2, 5

4, 1

1, 7

4, 1

0, 9

3, 3

2, 5

1, 7

0, 9

LG33 into LG17 and LG41 (Table II) and much less
coupling into other order 9 modes. The coupling coefficients between the LG33 beam and all the other order 9
modes were calculated. The numerical integration was
carried out for a range of wR , and the results, for a polynomial amplitude of 1 nm, are summarized in Fig. 5. In this
plot the two largest coupling coefficients over this range of
w
R correspond to LG41 and LG17 . The coefficients for the
other LG modes are significantly smaller. These results
agree with our predictions.
Figure 6 shows a comparison of the analytical results
from Eq. (10) with the numerical results. Here only the
coupling coefficients for LG41 and LG17 are plotted, as
the analytical approach gives 0 for m Þ jl  l0 j. Over this
range the two sets of numbers match up very well, and we
consider this a good confirmation of the analytical
approximation.

desirable. An upper limit for the beam width can be derived
from optical loss due to beam clipping. This so-called
clipping loss refers to the power lost over the mirror edges
given by [7]
Z
lclip ¼ 1  jUp;l j2 ;
(11)
S

where the integral represents the normalized power reflected by a perfect mirror of finite size (see
Appendix B). In gravitational wave detectors the clipping
loss should be lower than 100 ppm (parts per million), and
often an arbitrary requirement of 1 ppm is used during the
interferometer design phase. This yields an optimal beam
radius of 0:232R (R being the mirror radius) for a LG33
beam. A clipping loss of 100 ppm instead leads to an
optimal beam radius of 0:255R.
V. CAVITY SIMULATIONS WITH ADVANCED
LIGO MIRROR MAPS

Beam size and Zernike order
Figures 5 and 6 seem to suggest that the coupling
coefficients also depend on the beam size relative to the
radius of the Zernike polynomial, or mirror radius.
However, this ratio is typically not a free parameter. For
a good reduction in thermal noise, a large beam radius is

FIG. 5 (color online). Plots of the coupling coefficients for
different order 9 LG modes when a LG33 beam is incident on a
surface described by the Zernike polynomial Z44 . The amplitude
of the coefficients is plotted against the ratio of the beam radius
w and the Zernike radius R. These plots show numerical results
for the coefficients without any approximation. The coefficients
for LG41 and LG17 are significantly larger than those of the
other modes.

We want to investigate how the degeneracy of the order 9
modes affects the purity of a LG33 mode in high finesse
cavities. The aim of this investigation is to assess the
effects of higher order mode degeneracy and derive requirements for the mirror surfaces which would result in an
acceptably high LG33 beam purity. The Advanced LIGO
cavities consist of two curved mirrors: the input test mass

FIG. 6 (color online). A plot showing the coupling into the
LG41 and LG17 modes from a LG33 beam incident on a surface
described by the Zernike polynomial Z44 . The results are plotted
against the relative beam radius on the mirror, wR . The results
from an analytical approximation and a numerical integration
method are plotted.
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TABLE IV. Cavity parameters for simulations of Advanced
LIGO style arm cavities [21]. The length of the cavity was
reduced from the original length of 3994.5 m to prevent a large
clipping loss when using LG33 beams.

FIG. 7 (color online). The optical layout of an Advanced
LIGO arm cavity. Light from the beam splitter is incident on
the flat antireflective surface of the ITM. The light circulates
between the two highly reflective, curved surfaces of the ITM
and ETM. Light is transmitted by the cavity through the ETM.

(ITM) and the end test mass (ETM) separated by an arm
length of approximately 4 km (Fig. 7). The design properties of these mirrors are summarized in Table III [18,19],
giving a high finesse of 450.
To simulate mirror surface distortions we used mirror
maps measured from uncoated mirror substrates produced
for Advanced LIGO [20]. However, the Advanced LIGO
cavities were not designed to be compatible with the LG33
mode. The LG33 mode is more spatially extended than the
LG00 mode, and so experiences a larger clipping loss at the
mirrors for a given beam spot size value. For the Advanced
LIGO cavity parameters, the clipping loss for the LG33
mode is much larger than acceptable, at around 35%. It was
therefore necessary to adjust the cavity length to bring the
LG33 clipping to a level that allowed us to carry out a
meaningful investigation. Using a cavity length of
2802.9 m we achieve similar clipping losses to those
experienced by LG00 in the original cavities, for the
30 cm aperture represented by the mirror maps. The results
from this optical setup should be representative of longer
cavities with larger mirrors. The simulated cavity parameters are summarized in Table IV.
A. Laguerre-Gauss mode purity with Advanced
LIGO mirror maps
For the purposes of this investigation the mirror map
corresponding to the Advanced LIGO end test mass
ETM08 was used; see Fig. 2. To predict the direct couplings from this mirror, we look at the Zernike polynomials
representing the mirror surface. This is achieved by performing a convolution between the surface defined by the
mirror map and the different Zernike polynomials:
TABLE III. Optical properties of the mirrors designed for the
Advanced LIGO arm cavities. The two mirrors have a design
thickness of 200 mm and an index of refraction of 1.45. R, T, and
L refer to the reflectivity, transmission, and loss of power at the
mirror. a and h refer to the antireflective and highly reflective
coated surfaces of each mirror.
Mirror
Ra
La
Th
Lh

ITM

ETM

20 ppm
1 ppm
0.014
0.3 ppm

500 ppm
1 ppm
5 ppm
0.3 ppm

Parameter

ITM Rc

ETM Rc

Cavity length

Value (m)

1934

2245

2802.9

Z
S

m
Zmap Zm
n ¼ An

Z
S

m
Zm
n Zn ;

(12)

where Zmap is the surface defined by the mirror map and Am
n
is the amplitude of the corresponding Zernike polynomial
in the surface. The convolution was performed for all
Zernike polynomials with n  30. The polynomials which
cause significant coupling into the other order 9 modes
(m ¼ 2; 4; . . . ; 12) are summarized in Table V. Here the
polynomials are ranked in order of the power they couple
into the other order 9 modes when an LG33 beam is
reflected from a surface described by the polynomial.
From this we can suggest which order 9 LG modes will
have significant amplitudes in the simulated cavity. The
two polynomials which cause the largest individual power
couplings have m ¼ 2. The astigmatism (Z22 ), in particular,
extracts a large amount of power from LG33 . Therefore, we
would expect the LG41 and LG25 modes to have relatively
large amplitudes in the cavity, as the m ¼ 2 polynomials
cause significant coupling into these modes.
The cavity defined in Sec. V was simulated using the
interferometer simulation tool FINESSE [22] [24,25]. An
input beam of pure LG33 was used with the ETM08 mirror
map applied to the end mirror and a perfect input mirror.
The cavity was tuned to be on resonance for the LG33
mode, and the beam circulating in the cavity was detected.
A plot of the circulating field is shown in Fig. 8.
The purity of a LG mode, Up;l , in a given beam U is
defined as jcp;l j2 , where [26]
cp;l ¼

Z
S

 :
UUp;l

(13)

The plot in Fig. 8 (compared with the plot of LG33 in
Fig. 4) suggests that the circulating beam now contains
modes other than LG33 . The purity of the LG33 beam in this
TABLE V. Zernike polynomials present in the Advanced
LIGO mirror map ETM08 which cause significant coupling
from LG33 into the other order 9 LG modes (m ¼ 2; 4; . . . ; 12).
The power coupled from LG33 into the other order 9 modes by
reflection from surfaces described by the individual polynomials
is included, calculated from a coupling approximation.
4, 2
4, 4
6, 2
10, 8
other
Zm
n polynomial 2, 2
0.908 0.202 0.213 0.124 0.116
Am
n (nm)
Power (ppm)
4.66 0.331 0.0431 0.0099 0.0059 <0:005
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beam. A theoretical understanding of the direct coupling
has therefore allowed us to make valid predictions about
the resulting mode content.
B. Frequency splitting

FIG. 8. A plot of the field circulating in a simulated high
finesse cavity. In the simulation the Advanced LIGO mirror
map ETM08 is applied to the end test mass and a pure LG33
beam is injected into the cavity.

simulated cavity was found to be 88.6%. The power in the
different modes present in the circulating field is summarized in Table VI. The results of the decomposition show
that the surface distortions of the end mirror cause significant coupling into other LG modes, particularly the other
order 9 modes. The distortions also cause coupling into
modes of other orders, but these are not resonant at the
same cavity tuning as the LG33 mode and so are strongly
suppressed.
Other than LG33 the two largest modes in the cavity are
LG41 (5.7%) and LG25 (5.0%). This agrees with the predictions made by studying the Zernike content of the
ETM08 mirror map (Table V). LG41 and LG17 also
have relatively large amplitudes in the cavity. This may
be due to the direct coupling out of the LG33 caused by the
Z44 polynomial. However, the LG41 and LG17 modes can
also be strongly coupled out of the LG41 and LG25 modes
via m ¼ 2 polynomials, further contributing to the effect
these polynomials have on the purity of the beam. Overall
the coupling process in a cavity is complicated by these
multiple cross couplings, but the results of this simulation
suggest that the direct coupling from a mirror surface is the
dominant effect on the mode content of the circulating
TABLE VI. The power in the LG modes circulating in a cavity
simulated with FINESSE with a LG33 input beam and the
Advanced LIGO mirror map ETM08. mSC refers to the azimuthal index of the Zernike polynomial required to cause significant coupling from LG33 to the given mode.
Up;l mode
mSC
Power (%)

3, 3
88.6

4, 1
2
5.70

2, 5
2
5.02

4, 1
4
0.333

1, 7
4
0.313

Other
<0:05

The presence of mirror surface distortions not only
causes coupling between LG modes, but introduces additional phase shifts of the modes. This results in slight shifts
of the resonance frequency of individual modes. These
shifts in resonance frequency depend on the particular
mode, and so modes of the same order will be resonant
at slightly different frequencies. Thus the mode degeneracy
can be broken. We will refer to this effect as frequency
splitting. For the frequency splitting to be effective, the
shifts in resonance frequency must be larger than the cavity
bandwidth in order to separate the resonance peaks of the
different order 9 modes.
Using the ETM08 mirror map the high finesse cavity
defined in Sec. V was simulated. The beam circulating in
the cavity was detected as the laser frequency was tuned
around the cavity resonance. The maximum power of the
order 9 modes in the cavity and the difference in their
resonance frequencies are summarized in Table VII. The
frequency splitting is of the order of 10 Hz, smaller than the
cavity bandwidth of 120 Hz, and so is not sufficient to
completely break the degeneracy. The result is ten quasidegenerate modes. The resonance frequencies are slightly
different, and so when the cavity is tuned to the resonance
of the LG33 mode, the other modes will be slightly suppressed. However, the frequency splitting is small, and
therefore these modes will still have relatively large amplitudes in the cavity. The coupling into order 9 modes is
therefore still the dominant effect on the mode purity.
C. Laguerre-Gauss mode purity with
improved mirror maps
We want to find ways in which the mirror maps could be
improved for the specific application of the LG33 beam. By
considering the mirror surfaces analytically, it appears that
reducing the astigmatism for this particular map could
improve the purity of LG33 in our simulated cavity. To
demonstrate this, the astigmatism was removed from the
ETM08 mirror map. The cavity was then simulated with
this processed map, with the resulting circulating field
detected and decomposed into LG modes. The circulating
beam is plotted in Fig. 9. Simply comparing this plot
with the original circulating beam (Fig. 8) suggests that
the purity of the field has increased. The LG content of the
beam is summarized in Table VIII. The purity of the
circulating LG33 beam is now 99.5%, a significant improvement from the original results.
The results of the decomposition show that the power in
both the LG41 and LG25 modes has decreased significantly,
as predicted. The power in the other modes has also noticeably decreased. This result suggests that the astigmatism is
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TABLE VII. A summary of the power in each order 9 mode in a simulated cavity where the mirror map ETM08 is applied to the end
mirror and the input mode is LG33 . The frequency is tuned around the cavity resonance and the difference in resonance frequency,
compared to LG33 , is included for each mode.
Up;l mode
Power (W)
Frequency (Hz)

3, 3
221.8
0

4, 1
14.38
1.3

2, 5
12.62
0.7

4, 1
0.865
7.0

1, 7
0.802
6.6

a major factor in coupling from the LG33 mode, not only
for its direct coupling into LG25 and LG41 but also for the
coupling from these new modes into other modes of order 9.
For this setup we can conclude that the astigmatism should
be limited in the mirror surfaces to reduce the problems
caused by higher order mode degeneracy.
D. Mirror requirements for LG33
In order to use LG33 in GW detectors we require certain
Zernike polynomials in the mirrors to be smaller than in the
current state of the art mirrors, in order to achieve an
acceptable beam purity in the cavity. Here we investigate
the direct coupling from ETM08 and suggest limits to the
amplitudes of specific polynomials in the mirror surfaces,
presenting an Advanced LIGO mirror map adapted for the
use of LG33 .
Using our theoretical analysis we can identify the particular Zernike polynomials to reduce in the mirrors. We
have already seen that the Zernike polynomials with odd
values of n and with m > 12 do not have a large effect on
the purity. To assess the other polynomials we use Eq. (10)
to approximate the coupling into order 9 modes caused by
the polynomials in the ETM08 mirror map, for the optical
setup defined in Sec. V. For each order 9 LG mode, the
coupling was calculated for the Zernike polynomials with

FIG. 9. A plot of the field circulating in a cavity simulated with
an input mode of pure LG33 and the Advanced LIGO ETM08
mirror map, with astigmatism removed.

3, 3
0.102
7.6

0, 9
0.038
7:3

2, 5
0.038
16:1

0, 9
0.032
14:8

1, 7
0.001
9.3

n ¼ 2; 4; . . . ; 30 and with m required to give significant
coupling. Figure 10 represents these coupling coefficients.
This chart shows that the largest couplings occur from Z22 ,
into LG25 and LG41 , as previously suggested. There is also
some strong coupling from Z24 and Z44 . The other couplings
are significantly smaller. Therefore, the first step in modifying the mirrors for LG33 is to limit these three polynomials to give similar couplings to the higher order
polynomials.
Another plot illustrating the coupling from this map is
shown in Fig. 11. In this plot the maximum possible
coupling from the ETM08 mirror map is estimated using
our analytical approximation. For each order 9 mode the
sum of the coupling is calculated for all Zernike polynomial orders smaller than n. The plot illustrates the magnitude of the direct coupling expected, as we include higher
order Zernike polynomials in our model. Figure 11 can be
used to illustrate how this particular map, ETM08, should
be adapted for LG33 . The coupling into LG25 and LG41 is
around 10 times greater than any other coupling. The
coupling into these two modes is also not significantly
increased by including the higher order modes.
Therefore, limiting the lower order polynomials with m ¼
2 will greatly reduce the coupling into these two modes and
the overall coupling into order 9 modes. From this plot we
conclude that the overall coupling into order 9 modes can
be reduced by around a factor of 10 by reducing the lower
order polynomials. Reducing the coupling further will
involve limits on multiple polynomials.
By assessing the direct coupling from ETM08, we can
set requirements for the lower order Zernike polynomials.
When a LG33 beam is incident on the ETM08 mirror map
in our setup, the reflected beam is predominantly LG33 .
However, we find 31 ppm of the power is now in other
modes, with 6.8 ppm in the other order 9 modes. Table V
shows the power coupled from surfaces described by the
polynomials present in the ETM08 map, from LG33 into
the other order 9 modes. For this map we consider the
polynomials causing a large amount of coupling as those
coupling more than 0.01 ppm into the order 9 modes: Z22 ,
Z24 , and Z44 . For LG33 we require these polynomials to be
limited in the mirror surfaces. The requirements for these
polynomials were calculated to give power couplings of
0.01 ppm into the other order 9 modes and are summarized
in Table IX. These amplitude limits were applied to the
ETM08 mirror map, resulting in coupling of 19 ppm into
modes other than LG33 and 0.043 ppm into the other order 9
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TABLE VIII. The power in the LG modes circulating in a simulated cavity. The cavity was
simulated with a LG33 input beam and with the ETM08 mirror map with astigmatism removed.
mSC refers to the azimuthal index of the Zernike polynomial required to cause significant
coupling from LG33 to the given mode.
Up;l mode
mSC
Power (%)

3, 3
99.5

4, 1
2
0.231

2, 5
2
0.208

1, 7
4
0.0524

4, 1
4
0.0165

0, 9
12
0.0137

Other
<0:01

We have investigated the coupling which occurs when
Laguerre-Gauss modes are incident on a mirror with surface distortions. Taking an analytical approach, we used
Zernike polynomials to represent mirror surface distortions
and derived an approximate equation for the significant
coupling when a LG mode is reflected from a surface
defined by a particular Zernike polynomial. This derivation
resulted in a condition for significant coupling, m ¼ jl 
l0 j, where m is the azimuthal index of the Zernike polynomial and l and l0 are the azimuthal indices of the incident
and coupled modes, respectively. This is a significant result
as it allows us to predict which order 9 modes will be
largely coupled by particular Zernike polynomials and to
suggest which modes will have large amplitudes in the arm
cavities.

We investigated the performance of LG33 in high finesse
cavities by simulation with Advanced LIGO mirror maps.
This illustrated the degraded purity of the circulating beam
in realistic cavities due to higher order mode degeneracy.
The results were then analyzed by looking at the Zernike
polynomials representing our example mirror map. The
analysis and results were consistent with the predictions
made from Eq. (10). This suggested that astigmatism was
causing a significant amount of coupling, particularly into
the LG41 and LG25 modes. This was confirmed when the
cavity was simulated again with the astigmatism removed
from the mirror map, and we observed a dramatic increase
in the LG33 mode purity.
The analytical description enabled us to identify the
specific Zernike polynomials which cause large couplings,
as well as the LG modes which would dominate as a result.
Using this we were able to derive certain requirements for
our example mirror map, ETM08, in terms of limits on the
amplitudes of the Zernike polynomials Z22 , Z24 , and Z44
(Table IX). Using this map the resulting circulating beam
impurity was found to be 815 ppm, a significant reduction
from the original impurity of 0.114.
This investigation has demonstrated that a high beam
purity is achievable using a LG33 beam when modifications
are made to the low order Zernike polynomials in
Advanced LIGO mirrors. Implementing the LG33 beam

FIG. 10 (color online). A bar chart showing the coupling
kn;m
p;l;p0 ;l0 into the order 9 modes when a LG33 beam is incident
on a surface described by the Zernike polynomial with m
required to cause significant coupling. The Zernike amplitudes
correspond to those in the ETM08 mirror map.

FIG. 11 (color online). Plots showing an approximation of the
coupling from LG33 into the other order 9 LG modes from the
ETM08 mirror map, as higher order (n) Zernike polynomials are
included in our model. The sum of the coupling from polynomials with order  n is plotted for each mode.

modes. The cavity defined in Sec. V was simulated with
this limited map, resulting in 815 ppm impurity in the
circulating beam. This is a very good improvement on
the original impurity of 0.114, illustrating that a high
beam purity is achievable with these mirror requirements.
To achieve an even higher beam purity will involve reducing the amplitudes of these polynomials further, as well as
additional Zernike requirements.
VI. CONCLUSION

102002-9

BOND et al.

PHYSICAL REVIEW D 84, 102002 (2011)

TABLE IX. A summary of the amplitude requirements for the
Zernike polynomials required to give individual couplings of
0.01 ppm from LG33 into the other order 9 modes in the ETM08
mirror map.
Zm
n

polynomial
Amplitude (nm)

2, 2
0.042

4, 2
0.035

In order to further simplify the equation, the following
variable substitution is made:
2r2
w2

x¼

4, 4
0.100

(A3)

and a new limit to the integral is given,
in gravitational wave detectors will be challenging, as we
require very small amplitudes on these lower order polynomials. We should also consider that the example mirror
surfaces considered here refer to uncoated substrates. The
coating process is likely to add to the lower order features
in the mirror surfaces. However, using this analytical approach we can derive specific requirements for the mirror
surfaces leading to designs for suitable mirrors for these
higher order beams.

X¼

APPENDIX A: DERIVATION OF COUPLING
COEFFICIENTS

kn;m
p;l;p0 ;l0

sﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
p!p0 !
ðjlj þ pÞ!ðjl0 j þ p0 Þ!



0
Z X m
jl0 j
Rn ðxÞx1=2ðjljþjl jÞ Ljlj


p ðxÞLp0 ðxÞ

 0




 expðxÞdx
:




¼ kAm
n

(A5)

Substituting the equations for the Laguerre polynomial and
radial Zernike function in terms of x gives
qﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
m
¼
A
k
p!p0 !ðp þ jljÞ!ðp0 þ jl0 jÞ!
kn;m
0
0
n
p;l;p ;l
X
p p0 1=2ðnmÞ


ð1Þiþjþh
 X X
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1
ðn  hÞ!
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1
1
 1
1=2ðn2hÞ
ð2 ðn  mÞ  hÞ!h! X


ZX


iþjhþ1=2ðjljþjl0 jþnÞ

x
expðxÞdx
:



0


The product of two Laguerre-Gauss modes is
sﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
1 2
p!p0 !

Up;l Up0 ;l0 ¼ 2
w  ðjlj þ pÞ!ðjl0 j þ p0 Þ!
 expðið2p þ jlj  2p0  jl0 jÞÞ
pﬃﬃﬃ jljþjl0 j  2 
 2
2r
2r
jl0 j 2r
Ljlj

L
0
p
w
w2 p w2


2r2
 exp  2 expðiðl  l0 ÞÞ:
w

(A4)

where R is the Zernike radius. This gives the integral
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2R2
;
w2

(A1)

The following derivation follows from Eq. (9). Currently,
we are concerned with the magnitude of the coupling
coefficients, so we ignore any constant phase shifts and
integrate with respect to :
sﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
Z

R 2

p!p0 !

n;m
m

kp;l;p0 ;l0 ¼ 
2kAm
n Rn ðrÞ

 0 w2 ðjlj þ pÞ!ðjl0 j þ p0 Þ!
pﬃﬃﬃ jljþjl0 j  2 
 2
2r
2r
jl0 j 2r

Ljlj
L
0
p
w
w2 p w2





2r2

 exp  2 rdr
:
(A2)



w

(A6)

This type of integral results in the lower incomplete
gamma function:
ða; xÞ ¼

Zx
0

ta1 et dt:

(A7)

When a is equal to n, an integer, the function is given by
the following sum:

n1
X xk 
ðn; xÞ ¼ ðn  1Þ! 1  ex
:
k!
k¼0

(A8)

Therefore, the final equation for this approximation of the
magnitude of the coupling coefficients is given by
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0
0
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(A9)
FIG. 12 (color online). Plots of the amplitudes of the order 2
Zernike polynomials present in the surface described by the
ETM08 Advanced LIGO mirror map as a function of the rotation
of the surface.

APPENDIX B: CLIPPING LOSS
Clipping loss is given by
lclip ¼ 1 

Z
S

jUp;l j2 ;

(B1)

where the integral represents the normalized power reflected by a perfect mirror. S defines an infinite plane
perpendicular to the beam axis. The magnitude squared
of a LG mode is
 2 jlj   2 2


1
2p!
2r
2r2
jlj 2r
jUp;l j2 ¼ 2
exp

L
;
p
w ðjlj þ pÞ! w2
w2
w2
(B2)
where w is the beam radius, p and l are the mode indices,
and r is the radial position. Integrating over the surface and
taking a similar approach as for the coupling coefficients,
we get
lclip ¼ 1  p!ðp þ jljÞ!


p X
p
X

ð1Þnþm
m¼0 n¼0 ðp  nÞ!ðp  mÞ!

the order 2 Zernike polynomials present in the ETM08
mirror surface as it is rotated. As expected, the amplitude
of the Z02 polynomial remains constant, as it has no angular
dependence. The amplitudes of the Z2
2 polynomials oscillate and, at a certain rotation (around 120 ), the astigmatism of the surface is completely described by Zþ2
2 , and
90 later, completely described by Z2
.
The
root
mean
2
squared amplitude (A22 ) of the polynomials remains
constant.
APPENDIX D: ANALYSIS OF THE
ZERNIKE APPROACH
We have used Zernike polynomials to describe mirror
surface distortions and analyze the coupling that occurs

1
ðjlj þ n þ m þ 1; XÞ;
ðjlj þ nÞ!ðjlj þ mÞ!n!m!
(B3)
2

/

where X ¼ 2R
, R is the radius of the mirror, and  is the
w2
lower incomplete gamma function.
APPENDIX C: ZERNIKE COMPOSITION
OF A MIRROR SURFACE
For certain Zernike polynomials (those with nonzero m)
their amplitudes in a surface depend on the orientation of
that surface with respect to the Zernike surface. For example, consider the two polynomials responsible for astigmatism, Z2
2 . The two polynomials actually describe the
same shape, with one just rotated by 90 with respect to the
other. Therefore, rotating a surface, such as the one described by mirror map ETM08, will change the amplitudes
of these two polynomials within the surface. Figure 12
illustrates this effect. The plots show the amplitudes of

FIG. 13 (color online). A plot showing the spectrum of the
Advanced LIGO mirror map, ETM08, and the spectra of maps
created from Zernike polynomials present in ETM08. The
Zernike maps go up to a certain maximum order, recreating
higher spatial frequencies with higher orders.
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from LG33 into other order 9 modes. This approach appears
to be very suitable, as we have been able to identify specific
polynomials which extract significant amounts of power
from the input mode. However, there is an alternative
method used to investigate mirror surface distortions,
which involves looking at the spatial frequencies present
in real mirrors. In this section we compare these two
methods.
To look at the spatial frequencies present in realistic
mirrors, we perform a 2D Fourier transform of the surface
height data. The resulting spectra are then analyzed and
synthetic maps are created with the same spatial frequencies. This method focuses on identifying particular spatial
wavelengths which cause a large degree of coupling from
LG33 . Many synthetic maps are created and used in simulations of gravitational wave detectors. A statistical approach is then taken to determine the extent of the coupling
when specific spatial frequencies are present in the mirror.
In the Zernike approach we look at the different polynomials present in mirror surface distortions. This can be
thought of as equivalent to looking at the spectra of the
mirror surfaces, as the different polynomials represent

different spatial frequencies. The plot in Fig. 13 illustrates
this. The spectrum of the ETM08 Advanced LIGO mirror
map is shown, along with the spectra of maps made up of
the Zernike polynomials present in the ETM08 mirror.
Each of the Zernike maps recreates the LIGO map with
polynomials up to a certain order. The plots show that as
the order of Zernike polynomials present increases, the
higher spatial frequencies are represented in the mirror
map. This is because these higher order polynomials represent the higher order spatial frequencies. Looking at the
spatial frequencies present in the Zernike polynomials, we
found that the frequencies depended on the order n. A
consequence of this is that if we just consider the spatial
frequencies present in the mirror maps, we will not be able
to distinguish between polynomials with different m. As
we have seen, the azimuthal index is very significant, as it
determines which modes are largely coupled from LG33 .
Just looking at the spatial frequencies does not identify the
shapes which cause strong coupling between modes of the
same order. The Zernike approach would seem to be the
most suitable, as this allows us to identify the interesting
polynomials and modes.
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