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Abstract
S2 glass fibre reinforced epoxy composites are widely used in aeronautical applications owing to their excellent strength to
weight ratio. Drilling glass fibres can be cumbersome due to their abrasive nature and poor thermal conductivity. Moreover, the
use of conventional coolants is not desirable due to contamination and additional costs for cleaning the machine part. An
alternative is to use environmentally friendly coolants such as liquid nitrogen (LN2) which have been previously employed in
machining metals and composites. The current study investigates the effect of drilling S2 glass fibre composite in a bath of LN2.
The study aims to evaluate the effect of spindle speed, feed rate and the presence of cryogenic cooling on the form and
dimensional tolerances of the hole (hole size, circularity, cylindricity and perpendicularity). Design of experiments and analysis
of variance (ANOVA) were used to determine the contribution of the input parameters on the analysed hole quality metrics.
Results indicated that drilling S2 glass fibre in a cryogenic bath increased hole size significantly beyond the nominal hole
diameter. The hole circularity and cylindricity were reduced compared to holes drilled under dry condition under all cutting
parameters due to enhanced thermal stability during the drilling process. The current study aims to provide the scientific and
industrial communities with the necessary knowledge on whether cryogenic bath cooling strategy provides better hole quality
output compared to dry drilling and other cryogenic cooling strategies which were previously reported in the open literature.
Keywords Hole size . circularity . Perpendicularity . Cylindricity . S2 glass fibre

1 Introduction
Glass fibre is the original fibre reinforcement of modern composites; it is mainly used as structural reinforcement in civil,

marine and aviation applications. Between 2020 and 2025, the
market share of glass fibre composites will be the largest in
terms of volume and value [1]. Glass fibres dominate the
composite market due to their low cost and excellent
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performance such as high strength, lightweight and durability.
There are many types of glass fibres such as E, R and S/S2 and
less known such as A, D and C. S-glass was originally developed for military applications in the 1960s [2], Composites
made from S2 glass was developed for commercial applications in later stages as a lower-cost version of S-glass [2]. Sglass-based composites are used in aerospace applications due
to the higher contents of silicon and aluminium oxides in the
fibres which gives them greater elongation and lower density
relative to other types of glass fibres. In, addition, S and S2
glass fibres have the highest tensile strength among all other
types of glass fibres [3]. Therefore, they are attractive for use
in aerospace applications because of their relative light
weight, high strength and stiffness. For example, S2 glass
fibre prepregs are bonded with aluminium metallic sheets to
form a stack of hybrid metal-composite commercially known
as GLARE® fibre metal laminates. GLARE® laminates are
installed in the fuselage of the Airbus A380 due to their excellent fatigue and impact resistance. Aeronautical structures
are usually produced in large panels that require trimming to
bring them to the right dimensions followed by drilling a large
number of holes to install the fasteners used for the assembly
of different structures together. Drilling glass fibre composites
is challenging since the fibres have abrasive nature and the
laminate have poor thermal conductivity. This in return would
lead to rapid tool wear and lower hole quality due to increased
chance for delamination and out-of-range hole tolerances.
Moreover, it is estimated that poor connecting holes in aircraft
structures account for up to 80% of fatigue cracks in the aircraft body [4, 5]. Using oil-based or water-based coolants is an
attractive choice to overcome tool wear and increase temperatures during the machining process [6]. However, glass fibre
composites are prone to moisture absorption which would
reduce their strength and structural performance. An alternative is to use a non-water-based or oil-based coolant such as
liquid nitrogen and carbon dioxide which are also known as
cryogenic coolants. The use of cryogenic coolants was mainly
proposed for machining hard to cut materials such as titanium
and steel alloys [7–9]. Cryogenic coolants are environmentally friendly, providing a clean machining process without the
need to dispose or handle the coolant waste [10]. Even the
produced chip is free from oil and water contaminations, and
therefore, the collected chips could be easily recycled [11].
There are a significant number of studies in the open literature on drilling glass fibre composites. A table summary on
previous research was previously reported by Giasin et al.
[12]. Previous researchers studied the effects of cutting parameters [13–17], drill type, geometry and coating [15, 18–20] on
developed cutting forces [21–24], tool wear [22, 25, 26] and
several hole quality metrics such as delamination at exit and
entry sides of the hole [18, 24, 27, 28], surface roughness [14,
27, 29], hole size and circularity [30–32]. Singh et al. [33]
reported that the thrust force increased with the increase of

the feed rate and the drill point angle. Similar findings were
also found in the work carried out by Işık et al. [34], Davim
et al. [35, 36], Kilickap [37, 38] and Ramesh et al. [39].
Mohan et al. [40] reported that delamination is highly influenced by cutting parameters and workpiece thickness. They
recommended using high cutting speed and low feed rate to
minimise delamination at the exit side of the hole. Similar
observations were reported by Kilickap [37]. However, contradicting results were reported by Palanikumar et al. [19]
found that the delamination decreases as the spindle speed is
increased. This might be due to the different tool geometry,
cutting parameters or type of material machined in their studies. Ranganathan et al. [41] found that the feed rate had more
than three times the effect of cutting speed on the cutting
forces, surface roughness and delamination. Similar results
were also reported by Işık et al. [34] and Kilickap [37] and
Sarma et al. [42] and Sureshkumar et al. [43]. Işık et al. [34]
reported that increasing the number of drill flutes and point
angle increased the delamination factor at the exit which was
mainly due to increased chip load. Kilickap [44] and
Palanikumar et al. [19] also reported that delamination is reduced when the drill has a smaller point angle. Davim et al.
[35] found that the drill type and its geometry had an impact
on drilling performance of GFRP. Their results showed that
the cutting pressure produced by Brad and Spur drills is lower
than that produced by stub length drills; this in return produced lower surface roughness and delamination. However,
in another study by Latha et al. [36], it was reported that Brad
and Spur drills produced higher thrust force than step and
multi-facet drills. Mathew et al. [45] also reported that trepanning tools could reduce thrust force by up to 50% compared to
twist drills when drilling GFRP, but hole accuracy must be
carefully monitored by maintaining the accuracy of the cutting
edges. In another study, Singh et al. [46] found that using four
facet drills for drilling GFRP is not recommended due to very
high cutting forces. In the other hand, 8 facet and jobber drills
produced lower cutting forces. Abrao et al. also reported that
the cutting tool geometry and material have significant effect
on cutting forces and resulting delamination, a smaller the drill
point angle and low feed rates were recommended for drilling
CFRP and GFRP materials [47–49]. Rubio et al. [49] found
that delamination is minimal when drilling GFRP at very high
spindle speeds of 40,000 rpm, irrespectively of the feed speed
employed. Davim et al. [35] also reported that the increase of
the feed rate increased surface roughness while increasing the
cutting speed decreased it. Similar trends were found in the
work of Sarma et al. [42] which also reported that depth of cut
shows only the limited effect in machining of GFRP composites. Latha et al. [36] reported that the cutting forces increased
with the increase of the drill diameter. Similarly, Bosco et al.
[50] reported that the higher the drill diameter, the greater the
delamination factor will be due to the larger contact area between the cutting tool and the workpiece. Mehbudi et al. [23]
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found that using ultrasonic assisted drilling of GFRP reduced
cutting forces and delamination by up to 50% compared to
conventional drilling. Mudhukrishnan et al. [38] found that
the cutting tool material can significantly affect cutting forces
during drilling of GFRP. Their results showed that HSS drills
produced higher cutting forces and delamination in comparison to tipped carbide and carbide drills due to lower hardness
and faster tool wear. However, it was not reported whether all
the drills had same geometry which might had some influence
on the cutting forces. Similar results were observed by Arul
et al. [20], which found that coated and uncoated HSS drills
showed similar performance and faster tool wear compared to
that observed using carbide drills. Indeed, Faria et al. [51]
reported similar results where they found that HSS drills
tended to produce higher cutting forces than coated and uncoated carbide drills. Moreover, the hole diameter and circularity decreased considerably when using HSS drill as the
number of drilled increased which was due to rapid tool wear,
while coated and uncoated carbide drills showed stable hole
diameter when drilling up to 10,000 holes and stable hole
circularity when drilling up to 24,000 holes. Kim et al. [52]
reported that carbide drills produced oversized holes, while
undersized holes were produced when using HSS drills.
Sureshkumar et al. [43] found that the hole circularity and
delamination increased with the feed rate increase. Vankanti
et al. [30] also found that increasing cutting tool geometry
such as its chisel edge and point angle in addition to the feed
rate significantly increased hole circularity. The severity of
damage in the hole is affected by the angle between fibre
orientation and the cutting edge of the tool. The fibres are
subjected to alternating torsion and compression prior shearing by the cutting edges. That in return would produce an
ellipse-like–shaped hole with its minor axis being same to
the fibre direction [51]. Rubio et al. [32] found that the spindle
speed was the main parameter that influences the hole circularity, while the point angle of the drill and feed rate had lesser
effect. Other studies also reported that cryogenically treated
cutting tools or using chilled air reduced delamination factor
when drilling GFRP and CFRP [53, 54]. After extensive review of literature, on drilling GFRP, it was found that there are
no studies on the drilling of S or S2 glass fibre composites are
available in the open literature except for one study conducted
by Giasin et al. [55]. In their study, results showed that the
cutting forces and hardness increased when drilling in a bath
of LN2 compared to dry drilling, while the surface roughness
was reduced. Therefore, the current study aims to fulfil this
gap and report on the effects of cutting parameters and the use
of cryogenic liquid nitrogen cooling bath on the form and
dimensional tolerances of holes in S2 glass fibre composite.
In addition, holes machined in aeronautical structures must
meet strict geometrical tolerances due to their direct impact
on fatigue life of structure during their service. Indeed, according to historical data on fatigue in aircraft components, 55% of

in-service failures in aircraft components occurs due to fatigue
related to poor hole quality. Fastener holes tend to produce
regions of stress concentrations at which fatigue cracks propagate [56]. Table 1 shows previous literature on hole form and
dimensional tolerances reported when drilling CFRP and
GFRP materials. The results indicated that achieving tight
hole tolerances in composite material is a major challenge
especially when no coolants are used. In addition, the literature indicates that little attention is given to study the hole
dimensional and geometric deviations after machining
GFRPs. Therefore, the specific objective here is to determine
the beneficial and adverse effects of drilling S2 glass fibre
composite in a bath of LN2. Additionally, dry drilling tests
were carried out to compare the hole quality output against
results from cryogenic drilling tests. Statistical design of experiments was used to formulate the design study, and
ANOVA and Pareto charts were used to further highlight the
effect and percentage contribution of the cutting parameters
and presence/absence of LN2 coolant on the studied output
parameters (hole size, circularity, cylindricity and perpendicularity). Improving the hole dimensional and geometrical tolerances throughout the interior surface of the hole indicates
high-quality holes [63], a pre-requisite in aerospace structural
applications. The current study also aims to highlight the considerable contribution and drawbacks of cryogenic bath
cooling as opposed to dry drilling of GFRP composites specifically for use in aerospace applications.

2 Materials and method
This section presents the materials and method used.
Subsection 2.1 presents work piece and cutting tool.
Subsection 2.2 presents measurement of hole form, dimensional tolerances and hole inner surfaces.

2.1 Workpiece and cutting tool
An S2 glass fibre and FM94 adhesive epoxy workpiece was
used in the current study for drilling tests. The workpiece was
square shaped with 240-mm edge length and a thickness of
7.18 mm (54 prepregs with an approximate prepreg thickness
of 0.133 mm) as shown in Fig. 1a. The prepregs were made
from S2 glass fibres embedded with FM94 adhesive film [64].
The S2 glass fibres were approximately 10 μm thick; the
fabricated laminate was unidirectional (UD) with a symmetric
stacking sequence of [0°/90°]27s as shown in Fig. 1a. The
laminate was cured in the autoclave for approximately
300 min at a pressure of 6 bars [65] as shown in Fig. 1b.
TiAlN-coated carbide twist drills with a diameter of ∅6 mm
were used. The drills had a point angle of 140° and a helix
angle of 30° as shown in Fig. 1c. Two sets of drilling experiments were carried out in the current study; the first set of

Int J Adv Manuf Technol
Table 1 Range of hole size an
circularity in previous studies on
drilling composite materials

Workpiece material

Hole size (μm)

Circularity (μm)

Reference

GFRP
GFRP
CFRP
CFRP
CFRP

+20 to +950
-

4–41
42.5–312
80–250
6–25

[43]
[30]
[57]
[58]
[59]

Glass/phenolic-woven fabric
CFRP
CFRP
E-glass
E-glass
Si3N4 composite material
CFRP

+ 3 to + 13
− 10
− 4 to +8
− 20 to +100
− 200 to +50
− 70 to +20

6–25
5–7
12–188
9–105
73–171
780–900

[31]
[59]
[60]
[32]
[51]
[61]
[62]

tests were carried out under dry conditions, and the second set
of tests was carried out by placing the workpiece in a bath of
liquid nitrogen as shown in Fig. 1d.
The cutting parameters used in the current study are given
in Table 2. The choice of cutting parameters was based on
previous literature and recommended cutting parameters by
the cutting tool supplier. Three levels of feed rate ( f ) and
spindle speed (n) and two levels for cooling (dry and cryogenic) were used. The aim was to form a full factorial L18 (18
holes) design of experiment study to employ ANOVA statistical analysis to find the percentage contribution of the spindle
speed, feed rate and presence/absence of coolant on the
analysed hole metrics. A total of three drilling tests were carried out for cryogenic and drilling experiments; therefore, all

Fig. 1 a) Workpiece fibre
orientation and number of layers.
b) Autoclave and manufacturing
of the composite workpiece. c)
Schematic of the drill bits used in
the study. d) Setup of the
workpiece inside the cryogenic
bath inside the CNC machine [12]

reported results thereafter represent the average of the three
tests.

2.2 Measurement of hole form and dimensional
tolerances and hole inner surfaces
A CMM (coordinate measurement machine) was used to measure the hole form and dimensional tolerances. The CMM
used was a Mitutoyo Crysta-Apex S776 equipped with a
Renishaw PH10MQ fitted with an AM2 adjustment module
and a SP25M scanning probe system as shown in Fig. 2. The
measurements for hole size and circularity were taken at 1 mm
below and above the top and bottom surfaces of the workpiece. The two positions are named top and bottom thereafter
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Table 2 Design of experiment
input parameters and their levels

Factor

Low level

Spindle speed (rpm)
Feed rate (mm/min)
Cooling

3000
300
No (dry)

in the manuscript discussion section. Additional measurement
was taken at the middle of the workpiece in order to get measurements for the hole circularity and perpendicularity. After
the CMM inspection, the holes were cross-sections from their
centre and were observed using A Hitachi SU5000 field emission SEM (scanning electron microscope) used to visualize
the borehole surface quality.

3 Results and discussions
This section presents the results and discussion for the collected hole metrics. Subsection 3.1 presents hole size and circularity analysis. Subsection 3.2 presents hole cylindricity and
perpendicularity analysis and inspection of hole inner surfaces
and post machining cutting tool conditions.

3.1 Hole size and circularity analysis
The spindle speed (n) and feed rate ( f ) cutting parameters
play an important role to assess the hole quality during machining [66]. Deviation from the nominal size is important for
the performance of any machined part; therefore, the hole size
Fig. 2 Hole metrics measurement
using CMM machine

Medium level
5000
500
Cryogenic bath of tool and workpiece

High level
7000
700

requires more attention as much as surface roughness.
Previous study reported that during the drilling process the
heat that flows into the workpiece from the cutting zone raises
its temperature, and the resulting thermal distortions to the
workpiece geometry [67], which is partially due to the different thermal expansion coefficient in the laminate due to different fibre orientations. In the aerospace industry, holes must
meet certain tolerances and standards it is desired that the
holes be close to the nominal diameter for riveting [68, 69].
Figure 3 shows the average hole size under different cutting
parameters for dry and cryogenic conditions at top and bottom
locations. Overall, the hole size deviation from the nominal
size at top of the hole is more than at the bottom of the hole in
dry drilling environment, while the holes obtained in the cryogenic condition were found less deviated from the nominal
size at the top as compared with the bottom side.
Additionally, the difference between the entrance and exit
diameters in holes drilled using cryogenic cooling were less
than those drilled under dry conditions. This would indicate
that using cryogenic cooling provide more consistency in hole
size throughout its depth. Moreover, under dry conditions, the
difference between the entrance and exit diameters tends to
increase at the higher spindle speeds which is in agreement
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Fig. 3 Average hole size at the top and bottom of holes in dry and cryogenic conditions

with previous study on drilling composites [70].This is due to
the rise in the drilling temperature that increases the mechanical abrasion onto the hole wall enlargement [70].
Nevertheless, the holes produced in dry drilling were closer
to the drill nominal diameter than those obtained from the
cryogenic drilling tests.
Overall, less deviation of holes from the nominal size was
found with the increase in the feed rate in dry drilling. For hole
size at the top, the minimum deviations of 6.0007 and
6.0213 mm and maximum values of 6.0147 and 6.0343 mm
were found for dry and cryogenic conditions, respectively.
The lowest n = 3000 rpm and highest fr = 700 mm/min were
the reason for the minimum deviation, while the maximum
values were caused at the moderate n = 5000 rpm and the
lowest fr=300 mm/min. However, at the bottom of the hole
size, the minimum deviated value for the dry condition was
5.9997 mm at the n of 5000 rpm and fr =700 mm/min, while
for cryogenic condition, the minimum value of 6.0193 mm
was obtained at the lowest n = 3000 rpm and fr =300 mm/min.
Also, for dry conditions, the maximum deviated value of
6.0163 mm occurred when drilling at n = 3000 rpm and fr =
700 mm/min, while in the case of cryogenic conditions, the
maximum deviated value of 6.0367 was observed at n =
7000 rpm and fr = 500 mm/min. The deviation of hole size
due to the high n was expected due to the increase in the
chatter vibration which might take an important role in the
accuracy of the drilled hole size and causes instability of the
cutting tool [66]. ANOVA results and Pareto chart given in
Table 3 and Fig. 5 show that the use of cryogenic coolant had
the most significant impact on hole size at top and bottom with
65% and 80%, respectively, followed by the feed, while the
spindle speed did not seem to have any effect at all. The
interaction between the cutting parameters and the coolant
had a small impact on hole size in general.

Some researchers found that using flood coolants when
drilling CFRP produced undersized holes [71]. On the contrary, other studies reported that holes produced in CFRP under mist spray cooling were significantly oversized [63]. The
oversized holes were caused by the lack of effective lubricating and cooling when using mist spray cooling which led to
thermal expansion of the cutting tool and therefore oversized
holes. On average, holes drilled under dry conditions produced closest tolerances to the nominal dimension. This can
be explained by the fact that the carbide tools — on average —
has a lower thermal coefficient of expansion (5.2 × 10−6.C−1)
[72] than the workpiece material (longitudinal direction, 3.9–
6.1 × 10−6.C−1; transverse direction, 26.2–55.2 × 10−6.C−1)
[73], and as a result of cryogenic bath cooling, the workpiece
contracts more than the cutting tool thus resulting in over
cutting and thus oversized holes. In addition, when drilling
under dry conditions, it is expected that cutting temperature
will rise both the cutting tool and the workpiece leading to the
expansion of the lamina; however, composites such as CFRP
and GFRP have tendency to spring-back leading to shrinkage
of drilled holes closer to their nominal diameter [74]. The
current results disagree with previous studies [63, 75–78] on
drilling CFRP and GFRP laminates using through tool cryogenic cooling which both reported reduced hole size when
using cryogenic cooling compared to dry drilling. This could
be attributed to the cooling strategy (i.e., cryogenic bath vs
cryogenic through tool cooling) in which the later provides
efficient cooling in terms of controlled coolant quantity and
localisation on the hole cutting region and cutting tool. In
another study, it was reported that indirect cryogenic cooling
of composites provided better performance in terms of lowers
thrust force and specific cutting energy consumption in comparison to continuous cooling. The advantageous of this
cooling technique is that it avoided workpiece hardening
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Table 3

ANOVA data for measured output parameters
Hole size (top)

Hole size (bottom)

Circularity (top)

Circularity
(Bottom)

Cylindricity

Perpendicularity

Source

P
Contribution P
Contribution P
Contribution P
Contribution P
Contribution P
Contribution
value
value
value
value
value
value

Model
Blocks
Linear
Spindle speed
Feed rate
Coolant

0
0.226
0
0.083
0.017
0

Two-way interactions
Spindle
speed*Feed
rate
Spindle
speed*Coolant
Feed
rate*Coolant
Three-way interactions
Spindle
speed*Feed
rate*Coolant
Error
Total

80.95%
1.74%
73.15%
3.01%
5.19%
64.95%

0
0.422
0
0.11
0
0

95.79%
0.22%
89.30%
0.58%
8.57%
80.15%

0.017
0.085
0.002
0.008
0.077
0.014

0.746 2.83%

0

5.58%

0.522 9.34%

0.038 10.36%

0.063 6.61%

0.669 11.56%

0.78

0.98%

0.019 1.70%

0.568 3.84%

0.012 8.26%

0.256 2.19%

0.293 10.31%

0.656 0.48%

0 3.49%

0.309 3.13%

0.586 0.59%

0.009 4.24%

0.944 0.23%

0.309 1.36%

0.223 0.39%

0.408 2.37%

0.265 1.51%

0.808 0.17%

0.775 1.03%

0.242 3.23%

0.259 0.69%

0.133 9.79%

0.159 3.86%

0.032 4.70%

0.842 2.80%

0.242 3.23%

0.259 0.69%

0.133 9.79%

0.159 3.86%

0.032 4.70%

0.842 2.80%

19.05%
100.00%

4.21%
100.00%

56.22%
6.82%
30.26%
14.47%
7.11%
8.68%

43.78%
100.00%

caused by direct contact with cryogenic coolant [79].
Therefore, the literature appears to support the fact that the
cooling strategy have significant and variable effect on the
resulting hole and dimensional tolerances when drilling composites. However, it is difficult to compare the results like to
like from those studies with the current study due to many
variations such as the cutting tool type, geometry, material
type and location of hole size measurement along the hole
depth. However, a conclusion can be made here that using
cryogenic bath cooling during drilling S2 glass fibre composites would results in oversized holes compared to dry conditions or other cryogenic cooling strategies. This could be attributed to the increased hardness and cutting forces when
using cryogenic bath cooling as reported in a previous study
on drilling S2 glass fibre composites in a cryogenic bath [55].
Another reason for increased hole size using cryogenic bath
creates an extremely low temperature environment for both
the cutting tool and the workpiece which restricts the rise of
cutting temperatures and prevents possible thermal expansions of both tool and workpiece, i.e., cutting occurs at −
196 °C or close to it. This was confirmed by Rodríguez
et al. [77] which reported that under dry drilling, the temperature measured at the tool tip can be more than ten times
higher than that when using cryogenic cooling. In addition,
drilling at very low temperatures, the composite becomes

0
0.371
0
0.004
0
0

81.43%
1.12%
66.10%
7.26%
18.00%
40.85%

18.57%
100.00%

0
0.876
0
0
0.001
0

86.66%
0.10%
75.25%
8.07%
6.46%
60.71%

13.34%
100.00%

0.642
0.131
0.482
0.591
0.262
0.4

32.14%
8.63%
9.15%
2.13%
5.57%
1.45%

67.86%
100.00%

more brittle which causes a substantial increase in cutting
forces, thereby increasing the probability oversized holes
[80]. Another possible facto could be the tool wear and its
effect on resulting hole quality; however, this does not apply
in this study due to the limited number of holes drilled using
each drill which did not promote significant tool wear as will
be discussed in the later sections.
According to cutting tool manufactures, the aerospace
industry’s requirements for hole size is to have minimal deviation from its nominal diameter to guarantee excellent rivet
performance [81]. Generally, significantly oversized or undersized holes are undesirable and would lead to rejection of the
machined part. Riveted holes in aeronautical structures should
comply with the recommended upper range of hole H9 (i.e., 0
to +30 μm) tolerance as reported by aerospace manufacturers
[81, 82]. According to Brinksmeier et al. [83], those tolerances
are needed for holes created in the composite structures that
make up parts of the wing and tail of an aircraft. However,
more relaxed hole sizes were reported to be as much as
250 μm [84]. In addition, cutting tool manufacturers previously reported that hole tolerances in aeronautical composite
structures tended to have hole size deviations between ± 20
and ± 40 μm [81, 85]. In the current study, the deviation of
hole size under cryogenic condition ranged between 21.33 and
34.33 μm at top and between 19.67 μm and 36.67 μm at the
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bottom. Similarly, the deviation of hole size under dry condition ranged between − 10.33 and 14.67 μm at top and between
16.33 and − 6.33 μm at the bottom. This means that the range
of the hole size reported in this study were within the allowable range required in aerospace applications and only undersized holes must undergo an additional reaming process to
enlarge them [68].
Figure 4 shows the average circularity for dry and cryogenic tests at top and bottom locations. The minimum hole circularity of 0.0077 mm and 0.0033 mm values for dry and cryogenic conditions, respectively, were observed at the top of the
hole size. For both the drilling conditions, these minimum
values were obtained at the moderate n = 5000 rpm and the
lowest fr = 300 mm/min. This indicates that lower feed rates
produce holes with minimum circularity which was also reported in previous studies [60, 76]. The increase in hole circularity with increasing feed rate is related to the increase in
the thrust force which increases the radial force that have
direct influence on the circularity value [76, 86]. The effect
of feed rate can be seen more clearly in holes drilled under dry
conditions due to higher distortions in the hole and drill which
steadily deteriorates with an increment in depth below the hole
entry surface [87]. The variation between hole circularity at
top and bottom was greater in holes under dry conditions.
Using coolant is known to decreases the frictional load between the margin side of the drill and the machined hole wall;
this in return would help the matrix in the composite to maintain its original support and protection to the overall structural
integrity of the holes during the drilling process. In return, the
induced mechanical damage on the hole walls is reduced, and
the cutting of the fibres occurs regularly which gives better
dimensional accuracy [70]. While the maximum circularity
was 0.0287 mm for dry and 0.0167 mm for cryogenic conditions were noted. These maximum values were the result of
the lowest n = 3000 rpm with fr = 500 mm/min for dry drilling

Fig. 4 Average hole circularity in dry and cryogenic conditions

and fr = 700 mm/min for cryogenic conditions. The maximum
values due to high fr might be either due to the rise in
cutting forces or the faster penetration of cutting tool that
increased the hole deflection and vibrations in the cutting
tool, hence the higher circularity [66, 88]. However, at the
bottom of the hole, the minimum and maximum circularity
for the dry conditions was 0.0100 mm and 0.0247 mm,
respectively. Both minimum and maximum values were
obtained at n = 3000 rpm with fr = 300 mm/min and 500
mm/min, respectively. In the case of the cryogenic condition, the minimum circularity of 0.0037 was noted at n =
7000 rpm and fr = 300 mm/min. Also, the maximum circularity of 0.0177 mm was observed at n of 3000 rpm and fr =
700 mm/min. It is also found that under dry drilling, the
depth of deformation increases as the rate of feed increases.
Table 3 and Fig. 5 shows that the spindle speed was the
most dominant factor on circularity at the top, while the cryogenic coolant had the highest impact on circularity at the bottom with 40.85%; this indicates that the cryogenic cooling
could provide more stable circularity throughout the hole
depth due to improved heat removal from the cutting zone.
Similar results were reported by Shah et al. [89] which found
that using cryogenic coolants reduced hole circularity when
drilling metals over dry and flood cooling. The feed rate and
spindle speed had a somewhat similar contribution on hole
circularity at the bottom with 18% and 7.26%, respectively.
However, the effects of the feed rate and the spindle speed on
hole circularity are quite complicated. For example, the trends
in circularity at the top and the bottom vary significantly when
drilling metals. It is speculated that there non-linear variations
in hole circularity are present in the hole due to other untested
input parameters such as workpiece fixture or vibrations and
deflections occurring in the drill and damping characteristics
[90, 91]. This was evident from the ANOVA analysis which
showed the presence of a large error.
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Fig. 5 Pareto charts for a hole size at top b hole size at bottom c circularity at top d circularity at bottom e cylindricity f perpendicularity

3.2 Hole cylindricity and perpendicularity analysis
Measuring the hole perpendicularity is a critical issue for aeronautical structures since the structural loading could be transferred through fuselage skin panels by riveted fastener holes at
lap joints [92, 93]. Holes with poor perpendicularity tended to
minimise the area of contact between the rivet and the hole
walls which leads to stress concentrations that ultimately reduce the fatigue life of riveted structures [5]. Figure 6 shows
the comparison of cylindricity and perpendicularity of S2/
FM94 glass fibre composites between dry and cryogenic
Fig. 6 Average hole
perpendicularity and cylindricity
of holes in dry and cryogenic
conditions

conditions depending on cutting parameters. Considering all
data, cylindricity increases with an increase in feed rate, but
the same trend is not observed for spindle speed. It is well
known that thrust forces increases linearly depending on an
increase in the feed rate [55]. Vibration amplitude is a function
of force and has a significant influence on circularity [94]. It
was also noted that thrust force and torque cause compression,
bending, and shear stresses and these loads give rise to
cylindricity and deviation from nominal hole size [95].
When comparing the machining conditions, cryogenic machining significantly improves cylindricity. Minimum hole
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cylindrically of 0.0047 mm was obtained at moderate n of
5000 rpm with fr of 300 mm/min under cryogenic condition,
while the maximum was 0.028 mm occurred at low n of
3000 rpm with fr of 500 mm/min under dry condition. In the
all cutting combination tested range, cryogenic machining
provides less deviation for cylindricity. Ghasemi et al. [94]
reported that higher temperatures occurred during drilling
cause higher thermal stresses and cylindricity is directly affected by the thermal loads. In cryogenic conditions, liquid
nitrogen would carry away heat during the drilling process,
and less thermal damage occurs on the hole surface [96].
In drilling, perpendicularity is the deviation of the hole axis
from the ideal cylinder axis with respect to the specified reference point. This geometrical defect reduces the load-bearing
capacity of bolted joints causing stress concentration around
hole edges [97, 98]. The results show perpendicularity increases depending on an increase in feed rate and spindle
speed, but the influence of the feed rate is more dominant.
This was also reported in past studies which indicated that
perpendicularity is reduced when drilling at higher spindle
speeds and lower feed rates [97, 99–101]. The increase in
perpendicularity depending on the cutting parameters can be
explained by the same phenomenon in cylindricity, namely,
tool vibration. On the other hand, it is seen that the cryogenic
condition has hardly any effect on the perpendicularity. It is
concluded from the results that cutting temperature is not effective on perpendicularity contrary to other geometrical defects. This agrees with the previous study which found that
machining coolants did not have an impact on the hole perpendicularity; instead, it was the size and type of cutting tool
used which influenced perpendicularity [102]. The minimum
perpendicularity is 0.0853 mm obtained at moderate n of
5000 rpm with fr of 300 mm/min under cryogenic condition.
The ANOVA results and Pareto charts given in Table 3 and
Fig. 5 show that the coolant was the most significant factor
affecting the cylindricity of the hole with 60.71%, while both
cutting parameters had a minor impact and somewhat equal.
For perpendicularity, it appears that the ANOVA is unable to
determine the effect of the input parameters. However, conclusions can be made from analysing Fig. 6. In addition, it was
observed that the average perpendicularity of holes under
cryogenic cooling was slightly lower than their counterparts
under dry condition. It is worth noting that the hole perpendicularity data was inconsistent (i.e. poor repeatability), this
would imply that additional factors that were not evaluated in
the current study could have had an influence on hole perpendicularity [5]. For example, the hole position in the workpiece
and the clamping setup, such factors will be investigated in a
future study.
Previous study by Wang et al. [80] reported that optimum
hole quality for composites is highly dependent on the temperatures at the cutting zone. Their study showed that maintaining the drilling temperature between the upper limit for

brittle deformation and the lowest limit of the glass transition
zone temperature causes the interlaminar fracture toughness,
anti-deformation capacity and interfacial shear strength of the
composite to increase, thereby reducing the likelihood of drilling damage. The formation of higher temperatures during
drilling process leads to undesirable thermal damage to the
machined holes due to the thermal instability of resin matrix
composites [80]. The interfacial shear strength is influenced
by the increase in drilling temperatures such that when temperature in the cutting zone exceeds that of the resin glass
transition temperature, the interfacial shear strength is reduced
which have an unfavourable effect on the machining process
[80]. Under cryogenic conditions, it can be safely assumed
that the drilling temperature at the cutting zone is unlikely to
reach the resin glass transition temperature. On the contrary,
the low cryogenic temperature of liquid nitrogen might promote increased interfacial shear strength and, therefore, might
lead to the reduction in certain hole geometrical tolerances
apart from the hole size due to brittle deformation. It is also
known that the fracture toughness has direct impact on the exit
delamination when drilling composites [80, 103]. Indeed, increase the fracture toughness can improve the critical thrust
force and reduce the probability of delamination [103]. It was
previously reported that the fracture toughness of a composite
increases exponentially with temperature. However, unrecovered deformation occurs in the glass transition temperature
range which negatively influences drilling quality and leads
to more defect on the borehole surfaces [80]. This in return
might explain the somewhat higher circularity, perpendicularity and cylindricity found in holes drilled under dry drilling
conditions compared to those drilled under cryogenic
conditions.
Figure 7 shows SEM images of inner borehole wall condition. It was observed that the damages and distortions in the
hole walls were influenced by the angle at which the cutting
edge of the tool is cutting the fibres. The fibres were subjected
to alternating torsion and compression prior shearing by the
cutting edges. This in return would produce an elliptical hole
where the minor axis of the ellipse is in the same direction of
the fibres [51]. In addition, better surface finish was achieved
when using cryogenic cooling which might have influenced
the hole geometrical tolerances [55]. Evidence from SEM inspection indicates that under dry drilling condition, the defects
in the borehole walls are mainly characterised by the normal
mechanical properties and fracture mechanisms of the carbon
fibres themselves [70], while the damaging effect of the drilling process onto the hole walls is somewhat reduced under
cryogenic cooling. It is important to note that under dry drilling condition, debris in the form of broken glass fibre are
strongly present onto the hole walls, which supports the fact
that powdery glass fibre chips tend to stick onto the cutting
tool surface and the hole walls due to temperature rise at the
cutting zone. With regard to the overall hole surface quality,
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Fig. 7 SEM images of holes inner
surfaces at 3000 rpm and 500
mm/min under a dry b cryogenic

holes drilled using cryogenic cooling were found to have
smoother surfaces than holes drilled under dry conditions
using same cutting parameters [55].
Figure 8 shows the morphologies of the hole walls drilled
under dry and cryogenic conditions. It was observed that both
drilling conditions exhibit similar damage features [55].
Enlargement of the severely damaged areas in the inspected
holes indicates that the defects were mainly surface cavities
and fibre pull-outs. Fibre bending was more common in holes
drilled under dry conditions as shown in Fig. 8 a and c. The
fibres which were cut by the cutting tool but remained intact
with in the matrix appeared to be severely distorted, deformed
and bent; the fibres were irregularly scattered and pointing out
in different direction as shown in Fig. 8a. This observation
reflects that there was fierce frictional behaviour between the
drill, the chip and the cut hole surface during the drilling
operation [70], while the fibres found in holes drilled under
cryogenic conditions appeared to be less damage and more
uniform. It was observed that matrix loss was more severe in
holes drilled under dry conditions due to thermal degradation
of the epoxy matrix at high cutting temperatures, while under
cryogenic conditions, the most noticeable form of damage
was characterised by fibre pull outs as it can be seen in Fig.
8 b and d. The extremely low temperatures induced by the
cryogenic cooling during the drilling process appear to limit
damages in fibre/matrix due to thermal degradation and high
temperatures. It was also observed that under dry conditions,
the fibre/matrix tended to stretch and overlap which could be
due to rise in drilling temperatures and difference in the thermal conductivities of the fibres/matrix in different directions.
This in return would explain the smaller hole size found in
holes drilled under dry conditions. Moreover, the uncut fibres
protruding outwards lack any form of support from the resin.
Those extended fibres can easily break and separate from the
hole surface and suppressed into the interlayers during the

subsequent drilling operation as it can be seen from Fig. 8 c
and d.
Figure 9 shows the conditions of the cutting tools after the
drilling tests. As seen from the images, minimal tool wear was
formed in all the tools used in the drilling tests. Also, it can be

Fig. 8 Morphologies of the hole walls drilled under a cryogenic bath at
3000 rpm and 700 mm/min b cryogenic bath at 5000 rpm and 500 mm/
min c dry condition at 5000 rpm and 700 mm/min d dry condition at
7000 rpm and 700 mm/min
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seen that glass fibre dust powder scattered all over the drills.
Figure 8 a and b shows that very limited signs of tool wear on
the chisel edge and the cutting edges formed for both dry and
cryogenic tests. This is mainly due to the high hardness of the
carbide drills and TiAlN coating providing better resistance
against abrasion. Moreover, absence of any significant tool
wear could be due to the limited number of holes drilled using
each tool. In addition, due the abrasive nature of glass fibres, it
appears that excessive wear will form faster at the outer corners of the drills as shown in Fig. 8 a and b. However, this
claim must be confirmed by drilling additional holes, which
will be carried out in a future study. No chipping was found on
the cutting lips of the tools as shown in Fig. 8 c and d which
means that the cutting parameters used in the study do not
promote high thermal instability that could deteriorate the
coating on the tool. Therefore, it is a conclusion on whether
cryogenic cooling can prolong tool life cannot be concluded
from this study, and further testing is required to investigate its
impact on tool wear compared to dry drilling.

&

4 Conclusion

&

The current study investigated the effect of drilling holes in
S2/FM94 glass fibre composite in a cryogenic bath of liquid
nitrogen. The study aims to evaluate the effect of cryogenic
cooling and cutting parameters (spindle speed and feed rate)
on the hole and dimensional tolerances. The results from cryogenic drilling tests are compared against results from dry drilling tests conducted under the same cutting parameters and
using the same cutting tools. The following can be concluded:

Fig. 9 Post machining tool
condition under a and c dry b and
d cryogenic conditions

&

&

&

Oversized holes were produced in all holes at top and
bottom locations under cryogenic conditions regardless
of the cutting parameters used. ANOVA analysis showed
that the coolant had the most significant contribution on
hole size (65–80%) followed by a minor contribution by
the feed rate.
The deviation of hole size from the nominal hole diameter
was greater when using cryogenic bath at top and bottom;
this indicates that cryogenic bath might not be suitable for
drilling S2 glass fibre composites. The deviation was
greater than 20 μm which exceeds recommendation for
hole size in aeronautical structures.
Hole circularity found under cryogenic bath was always
less than their counterparts under the dry condition at top
and bottom locations. It was also found that in general,
hole circularity at the bottom was greater than at top under
dry conditions especially at higher cutting parameters,
while for cryogenic tests, hole circularity at top and bottom were relatively similar which indicates that cryogenic
bath is effective in minimising hole circularity, especially
at high cutting parameters.
Hole circularity at the top was influenced by the feed rate
and cooling, while at the bottom, the coolant showed the
highest influence with 40% followed by the spindle speed
and feed rate, respectively.
Hole cylindricity was significantly reduced under cryogenic conditions and was not highly affected by the increase in the feed rate similar to what was observed in dry
drilling tests. ANOVA results showed that cryogenic
cooling was the major factor affecting cylindricity with
60%.
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&

&

Hole perpendicularity in dry and cryogenic tests was similar; the use of cryogenic cooling did not seem to have any
impact. However, it was observed that in general, the average perpendicularity in cryogenic tests was slightly lower than their counterparts in dry tests.
Considering that producing holes with eliminated/reduced
circularity, cylindricity and perpendicularity, cryogenically assisted drilling of S2 glass fibre composite can be a
preferred approach for aerospace applications.
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