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Abstract

Electrosurgical vessel sealing devices have been demonstrated to reduce patient
blood loss and operative time during surgery. Whilst the benefits of such devices
are widely reported there is still a large variation in the quality of the seal produced,
with factors such as vessel size known to effect seal quality. The study aimed to
investigate parameters affecting device performance and improve the seal quality.

The burst pressure test was used to assess the seal quality and tissue adhesion was
measured umg a peel test. Additionally histology techniques were used to quantify
vessel morphology and found that with an increase in elastin content there was a
reduction in seal quality. A number of device modifications were made, testing a
selection of norstick coatings and surface features of the shims. No coating
reduced the level of tissue adhesion to the device, but results found that with a
greater level of adhesion there was a reduction in seal quality. Considering the
different surface features one desiga combination of longitudinal and transverse
grooves, resulted in a seal failure rate of 0.0%, a significant improvement in device
performance.
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FEBIio investigating the meahical aspects of vessel sealing and the second a
multiphysics model to investigate the thermal aspects of vessel sealing. Results
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surface features effecting the stress distritmrt within the vessel wall and the heat
distribution.

Additionally DIC was used to capture the vessel sealing process, with results
showing each seal was produced in a different way with different levels of tissue
contraction. Research conducted demonsedt a number of significant
relationships between seal quality and vessel properties, but did not find an
explanation for all variation occurring.
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1 Introduction
1.1 Introduction

The use of cautery to achieve haemostasis dates as far back as prehistoric times,
where hot stones were used to achieve haestasis. Gnductive heating of tissue
becane a wellused medical tool as earlyt'eda A EG K OSylGdzNE ./ & LY
advances were made using electricity in medicine, with Bovie, largely credited with
being the father of electrosurgical devicesnstructing a diathermy unit which was

first used in Boston in 1926. This unit produced high frequency current delivered by
a cutting loop, used for cutting, coagulation and desiccation, and was used by
surgeons on previously inoperable patients. Over tlegtrcentury the technology
surrounding electrosurgery made huge advasmicend as such the technology
developed into an essential tool for surgeons for a number of different surgical
proceduregMassarwetet al., 2008.

As the use of electrosurgical devices in surgery expanded so did the range of
devices that became available to the surgeon, éxample the elecbsurgical
morcellator was developed for removing the uterus, argon plasma coagulators
were developed for controlling bleeding in the gastrointestinal tract, and cutting
loops were developed for tumour removal. The focus of thiigdy was on
electrosurgial vessel sealing devices, with these devices designed to stop bleeding
and achieve haemostasis. Electrosurgical vessel sealing devices have been produced
in many different designs, with the different devices being used for both
laparoscopic and open sungeprocedures. Such devices are used for a number of
surgical procedures including haemorrhoidectomy (haemorrhoid surgery),
pulmonary resection (removal of all or part of a lung), gastric resection (removal of
all or part of the stomach) and hysterectonmgrfioval of the uterus). The devices
were designed to replace the more traditional methods of achieving haemostasis
such as staples and sutur@dassarwelet al., 2009.

Electrosurgical vessel sealing devices work by passing a high frequency alternating

current (within the radio frequency range, 3kHz 300GHz)through the tissue,
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causing the temperature of thetissue to rise (Massarweh et al, 2006.
Subsequently this causes the collagen within the blood vessetavaéinature, and
through the application of pressure the seal is form@desthuset al., 2003. This
method has many advantages over more conventional methodsaabfieving
haemostasis includingaot leaving foreign bodies in the patient, a reduction in
patient blood loss, and a reduction in operative tinf¢gan Kesteren, 2005
Although the benefits of such devices are widely reported, there is still a significant
variation in the quality of the seals produced and anomgistency in the

performance of the devices.
1.2 Preliminary Study

Prior to the commencement of this research a preliminary study was carried out as
part of an undergraduate research project at Cardiff Universityestigation into

the factors affecting thejuality of blood vessel seals produced using radiofrequency
energy, Rosie Richards, 2010he study investigated the effect of various
parameters on the seal quality, including force, seal width and blood vessel
diameter. The quality of the seal was assed using an industry standard burst
pressure testThe study found no correlation between the variablested and the

seal quality, and found that the most influential factor in regards to seal quality was
the vessel morphology, with this parameter beimyestigated in terms of the
position along the vessel. Furthermore the study investigated the behaviour of the
porcine carotid artery, using uniaxial tensile tests to determine the material
parameters for an Ogden model, with this data being used to rhoassel
behaviour in a finite element model (FEM).

The FEM produced as part of the study modelled vessel compression and inflation
in FEBIo, but was a model that required significant work to improve the accuracy
and simulation of compression, sealing anflation for an electrosurgical seal. The
model did not account for residual stresses, or achieve complete lumen occlusion.
Although the model did model the inflation test following an electrosurgical seal,
the model did not remove the shims, and thersfowas of limited use. However

the FEM produced as part of the study did demonstrate how such a model would
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be of great use in investigating electrosurgical vessel sealing, and the author
suggested that a future aim of work regarding vessel sgaimuldbe to develop

an FEMwith improved accuracy.

Furthermore the study also investigated the failure of the seal, with failure
occurring at or close to the centre of the seal. The failures appeared to originate at
I aYlftf WLAYQ K2t Stthe oatsé of th& Bn hblexin&n#esting: G | G S
in the seal remains unknown. The study provided a valuable insight into
electrosurgical vessel sealing and presented previously unreported information
further advancing the knowledge surrounding the surgical tealmicplthough this
study did improve the understanding of electrosurgical vessel sealing, there is still a
large amount of research required to fully understand the process and improve the
technology. The studgonducted by Richards provided ancekitent sarting point

for the researchconducted as part of this projeaind also in developing the aims of

the project.
1.3 Aims of the Study

Existing researchvithin the literature has suggested that vessel parameters, such
as size, device parameters, such as a&pfibn force, and environmental factors all
affect the seal quality. Whilst significant research has been conducted to improve
understanding as to how various parameters affect the seal quality, there is still a
lack of understanding as to why these paraers affect the seal quality and what

can be done to improve device design. It is this lack of understanding and
knowledge surrounding the vessel sealing process that provided the motivation for
this study.The main focus of this study was to improve thedarstanding of the
changes that occur during the vessel sealing process and to improve the seal quality
produced by an electrosurgical vessel sealing device. The study aimed to investigate
the effect of vessel properties and device properties on the etstirgical sealing
process through the assessment of seal quality. The study aimed to understand why
the various parameteraffectedthe seal quality and the changes occurring during
the sealing process through the use of more advanced experimental tagtsand

FEM.
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1.3.1 Objectives of the Study
In order to achieve the thesis aims a number of study objectives were determined:

1. Experimentally examine the effect of vessel size and morphology on
electrosurgical vessel seal quality

2. Develop and design modificatie to the existing device and experimentally
assess the performance.

3. Use digital image correlation (DIC) to investigate the changes occurring
during the sealing process and to understand why the various parameters
affect the seal quality.

4. Develop an FEM tmodel the compression of the blood vessel, and use the
FEM as a tool to assess device modifications and investigate the effect of
vessel morphology on vessel compression.

5. Develop an FEM to model the electrical and thermal performance of the

sealing procss and use the FEM as a tool to assess device modifications.
1.4 Novelty Statement

The research presented in this study provided a number of novel techniques and
findings in the area of electrosurgical vessel sealing. These novel aspects of the
research arsummarised below;

1 The relationship of the vessel morphology and vessel outer diameter with
the quality of the seal was explored, considering how this relationship
changed along the length of the vessthere werea nunber of significant
correlations:with increasing outer diameter there was a reduction in seal
guality, and with an increase in elastin content there was a reduction in seal
guality. Progressing along the length of the vessel there was a reduction in
vessel size and elastin content leading @a increase in seal quality.
Furthermore there was a relationship between elastin content and vessel
diameter making it difficult to attribute the effect on seal quality to one

parameter alone.
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A peel test method was presented for quantifying the levehdhesion of

the blood vessel to the surface of the shims. This was the first time the
adhesion of the blood vessel had been quantified.

A number of norstick coatings were assessed to try to reduce the level of
adhesion. Although none of the coatings tex$ provided an improvement
when compared to the prexisting shim design, this was the firgported
study to compare a number of different coatings and quantify their
adhesion level.

A number of new shim designs were created, with varying groove
characeristics on the surface to assess the effect of shim design on both the
level of adhesion and the quality of the seal. No study has previously
conducted such an extensive test on the surface structure of the shims,
quantifying both the level of adhesiomd also the effect on seal quality.
The results from this assessment demonstrated that one of the shim
structures testedsignificantlyimproved the quality of the seal and the
performance of the device.

DIC was used to capture the sealing process; ths tva first time to the

I dzi K2NQRa (1y26ftSR3IS GKIFG dKAA GSadAay3
from this study provided vital information as to the changes that occur in
the tissue during the surgical procedure, and abowedthat there were
changesn the way the device performed during the process.

The vessel compression model was used to compare the performance of
multiple shims; again this was the first time that such an extensive study
comparing five different shim designs and exploring the effet
morphology had been conducted. Furthermore this was the first time the
adhesion part of the vessel sealing process had been modelled.

The multiphysics model was used to compare the performance of multiple
shims; again this was the first time suchexttensive study comparing seven
shim designs had been conducted. The results from this analysis were used
in conjunction with the experimental data arsthowedthat the ided vessel

sealing device had a low temperature at the surface of the shims whilst sti
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creating a high tissue temperature, with these properties being indicative of

the shims creating a good heat distribution.
1.5 Published Outcomes

1 Wyatt H, Richards R, Evans S, Pullin R, Blain E, Yang J, Relationship of tissue
composition on arterial adhé&sn strength, European Society for
Biomaterials, Dublin, 4 9 September, 2011

1 Wyatt H, Richards R, Evans S, Pullin R, Blain E, Yang J, The effect of arterial
tissue properties on adhesion strength™ 4nternational Conference on
Mechanics of Biomaterialnd Tissues, Hawaii, 14 December, 2011

T Wyatt H, Pullin R, Yang J, Vivien L, Le Gall M, Evans S, Comparison of
Electrosurgical Vessel Sealing Devices Using Digital Image Correldtion, 9
International Conference on Advances in Experimental Mechaniés, 3
September, 2013

1 Wyatt H, Richards R, Pullin R, Yang J, Blain E, Evans S, Variation in
electrosurgical vessel seal quality along the length of a porcine carotid
artery, planned to submit to Cardiovascular Engineering and Technology

1 Wyatt H, Pullin R, Yadg Evans S, Using Digital Image Correlation to capture
the electrosurgical vessel sealing process, planned to submit to Strain

1 Wyatt H, Pullin R, Yang J, Evans S, A finite element model simulating vessel
compression and adhesion for an electrosurgical,sglanned to submit to

Computer Methods in Biomechanics and Biomedical Engineering.
1.6 Thesis Structure

Chapter 2 provides an overview of existing literature, reviewing sealing techniques,
the current knowledge relating to electrosurgical vessel sealiegcgs and the
relevant investigation technique§.able1-1 shows the thesis summary for d@he
experimental and modelling work conducted, Chapters@ Finally the thesis will
include a general discussion, overall conclusiot future work, chapters 7, 8 and 9

respectively.
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Tablel-1 Thesis Summary

Chapter Objective of Chapter
Chapter 3 w 9FFSOG 2F ©@SaaSt LINRLIS
Assessment of Seal | w tailS of the device modifications
Quality and Adhesion |w ! aaSaayYSyd 2F (GKS S¥FS
quality
w 5SGlIAfa 2F NBtSGryid GS
Chapter 4 w 5SUGlIAf&a 2F 5L/ YSGK2R2

Analysis of Shim

Performance using

w Ly @iéhioll theddhanges that occur to the tiss

during the vessel sealing process

Digital Image w Lyg@gSaidAiaalridrzy Ayldz K2;g
Correlation variation in vessel properties affect the seal quality.
Chapter 5 w t NP RdzOSte anyAR Mdikl fusing IFEBio to
FE Modelling of Vesse| used as a tool in assessing the performance of diffe
Compression shim designs.

Chapter 6 w tNRPRdzOS FyR @FtARFGS

Multiphysics Modelling

of Vessel Sealing

AutoDesk Mulitphysics Simulation to be usedaa®ol in

assessing the performance of different shim designs.
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2 Literature Review

2.1 ChapterOverview

Thissection will detail the relevant literature for this thesis including the function of
arteries and their mechanical behaviour. Additionally therture review will
discuss different methods of vessel sealing available including the more traditional
method of sutures. The principles of electrosurgical devices will be outlined and the
current knowledge on the process of electrosurgical vessel gpdistussed. Finally
the different factors that can affect the quality of an electrosurgical seal will be
explored and different test methods used throughout existing waovkl be
examined, including the use of finite element modelling and digital image

correlation.

2.2 Artery Structure and Function

Blood vessels are part of the circulatory system, which mediates the continuous
movement of all bodily fluids, with the arterial system transporting oxygen and
nutrients to the tissue and the venous system retmgnihe blood to the heart. The
blood vessels of the arterial system can be broadly splib ithiree categories:
elastic arteries, muscular arteries and arterioles. Elastic arteries include the carotid
artery and are typically larger in diameter and closerthe heart compared to
muscular arteriegHeathet al., 2000) Eab type of vessel has a significant variation

in vessel morphology, with elastic vessels having a higher amount of elastin
compared to muscular vessels. The change in morphology is a gradual change and
therefore varies along the length of the vessel, foamyple, the proximal end of a
carotid artery contains significantly more elastin than the distal end, with little
variation in collageriGarcieet al.,, 2011J).

Arteries are made up of three layers; the tunica intirttee tunica media and the
tunica adventitia(Figure2-1). The tunica advditia is the outermost layer of the
blood vessel and is surrounded by loose connective tissue; it is primarily made up o
thick bundles of collagen fibs arranged in helical structures. The tunica raedi

the middle layer; it is separated from the tunica adtiga and tunica intima by the
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external and internal lamina respectively. The tunica media is composed of smooth
muscle cells, a network of elastic and collagen fibrils and elastic laminae which
separatethe media into a number of fite reinforced layersThe tunica intima is the
innemost layer of an artery. It consists of a single layer of enel@l cells that rest

on a thik basal membrane and subendothelial layer. The thickness of the layers
varies depending on the location of the vessel within the b@dglzapfelet al.,

2002 Holzapfelet a., 2000.

Composite reinforced by
collagen fibers arranged
in helical structures

Helically arranged fiber- >
reinforced medial layers

Bundles of collagen fibrils
External elastic lamina
Elastic lamina

Elastic fibrils

Collagen fibrils

Smooth muscle cell
Internal elastic lamina

Endothelial cell

Figure2-1 The structure of the healthy elastic artery wall, figure reproduced from Holzapfel (2000).

The relative thickness of each layer is indicatddlzapfelet al., 2000

2.3 Mechanical Characteristics of Blood Vessels

Arteries are thick walled cylindrical tubes, which consfsthoee concentric layers.
Each layer has specific histological features and mechanical properties, although all
layers have a common geraércomposition. The elastin fiegs of each layer are
arranged inan irregular matrix and display isotropibehaviout however the
collagen fibre have a highly ordered arrangement, which displapisotropic
behaviour The overall response of arteries is highly anisotropic and-limesr,
however for deformations occurring in vivo within the physiological range the

behaviour is not vastly different to that of an isotropic materig¢izsacker, 1998
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This causes an overall anisotropic response of arterfeslzapfelet al., 2004,
Gasseret al., 2002) When considering the functienof the three arterial layers
each have different mechanical properties. The tunica intima makes limited or no
contribution to the mechanical properties; although with increasing age the tunica
intima can thicken and stiffen resulting in a greater conttibn to the mechanical
properties. The tunica media plays the most significant role in determining the
mechanical properties with the tunica adventitia becoming emomportant at
higher pressuréHolzapfelet al., 2002 Holzapfelet al., 2000

In the tunica media the orientation and close interconnection between the elastic
and collagen fibrils, elastilaminae and smooth muscle cells form a continuous
fibrous helix. The small pitch of the helix results in the fibrils being almost
circumfaentially orientated. This fibrearrangement results in the media having
high strength and the ability to resist lds in both the longitudinal and
circumferential directior(Holzapfelet al., 2002 Holzapfelet al., 2000).

In the tunica adventitia the wavy collagen fibrils are arranged in helical structures
and serve to reinforce the vessel wall. The tunica adventitia is less stiff in the load
free state and at low pressures compared to the tunica media layer. gttehi
pressures the tunica adventitia becomes stiff, preventing over stretch and rupture
of the vessel. This is due to the straighing out of the collagen fibseHolzapfelet

al., 2002 Holzapfelet al., 2000.

2.3.1 StressStrain Curves

Healthy arteries are highly deformable composite structures and show dimear
stress strain response with typicalifeening at higher pressures, with a typical
stressstrain curve shown ifrigure2-2. The arterialvall expands during the systolic
phase to accommodate an increase in blood volume, with the elastic lamellae
dilating. The elastitamellae are thought to dilate first due to their relativdbwer
stiffness when compared witbollagen. In order to maintain the vessel wall shape
as strain increases the collagen starts engaging, with the straightening of the wavy
collagen fibrils causg the stiffening of the arterial wall. This results in the
anisotropic mechanicddehaviourof arteries. Loading the arterial wall beyond the

physiological range often occurs during medical procedures and leads to a very
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different response in terms of thmechanical propertieswith the vessel typically
becoming stiffer this could in part be due to damage to the vesgelslzapfekt al.,

2000, Holzapfedt al., 2002, Danpiniét al., 2010)

—— Material stress-strain response

= Engineering response o 111

STRESS

Elastic  Inelastic

logical loading

Range of physio-

STRAIN
Strain remaining after
plastic deformation

Figure2-2 Schematic diagram of typical uniaxial strei®in curves for circumferential arterial strips
(from the media) in a passive condition: cyclic loading and unloading lead to-eopdiioned
material which behaves @rfectly) elastically or viscoelasticalty point I. Loading beyond the
viscoelastic domain up to point Il leads to inelastic deformations. Additional loading and unloading
cycles display stress softening until point Il is redcfigen the material exhits (perfectly) elastic

or viscoelastic response. The thick solid line indicated the (approximate) engineering response of the

material. Taken fromHolzapfelet al., 2002 Holzapfelket al., 2000Q.

2.3.2 Residual Strains and Stresses

When a ring segment is cut from an artery and a radial cut is made in the ring, the
segment uncoils, demonstrating the existenof circumferential residual strains

and stressesHigure2-3). To characterize the residual stresses the opening angle
(OA) Figure2-3) iscommonlyused(Rache\et al., 2003, Tairet al., 2011) although

this method provides an estimation of the residual streq&zdelet al., 2013.

A typical thickness to radius ratio for the porcine carotid artery is in the range 2.5 to
3, dassifying the vessel as a thick walled cylinder. As such the Laplace equations are
no longer valid when calculating the hoop stress and the Lamé equations must be
used. When considering a thick walled cylinder the stresses vary significantly
between the nner and outer wall and the shear stress can no longer be ignored as

with thin walled cylinders.
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PO

@ (b)

Figure 2-3 Schematic showing the loaftee and stress free configurations of aterial ring

segment. § Shows the load free configuration, the cross section is considered to be dazirtuy in
this state. b) Shows the zerestress state of an arterial ring segment once the radial cutlesen
made, with the residual stresses characterized by OA (Opening Angle}. tBe outer vessel

diameter, kis the inner vessel diameter and t is the vessel thickness.

LY Mdpyo Cdzyad LINRPLIZASR WiKS LINAYOALX S 27
that residual strains homogerasthe circumferential stress distribution, ensuring

the optimal performance of an artery as a load bearing thick walled stru¢kurg,
1983). A further study found that the residual strains decreased the magnitude of
the stretch ratio at the inner vessel surface and i@l it at the outer surface
(Chuonget al.,, 1986) In 2003 Rachev and Greenwald performed additionalyais

on data collected by Fung and Chuong (1986), and discovered that residual strains
increase the wall tension and mean circumferential stress. Findings agreed with the
original principle proposed by Fung in that the circumferential stress distribution
was homogenized, and expanded upon it further stating that the residual strains do
not have a beneficial effect on the arterial function as far as blood flow was
concerned due to the residual stressésading to a lowshear stress at the vessel
wall. Ths low shear stresgncourages intimal hyperplasia (thickening of the tunica
intima) which is not considered beneficial to the biomechanics of a blood vessel

(Racheet al., 2003)

12| Page



Chapter ZI 2014

2.4 Vessel Sealing Techniques

There are a variety of techniques thatnche used to seal blood vessels and achieve
haemostasis. The use of different techniques during surgery can affect the
procedure time, recovery time, blood loss and patient p@ievyet al, 2003 Leeet

al., 2003 Petrakiset al., 2009. Such techniques are also characterised by the burst
pressure following sding. The greater the burst pressure the greater the quality of
the seal with a burst pressure of around 300mmHg being accep{&bésthuset

al., 2003. A number of modalities are summarised below;

2.4.1 Sutures

There are a wide variety of suturing techniqudsjt the underlying pinciple
involvessealing the blood vessels using a thread liked material, and threading it
through the vessel and knotting it to achieve haemostésimgleret al., 2006) This
techniqgue can be seen iRigure 2-4. A disadvantage of this technique is the
WF A RRE A Y Saigu@ ArRaliernatikeSmetindl @do-clipsalthough these are
prone to slipping off the vesséKlingleret al.,, 2006). An endaoclip is a metallic clip

used to achieve haemostasis and is similar in structure to a cable tie.

Figure2-4 Suturing during a laparoscopic procedul@age taker(Klingler et al., 2006

2.4.2 Clpping / staples

Clipping or staples use a mechanical applicator to apply a clip or a staple to achieve
haemostasis as seen kgure2-5. There are a variety of surgical clips and staples
available in a range of different sizéhe main advantage of such devices is the

simplicity of use, with the disadvantages of clips including the clips slipping off, and
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the reloading time of the applicator. The advantages and disadvantages can be
dependent upon the system used. Klinggral (2006) reported titanium clips have

a tendency to slip whereas the séiicking, polymer ligation system (HeoAock

clips) have a selbcking mechanism when applied correctly reducing the tendency
to slip off. An additional advantage of clips is the abito seal larger vessels
compared with other modalitie&lingleret al., 2008.

Staple systems require a large access port (12mm) due to the bulkiness of the
stapler. Additionally typically more than one staple is required to achieve adequate
haemostasis. Surgeons also require training to use systems as the main reason for

malfunction is imppropriate use of the equipmengKlingleret al., 2009

(a) (b)

Figure2-5 Use of clips to achievhaemostasis during laparoscogurgery@a) showing application of
polymer ligation clips with the hoelike locking system clips ar{d) showing polymer ligation clips

in position.(Klingleret al., 200§

2.4.3 UltrasonicCoagulation

Ultrasoundcoagulationis rdatively new technology in comparison to some of the

other modalities. Coagulation is achieved through the generation of frictional
energy, which is transferred to the tissue as mechanical energy and heat. This
results in the raising of the endothelial eland the unveiling of the basal
membrane, in additiorio heating the blood Each of these effects results in making
coagulationeasier to achieve(Foschiet al., 2009 There was alsevidence that a
OSNIFAY |Y2dzyld 2F WYAEAY3IQ (G221 LXIOS Rdz
One ssuewith the use of ltrasound technology is the frequency and vibrating

range. The settingtypically used(Foschiet al., 2009 wasa frequency of 55.5 KHz

and a vibrating range of 80 microns. When the frequency of the scalpel is®set to

high the recrosis of the wall is complete bittbecomes imposble to anchor the
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necrotic tissuedbecause the method relies on the collagen retaining its fibrillar form,
and the necrosis is too severe for this to be achieved. This results in the vessel being
cut but not coagulated. One of the benefit$ asing ultrasound is that the
technology can achieve a burst pressure of between 350 and 2200n{iradghiet

al., 2003 .

2.4.4 Radiofrequency Devices

Radiofrequency (RF) devices consisttwad main parts; the generatorand the
deviceFigure2-6. The method work®y passing a high frequency electrical current
through the tissue, with the voltagesupplied by the generator and the current
being delivered to the tissue through an electrod2ue to the resistance of the
tissue, the tissue heats up causing a changesgue structure. With an appropriate
electrade, such as that seen Figure2-6, this system can be used to effectively seal
blood vessels, with benefits including leaving no foreign bodies in the patient,
saving time and moneyand reduced blood loss. Although RF devices have their
benefits, a major disadvantage is their ability to seal large vessels and the variation
in the strength of the seal that is achievédBresthuset al.,, 2003 Massarwelet al.,
2006 Both waveform characteristics and device characteristics affect seal quality,

with the effect of these characteristics dissed in section 2.7.

(a) (b)

Figure2-6 The components of an RF vessel sealing system, shéajitig sysem generator, andb)

the Gyrus Open Forcepisnages reproduced with permission (Gyrus)

Each modality has its own benefits and limitations as summarisethle 2-1.
Further literature throughout this report will focus on rafliequency devices, with

this technology being the main subject of this thesis.
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Table2-1 A summary of the different modalities of vessel sealing. All burst pressure data taken from
Harold (2003and (Milsom et al., 2012, with the remaining information taken from van Kesteren
(2005), Klingler (2006)and Pons (2009)

Modality Burst Pressure Benefits Limitations
oD BP
(mmHgQ)
RF¢ bipolar| 2-3mm | 822.6 Shorter 1 Equipment can bg
devices operative time expensive
burst Overall lower| § Still a need for
pressure | 4-5mm | 740.9 operative cost conventional methods
data  for Reduced { Limitations in the siz¢
LigaSure atient  blood of vessel capable ¢
device 6-7mm ) 788.9 I%ss being sealed. i
Reduced post| 1 Thermd damage to
operative pain vessels
Clipping /| 2-3mm | 737 Major vesselg 1 Clipping can require
stapling such as the the use to numerous
(data renal vein or clips due to slippage
displayed | 4-5mm | 584 artery can bel | Staples can require
for plastic sealed safely large entry port
clips) 7 767 V_ariety of.clip 1 Foreign podies are le
sizes availablg in the patient
depending on  Reloading the
vessel size instrument
Sutures No data was found Variety of| T Can require specialis
techniques training
available to suit 1 Need to sacrifice larg
skills and amounts of healthy
requirements tissue
of surgeon M Slow
Ultrasound | 2- 5445 Shorter 1 Possible problems wit
/" harmonic| 3mm operative time operating conditiong
scalpel Overall lower due to high frequency
4- 950.8 operative cost of device
5mm Reduced 1 Still a need fol
patient blood conventional methods
6- 4365 loss T Limited to vessel
7mm Reduced post under 4mm in
operative pain diameter.
9 Low burst pressure
1 High capita
equipment cost

16| Page



Chapter 2| 2014

2.5 Basics of Electrosurgery Technology

As mentioned previously, electrosurgery works by passing a- Higlguency
alternating current through the tissue; this generates heat and a rise in
temperature of the tissue. It was found by Morton in 1881 that passimgfeCat a
frequency of 100kHz through the human body would not result in pain, spasm, or
burns to the patient(Massarwehet al, 200§. When the frequency of AC is
relatively low the RF energy incites depolarization of the nerves and muscles and
creates action potentials that result in muscle pain and spasm, this is known as the
Faradic effect. However when highfrequency AC is applied, the pulse durations
are too short for the cells to respond, and therefore there is no pain or muscle
spasm(Munro, 2012) There are two main types of electrosurgery; monopolar and
bipolar, with the differences between the two sgms being summared in Table

2-2.

Table 2-2 Summary of monopolar and bipolar technology (referencéalleylab Website,
(Massarwetet al.,, 2006 Farrugieet al., 200)

Monopolar Bipolar

Technological

Differences

= »
=91

The electrode is both th
active and return, meanin
current only passes betwee
the two surfaces of thg
electrode and no return pad
needed.

The active electrode delivers th
current to the treatment site. A
return pad typically placed o
the upper leg completes th
circuit.

Advantages wSimple inconstructionandlow | wReduced thermal spread
cost devices wReduced risk of burns to th
wGood haemostasis patient

w Can coagulate tissue surfa( wlLess chance of unintende
(fulguration), not available fo| dispersal of the current
bipolar devices

Disadvantages| w 5 I+ gf Buns to the patient wComplex device design bo
due to the return pad electrically and mechanically
w 9f SOGNAR OF £ | wMore expensive device
through the rest of the body tg
complete the circuit
wLarge thermal margin
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Equipment for eleabsurgery consists of a generator and electrode as shown in
Figure2-6 (pagel5). The generator controls the output waveform and thus controls
the tissue effects. The tissue effect is directly relatedthe temperature used
during the surgery, as shown irable 23 the exact values vary greatly throughout
the literature, but what can be widely agreed is that ahigher temperature the
tissue effects are greater with cells being vaporized (cuttingll ah a lower
temperature the tissue effects are less extensive with tissue being desiccated
(coagulation).This tissueeffect can partly be controlled by the generator output
(Farrugiaet al., 2001 Massarwehet al., 2009. Figure2-7 shows an example of the

different output waveforms of a generator.

=]
1

PURE CUT BLEND 1 BLEND 2 BLEND 3 COAG

Figure 2-7 Non-modulated (cutting), blended and modulated (coagulation) current waveforms for

conventional electrosurgery. Taken frqfarrugiaet al., 200)).

The cut waveform shaen in Figure2-7 is a ron-modulated current and results in a
high tissue temperaturgaporisingthe tissue. In contrast the coagulation waveform
shown is a modulated waveform, where bursts of current are separated by periods
with no current flowing. This allows the heat to besslpated in the tissue and an
overall lower temperature is achieved, creatingemostasis. Té three blend
waveforms seen ifrigure2-7 are a combination of both the modulated and rron
modulated (coagulation and cutting) wavefornadlowing greéer amounts of heat
dissipation and in theorycoagulation during the cutting procegbarrugiaet al.,
2001).

This current is delivered to the tissue through an electrodéh the design of this
electrode being affected by the sucgl use and the desired tissue effects

(Massarwebhet al., 2009. The size and shape of this electrode colstiithe current
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density, a larger surface area means a lower current density; this can significantly
change the tissue effect§-arrugiaet al., 200). There are a number of different
types of devices that can be useddeal vessels as seenfigure2-8 below. Each of

these devices was designed to seal blood vessels in different applications, such as
laparoscopic surgery, open surgery and different procedures within each group.
Although the designs are very different therinxiples behind each piece of

technology remain the same.

/ ff\\ : ‘t\\ |
; \ P ——

~

-

(a) Cutting forceps (b) Halo PKS cutting forceps (c) OMNI

Figure 2-8 A variety of diferent vessel sealing deviceshowig (a) the cutting forceps device,
available for laparoscopy and open surgdhy),the Halo cutting forceps for laparoscopic procedures

and (c) showing OMNI used for laparoscopic procedures. All figures reproduced with permission
(Gyrus.

2.6 Mechanism of Sealing and Tissue Fusion

The mechanism for sealing blood vessehs hypothesised, witlthe process of
denaturation beng fundamental to the proceséSigel and Acevedo, 1968igelet
al, 1965 Winter et al., 2010. Denaturation $ a process in which proteins lose the
tertiary structure and secondary structure which is present in their nativeestat
application of some external stress of compound such as Heaumber of factors
were found to influence denaturation, these indk level of hydration, mechanical
loading and temperaturéWright and Humphrey, 2003Although denaturation is
affected by these factors, Wright and Humphrey aegthe following;

Wi ALISOAFAO tS@St 2F KSIFGAy3a RFEYF3IS OFy
of temperature level, applied mechanical stress, and duration of heating as long as

the scaled duration of heating remains the same. A potentially ingmbrclinical
consequence of this equivalency is that it allows one to pick from multiple
A0NI 6S3IASEa GUKFG ¢g2dz R | OKAS@®S GUKS alrysS 2
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This statement is useful in suggesting that a different combination of parameters
may result inthe same tissue effects. The study focused on elements such as those
described above, and it would be possible to expand upon this theory to improve
the design of both the electrode and the generator waveform.

Winter reported that during tissue heating ehtriple helical structure of collagen
type | monomers uncoil and transmutes to a random coiled mass of peptide chains.
In compressing two tissue layers together, the peptide chagomea fused mass
forming a coagulunfWinter et al., 201Q. This same phenomena can be described
on a more basic level as the increase in heat causes the collagen and other cellular
proteins to shrink and denature, and in the case of vessaling, it is suggested
this forms a gel like substance acting as a glue between the vessel walls
(Massarwehet al., 2006 Presthuset al., 2003. The clot was also found to take the
shape of the electrodéSigelet al, 19635.

Sigelet al (1965) found that at the site of the sedidre was an alteration of the
connective tissue, with a reduction in the number of cells seen and cell nioeleg
fragmented (Sigel et al, 1969. Despite the noticeable differee the physical
features of the connective tissue were retained alongtiwthe orientation of the
fibres. If the vessel is subjected to more extensive coagulation the structural detail
is then obliterated, resulting in a marked alteration of the elastid adlagen
fibres. Sigekt al (1965) described this as the three stages of coagulation;

1. Produces connective tissue coaafitn with preservaion of fibrestructure
2. amorphous coagulation

3. complete disintegration

2.7 Factors Affecting the Quality of an Elecsorgical Seal

Wright and Humphrey (2002)eported that the rate of denaturation can be
affected by a number of factors including the level of hydration and the loading
conditions of the tissue. As denaturation is thought to be a keyg®s®adn the
sealing of vessels it @ausible that the same conditions could directly affect the
quality of the seal produced. Wintest al (2010) stated that the strength of the

tissue connection depends on both tissugg@aeters and proess parameters, ith
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protein content, and tissue thickness being classified as tissue parameters; and
compressive pressuregmperature and sealinduration beng classified as process

parameters. These factors will be discussed further in this section.

2.7.1 Application force

Wallwiener et al (2008) reported that the application force the vessels are
subjected to influences the overall quality of the seal. The application force of
coagulating forceps is determined by both the shim dgaigure2-9), and also he
geometry of the blood vessel. It is difficult to measure the application force directly
on a device and therefore a number of studies, such as Wallwitredi(2008) used

a specially designed test rig, where a constant force can be applied to thel vesse

irrespective of vessel size.

o4
S

Figure2-9 The shim gap &3 closed vessel sealing device

Wallwiener et al(2008 found an optimum force existed; if the compressive
pressure was below or above this optim force there would be a reduction in seal
quality. This is difficult to achieve in reality due to current devices controlling the
application force through the predetermined shim gapineet al (1991, 2007and
Dilleyet al (1995)stated that the optimal technique for electrocoagulation is to use
the greatest force possible; with Laire al (2007)reporting that increasing the
application foce increases the energy delivereghd also increases the coadida
depth. It should be noted that in these investigations the BICAP device was used, a
probe used for achieving coagulation following complications of peptic ulceration
and therefore the device was not a clamping device.

Additionally a study by Siget al (1965)suggested that if the seal is made up of
excessively coagulated tissue, the seal quality is pooritaisdmore likely to fail.
This suggestion in part supports both studiesth a greater force leading to too

great a coagulatioreffect (Laine, 1991 and in turn a reduction in seal quality
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(Wallwieneret al., 2008. Thisconceptcould also be applied to a number of other

properties including temperature and duration.

2.7.2 SurfaceCoatings and Structure

It is also thought that the shape of the shim and other surface characteristics, such
as coatings and structure, can affect the quality of the .sealitskyet al (2005)
reported on tissue sticking to the surface of the shims, suggesting that this could
cause weakness in the seal and therefore inadvertently affect the quality of the
seal. 1 is possible with a suitable nestick coatingthat the risk of weakening the
seal could be reduced, maintaining the initial strength of the gmaliding the
coating does not féect the electrical properties of the shims.

It may also be suggested thidite shape of the seal can affect the quality of the seal
produced. Sigett al (1965)reported that at the site of the seal, the edges of the
blood vessel take the shape of the shims, as does the clot formed. The extent to
which this effectghe quality of the seal is however unclear.

Additionally the structure of the shims, for example smooth or structured shims as
shown inFigure2-10, is thought to affect the quality of the seal. Rich&tral (2006)
studying the difference between devices with a structured and smooth surface
found that seal failure rate was lower using clamps with a structured surface,
although surface sticking was shown to increase. Dagtds (2008)compared the
temperature of grooved and smooth shims using a validated FE model and found a
higher peak temperature for the smooth shim. This difference in temperature could
account for the difference in failure rates found by Richgeal and highlights he

importance of shim structure
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@ (b)

Figure2-10 Two different shim surfacehowing,(a) a smooth surface antb) a structured surface

2.7.3 Generator / Waveform Charactéstics

The generator or waveform characteristics include parameters such as the duration
of sealing, the currenlimit, the power supplied, and hendhe tissue temperature.
These settings are mainly controlled by the manufacturer, with the surgeon having

limited control Sigekt al (1965)stated that

G9EOSaar@s KSI GAy3s toiguliiany gestroys? thel fibr2 N1LJIK 2 d
arrangement of the connective tissue. One would suspect the bond not be strong
because the strength of the union dependpon the integry of the connective

tissue fibres. If the bond has been comprised of excessively coagulated tissue, the
@dSaasSt dzyAzy KlFra y2i KStR®E

Sigelet alalso reported that more excessive coagulatiended to be superficial on
the outsideblood vessel wall, meaning little or no heating effect on the inner layers
of the blood vessel. The work by Sigelal relates to work discussed previously by
Wallweineret al (2008 who suggested optimal parameters, specifically for force. It
is thought that excessive coagulation,heit due to excessive force, temperagy

or duration would lead to aveakened seal and optimal parameters need to be
determined. Additionally work by Wright and Humphr@p03)suggested the same
effect could be reached througla different route, for example reducing the
temperature and increasing the duration, therefore all parameters should be
considered as a collective not individually.

There have been various studies investigating the effect of duration on the quality
of the seal, witheach of these studies reporting that an increased duration leads to

an improvement in seal strengttbaine, 1991, Lainet al., 2007, Dilleyet al., 1995
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and Harrisonet al,, 1991) Laineet al (2007) reported the duration significantly
influenced thke depth of coagulation, and had a significant effect on the energy
delivered andHarrison et al (1991) reported that increasing the duration of
coagulation from 2 seconds to 20 seconds resulted in the seal strength
approximately doubling. Although it should be noted a BICAP probe was used, not a
clamping device.

Although no reports have beendad to suggest it, it is hypothesized that if the
duration of coagulation is excessively long it will lead to deterioration in seal
strength. As discussed previously, work by Wallwegteal (2008)and Sigelet al
(1963, 1965%uggests optimal parameters exist.

Wallwieneret al(2008)a G I 4§ SR G KI G WyifscwolLibtietmial dabidh ash a |

gStff a GKSNXIf RIFIYIF3ISQd ¢KAA KAIKEAIKGA

optimal conditions being needed. Although it is known that temperature is a key
component, it is unclear what the desired temperature is, wattwide range of

values reported throughout literaturef@ble2-3).

Table2-3 Range of temperature values for different processes collected throughout litergisha
et al, 2001 Farrugieet al., 2001 Katoet al., 1998 Hayashi and Markel, 20p1

60°C 70°C 80°C 90°C 100C 120°C 150°C 200°C 300°C 400°C‘

o Coagulation Carbonization Smoke
60°C 9 10@C 150°C 300°C- 400°C
oecSticking o <20@8uttlng
Reduced Sticking <120C
70°C Denature collagen 1Q0°C

Table2-3 shows that temperature varies dependent on the desired tissue effect,
with coagulationbeing achieved somewhere between-&00°C and cutting being
achieved at a temperature in excess of 200Additionally the table also shows that
sticking can be affected by the temperatures, which can possibly affect the quality
of the seal.

Wallwieneret al (2008)suggested that there is an optimal temperature for bipolar
coaptation, and that this optimal temperature appears to depend on the thermal

capacity of the vessel,sadetermined by its wall thicknes&atoh et al (2010)
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reported that adhesive strength increases with increased application temperature,
and a minimum temperature of 7C existed for complete adhesion.

In addition, workby Wallwiener et al (2010 quantifying thermal effects and
damage showedthat after tissue desiccation had been completed the temperature
of the tissue did not drop below 8Q for the following 20 seconds. Excessive
temperature at sealing may result in a longer cooling dg&riod, and tissue close

to the desiccation site may be subjected # hotter temperature, with the

possibility of damage.

2.7.4 Blood Vessel Characteristics

Although it has ben established that parameters that can be controlled such as
application force andluration affect the quality of the seal, there are also factors
that cannot be controlled that affect seal quality, these include blood vessel
characteristics, most importantly vessel size and vessel morphology. Numerous
studies investigating the seal gitglhave reported an inverse relationship between
the size of the vessel and the strength of the g€alleyet al., 1995, Harrisonet al.,

1991, Carbonelt al.,2003) Carbonelkt al (2003) groupeal vessels dependent on
vessel ge; 23mm, 4-5mm and finally 6&mm and found that the seals became
progressively weaker as the vessel becapregressively larger for the ndm
laparoscopic PlasmakKinetics device (PK). Additionally Carlebraééompared the
performance of the PK device withe 5mmlaparoscopic LigaSure device (LS), and
found seal strength improved with increasing vessel diameter, the opposite of the
PK device. This suggests although the vessel diameter can have an adverse effect
this problem could be overcome with the correct devitesign.

Howeverno correlation between vessel size and any other parameter has been
reported, including burst pressure and elastin contéB8indramet al., 2011). It
should be notedthat this investigation attempted to control vessel diameter by
choosing vessels of approximately equal siaeditionally Sindramet al (2011)
found the C/E ratio (collagen / elastin) to have the greatest correlation with burst
pressure; those vessels with a high C/E ratio had the highest quality of seal. This
suggestghe vessel morphology can significantly influence the seal quality, a finding

that supports work by Richtest al (2006)and Sigekt al (1965)who both found a
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significant difference when sealing aries and veins, with arteries producing the
more successful seal. Richtdral suggested the difference in seal strength was due
to the higher collagen and muscle content of arteries leading to an increased
resistance to thermal spreaérom values repaed in existing literature it is unclear
how much the thermal conductivity of different vessel types vary as data available
for the canine femoral and carotid arteries show little variation, 0.404 add®.

W/mK respectively (Duck, 1990

2.75 EnvironmentalFactors

Additionally it is worth noting that the environment the seal is created in can affect
the seal quality,with research showing that seals produced in the presence of
saline are stronger than those produced in distilled wafidarrison and Morris,
1991). Although this does not directly influence electrosurgical seals, it is important
as it could be used to lead to increased seal strength and it is important to be aware

of when conductingn vitro experiments.

2.8 Variation in Vessel Sealing Methods

The process of lectrosurgically sealing blood vessels is a standard surgical
procedure with the major influence being the device and generator system used,
with the control for the process coming from the generator. During bench testing
however there can be significantawation in the method used, with both the
conditions during sealing and the sealing process varying. This is important when
considering the comparison of results from different studies.

Studies by Carbonedit al (2003) and Presthust al (2003) used theressel sealing
system as provided by the manufacturer. The first of these two studies used a
simple method where porcine arteries were harvested and skeletonised to remove
the connective tissue. Following this the vessel diameter was measured and the
sealperformed (Carbonellet al, 2003. Howeverin the second of these studies the
vesselwas pressurisedb a resting pressure of 120mmHg prior to sedlfrgsthus

et al, 2003.

Wallweineret al (2008) chose to use a very different method ex vessels were

sealed in an incubator at 36 and 90% humidity to mimic physiological conditions.
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Additionally vessels were skeletonised similarly to other studies and warmed in a
saline bath to 38C prior to sealing Furthermore the study used specidlgigned

jaws built into a pressure device capable adimpingthe vessel with a defined
vertical compressive pressu(@/allwieneret al., 2009.

A further variation of the vessel sealing process caffolbad in the study by Katoh

et al (2010). The study used a specially designed test rig, capable of controlling
compressive force, and investigating the effect of vibration on seal quality.
Additionally the blood vessel tissue used was sectioned, usindgesterig to seal

two strips of arterial tissue together instead of sealing a blood vessel, as such the
method for assessing seal quality also varied. The main advantage of using this
method of tissue preparation ithat the effect of vessel diameter on akequality is
eliminated, although the values recorded when assessing seal quality have no
physiological meaninfKatohet al., 2010.

The methods usedary mainly in the use of a test rig to perform the electrosurgical
seal, with the test rig allowing control over a number of properties that a device
cannot. Although this is the case it is a device that would be required to be used in
surgery and therefa using a device allows for performance similar to that during a

surgical procedure.

2.9 Assessment of Seal Quality

Numerous studiegPresthuset al, 2003 Sindramet al., 2011 Wallwieneret al.,

2008 Carbonell,et al 2003 have used burst pressa testing as a method of
assessing the quality of the seal produced. Burst pressure testing consists of
attaching the sealed vessel to a syringe pump and infusing the vessel with a fluid,
typically physiological saline, and measuring the pressure. Thesyme is increased
within the vessel up until the point of rupture where the maximum pressure
achieved is recorded.

Presthuset al (2003)used burst pressure testing to assess the quality of the seal
and also tested to see if the vessel could withstamutessure of 300mmHg for 10
seconds. Thiscriterion was chosen because it was substantially higher than

physiologic human systolic pressure (120mmHg) and a time of 10 seconds was
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chosen as the time it would take the vessel to refill andpressurise after
treatment.

An alternative to using burst pressure testing a shear tensile tegKatohet al.,
2010. This method consisted of cutting strips of ar&rtissue, with all samples
being consistent in size, and sealing two strips together, with the two strips
misaligned in the vertical direction to allow for a shear tensile test to be conducted.
The strips were then fixed within a tensile test machine dhe seal strength
assessed.The use of mechanical testing to assess seal quality does have its
limitations in that it is not physiologically relevant and the failure values recorded
will not relate directly to somethinghysiologicallyneaningful. Howeveit does
have benefits sut as being able to exclude thdfect of vessel outer diameter if

the right methodology is used.

The method used bilathohet al (2010) used strips from vessels and as a result a
standardisedsize would have been used for testingiespective of the outer
diameter of the blood vessel. This would then isolate the effects of the thickness of
the tissue and the effects of morphology. Although this is an advantage, it is
possible that additionakffects would become a consideration duas the strain

rate of the test due to the viscoelastic nature of the tissue.

2.10Assessing Level of Adhesiohthe vessel to the instrument

There are limited studies exploring the effects of sticking during an electrosurgical
procedure, with only two stui@és quantifying the level of adhesion. A number of

studies used a qualitative method to quantify adhesion, with the user of the device
assessing the level of adhesion using a numerical qgdtehter et al, 2006k

Richteret al., 2006a Novitskyet al., 2005. For example Richtet al (2006) used a

scak of 02, with 0 indicating no sticking, 1 indicating sticking without difficulties
removing the instrument and 2 indicating sticking with difficulties removing the
instrument. Although this method provides some indication of the level of
adhesion, itdoeg/ 2 i ljdz2r yiGAFTe | RKSaA2y YR (GKSNBT
assessment of the level of sticking and as a result makes it difficult to compare

results with similar studies or within the study itself.
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Two methods for quantifying the level of adhesioalldwing the use of an
electrosurgical device were found in literature. The first of these methods was
presented by Lainet al (1991); with sticking being quantified through the use of a
balance scale and weights. The device was attached to the scate@tsting, at

90° to the test specimen, in this casedr. The device was then activated and the
procedure conducted. Following this weights were placed on the platform at the
opposite end of the balance scale until the probe was pulled free fromitiee |
surface, with the results presented in grarfisaine, 1991 The study controlled
various parameters such as application force and duration and the effect this had
on sticking and depth of coagulation. The study found the level of adhesion to
parallel thedepth of coagulation, increasing with application force and duration of
application. The study did not assess the quality of an electrosurgical blood vessel
seal and therefore provided no information on the effect sticking has on the quality
of the seal.

The second of the two methods was presented by Etal (2010) and involved
weighing the electrode before and after sealing and thus the weight gain of the
electrode. A greater gain in electrode weight indicated a greater level of adhesion
following the pocedure due to an increase in tissue adhered to the device.
Although this method allowed for the comparison between different electrodes and
their performance it did not provide data on the force required to remove the
tissue from the device and therefoprovided limited information on the effect of
sticking on the quality of the electrosurgical seal

Throughout the literature search no consistent method was found for quantifying
the level of adhesion followmgn an electrosurgical seal. As a result there was also

very imited data available focomparison of results.

2.11 Digital Image Correlation (DIC)

Digital Image Correlation (DIC) is a roamtacting optical method used for
measuring strain and displacemeriZhang and Arola, 2004 This method is
commonly used for failure assessment in structureshsag nordestructive testing
of aircraft componentdWorden et al, 2010, crack growth in various materials

including steel (Hamam et al, 2007 and the velocity distribution in the
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deformation zone of metal flow during rolligiet al, 2003. This methodalsohas
many applications with biological tissues includimgestigating the rupture of
aortic aneurysmgKimet al., 2012 Kimet al, 2011, monitoring the loosening in
cemented total hip replacement§Zhang and Arola, 2004nd the mechanical
properties of human skifEvans and Holt, 2009A summary of a number of key
studies can be seen ihable2-4. Due to a number of limitations with biological
tissues including size, shape and the es=ity of maintaining hydration, optical
methods have many advantages due to being-gontact. Although there are a
variety of optical methods available that are suitable for use with ssfiue, the
YSI AdzNBYSy G NI y3Sumd),dmitddrtied gpplidao(Zhdng &d>m n n
Arola, 2004.
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Table2-4 Summary of literature on biological applicationsoptical measurement systems

Paper Application High Contrast Method Notes
Pattern
Kim et al| To investigate thg 550um Vessels weré
(2011) circumferential microshperes were preconditioned and
variations in| attached to the skeletonised
mechanical vessel wall A two cameraoptical
properties of the system was used
porcine thoracic
aorta
Zhanget al | Evaluate the Excess moisture o Used flat sections o
(2002) potential to use|the surface of the the aorta of uniform
DIC to study thg vessel wasg thickness
mechanical removed and the Results validated usj
behaviour of soft high contrast rubber
tissue at high speckle pattern Specimen subjected t
strains using was created using uniaxial testing/loading
bovine aorta inl black enamel spra A one camera DI
uniaxial tension | paint. system was used
Genovese | Method to| 285 or 300 Uses a one camer
(2009) and | investigate  at | spherical bead: optical system with
(Avril et al,, | whole body| affixed to vesse conical mirrors in orde
2010 motion of | surface using to investigate whole
vascular cyanoacrylate glue body motion of
segmens vascular segments
(Romo et | Mechanical Applied using spra Vessel was cut int
al., 2012 characterisation | paints square sections an
of the thoracic split into individual
ascending aorta layers
Speckle pattern wa
applied to the lumina
surface
(Sutton et | Make High contrast Uses a two camera D
al., 2008 guantitative  3D| pattern produced system
displacement ang using white paint Uses a
strain and toner powder stereomicroscope  tg
measurements a image a small area
the micro scale
on mouse carotiq
arteries

To capture 3D images a two camera DICugets required, with the system using a
pattern recognition technique to analyse images from the specimen. By acquiring

images before the specimen is loaded and during the loading the software can
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compare the image and produce displacement maps and thus allow strain to be
computed (Zhang and Arola, 20040ne disadvantage of using DIC is that it only
takes into account changes occurring on the surface of the specimen, not
throughout the specimen.

In order for image acquisition to work and identify points on the specimen
consistently in each image a igne pattern is required on the surface of the
specimen. The ideal surface texture should be isotropic (no preferred orientation)
and nonperiodic. This leads to the use of random patterns such as speckle
patterns. One of the key features of a good spegiddtern is high information
content; information for pattern matching is available everywhere on the surface
permitting the use of relatively small subsets for pattern matcfugton et a.,

2009 Barton, 2012

Following the acquisition of the images, the images are divided into subsets; these
are subregions within the image, with tleir size being defined by the user. The
pattern within each of these subsets is tracked to compare the displacements. This
is achieved by applying a correlation function that searches for the centre points of
the subsets by correlating corresponding sulssigbm two images until a matching
intensity pattern is found. By recognition of the grey scale pattern from the- non
deformed to the deformed condition information on the deformationf the

specimen can be obtaind&uttonet al., 2009 Barton, 2012

2.12Finite Element Modelling

Finite element modellindor analysi$ (FEM/FEA) is a technig using computer
software to simulate various scenarios and provide a detailed analysis of the
mechanical behaviourThe method works by dividing the problem into ron
overlapping components of simple geometry called elements, with the response of
these for each element expressed in terms of a finite number of degrees of
freedom. The response of the mathematical model is then considered to be an
approximation of the model, obtained by connecting the collection of all the
elements (Introduction to Finite Hieent Modelling, Berkeley) For medical
applications FEM can be used to replicate procedures, compare medical devices

and analyse implant performance. @ When considering the application to
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electrosurgical vessel sealing devices, two types of FEM can be considered,;
mechani@l analysis and multiphysics modelling. Mechanical analysis is concerned
with the stresses and strains of the@lood vessel during compressiand the

subsequent burst pressure tests and the multiphysics simulation is concerned with

the electrical and therral properties.

2.12.1 Mechanical Analysis

The mechanical analysis aspect of FEM consists of investigating the stresses and
strains within the blood vessel wall. As discussed in secti@nand 2.3 the
morphology of blood vessels variggeatly and hasa signifiant effect on the
mechanical behaviour. Through the use of FEM this effect can be eliminated,

allowing for a direct comparison between devices.

2.12.1.1Blood Vessel Models

One of the main areas of consideration for the mechanical analysis is tbelling
of the blood vesselincluding the geometry, number of layers and the material
model. Many variations of blood vessel models exist throughout literatwrty a

number of these models summarisedlinble2-5.
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Table2-5 Summarising some of the various blood vessel models throughout literature

Study

Primary
Arterial Model Details

Author

(Ref)

wUsed thinshell structure theory to model vesl
Perktold,et _ _ _

1199 wAssumed sheel material was elastic, homogeneous and isotrop

al 1995

wSame approach used by Zhetaal (2000)

Taylor,et al | wTreated blood vessel as a rigid body (as a result of study type)

1998 wFocus was on modelling pulsatile blood flow

wSingle layered blood vessel model
Lally,et al

wUses a Mooney Rivlin maerial model
2005

wDoes not account for residual stresses

wModels the adventitia and media layers of the blood vessel
Gasseret | wUses material model developed by Holzapfel and Gasser
al 2007 | wAccounts for circumferential and axial residual stresses

wkFails to achieve full lumen occlusions

wSingle layered blood gsel model

Chenget al _
2009 wUses material model developed by Holzapfel and Gasser
wDoes not account for residual stresses
wSingle layered blood vessel model
Famaeyet ]
12012 wUses material model developed by Holzapfel and Gasser
a

wAccounts for coumferential and axial @dual stresses

As shown inTable2-5 the way in which the blood vessean bemodelled varies
greatly, depending on a number of factors including the function and purpose of
the model. Famaegt alconsidered the vessel as agie layered structure, this was
due to using rat abdominal aortas to determine the material properties, and
therefore it was impossible to determine layer specific properties due to the
difficulty of separating layersvith a number of studies using a slari approach
(Chenet al.,2009(Badelet al.,2013. When considering the blood vessel as a single
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layer model it fails to account for the different stress disitions through the
layers with in the blood vessel wall, however it does result in a sinnpbetel with a
lower computationaltime. Gasseeet al had a different approach and considered
two layers of the vessel wall, the adventitia and media layers, gidivat in a
healthy artery the intimae has a limited effect on the ability of the vessel to
withstand pressure (Gasseret al., 2002) A two layer model provided a more
realistic simulation, taking into account the differdmhaviourof each layer, whilst

simplifying the approach by ignoring theimt& layer.

2.12.1.2 Constitutive Models Summary

As discussed in the previous section, there are a number of variations in the way
the blood vessel can be modelled, including the constitutive model used to model
the material properties of the blood vessel walk Adiscussed in Sectidh3, the
mechanicalbehaviour of all biological soft tissues, including blood vessels, is
anisotropic and displays a nonlinear stress strain relationship, with typical stiffening
at higherpressures. Therefore any constitutive models to accurately represent the
behaviour of soft tissues are complex. Biomechanical structural analysis should be
able to provide predictions of deformation and stresses in healthy and diseased
arteries to aid undrstanding and design of devices used with soft tisg@asonet

al., 1993) A number of model examples are summarizedlrable 2-6, including

more recent moeéls which take into acemt fibre direction and theresulting
anisotropic properties, and the older models which are more representative of

rubberlike materials, and provide a more simple solution to a complicated problem.
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Table2-6 Summarising a range of constitutive models used for modellingliveear behavior

Model Model Summary
Neo-Hookean, | tModel provides a mathematically simple model for the n
1948 linear deformation behaviouof rubberlike materials.

uSingle term strain energy function
uEasy to treat mathematically

oPoor fit to experimental data

wOnly applicable to low deformations

Mooney-Rivlin,
1952

w az2RSf RSaAONARO6Sa GUKS AazidNd
w | d@t&diterm strain energy function

wDA@Sa | YIFINBAylLffte o6SaG0SNI-
Hookean model

Ogden, 1972

wa 2 RSt NB LINEB & S vy inéchanicdl Sehakicur
rubberlike materials
w az2RSt A& O2YLMzil GA2yltfe& ;
w | atBodor nhore term strain energy function
w D22R FTAOG G2 SELSNAYSYGlft |

Weiss , 1996

wModels an incompressible, transversely isotropic, hyperelé
material

wDeveloped for efficient finite element implementation
wlncludes a unit vectothat describes the loddibre direction,
and a strain energy function that depends on this vector
wAssumes collagen fibseare responsible for the transverse
isotropic behaviour

uwJses a ground substance matrix, assumed this is isotropic

Holzapfel ¢
Gasser , 2000

wModels e@h layer of the artery as a fibreinforced composite
wEach layer uses the same strain energy function with diffe
material parameters

w Material parameters include parameters associated with

histological structure of arterial walls

wUses a grouth substance matrix, assumed this is isotropic

The first three models shown ifable2-6 are computationally simple and describe

the behaviour of rubber like material$he strain energy function¥V, for the nec

Hookean and MoonefRivlin models are shown iruations 2.1 and 2.2

respectively. The neblookean model
experimental data accurately and only applies at low deformations (Holzapfel,

2000, Treloar, 1943)with the MooneyRivlin model only showing a marginal

improvement to the neeHookean mode(Ogden 1972)Although the neeHookean
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model fails to reproduce experimental data it is regarded as a valid prototype for

rubberlike materials and has the benefit of being computationally simple

W=0C, (A +A5+A5—3)=0C,(1, — 3
(A1 + A5 +45 — 3) = Cy(l; — 3) Equation (2.1)

W=0C, (A2 + A2 +43—3)+ C(A2 + A2 + 432 — 3
1043 Ed 3 ) 2(41 g 3 ) Equation(2.2)

=Cy(1 =30+ Cy(1; — 3)

Where G and G are material constants and bnd b are the first and second

invariant respectivelyGroves, 201p

Out of the three modks the Ogden model is the most accurate in representing the
behaviour of rubberlike materialshis is due to the use of two or moterms in the

strain energy functions The Ogden model uses a strain energy functigw,

(Eguation 2.3 which is a linear eobination of strain invariants (§uation 24). The

LINR y OA LI .3 ,8<i NFaheQuse8 as independent variables subject he t
incompressibility constraing < s’ M® x Iy R h | NROgd¥eh,i SNR I f
1972. For full model details and derivations please refe(@gden, 1972

W=, Wie,) Equation (2.3

W) = (AT + A5+ A7 —3) Equation @.4)

The final two models shown ihable2-6 consider the material to be transversely
isotropic. This means that the material is composed of a matrix material (ground
substance), behaving in an isotropic man and one or more families of fibs.
These materials have strong directional propestand account for the anisotropic
behaviour of materials. The stiffness ofghype of material in the fibréirection is
typically much greater than in the réictions orthogonal to the fibre (Holzapfel

2000). These material models can be used to describe the behaviour of all layers of
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the blood vessel, or be used to describe the behaviour of the vessel as a single
layered structurgFamaeyet al.,2012, Gasseet al., 2002) For these models to be
applied to a layer specific blood vessel model, layer specific material parameters
would be required including the parameters determined from the histological
structure i.e. filve orientation. The strain enerdynction for the HolzapfeGasser

model is shown indiation 2.5.

w=S(F-3)+ ;‘le{exp a7, —1)°] =1} + ;‘le{exp k7, — 1] - 1)

Equation (%)

Wherec, lk andk; are all material parameters.

2.12.1.3Vessel Compression

The blood vessel models discussed previously have been used for a variety of FEM
applications including arterial clamping of blood vessels. Studies investigating
arterial clamping are concerned with the stresses through the blood vessigl w
and the effect of different clamp desigr{&asseret al., 2002, Cheret al., 2009,
Famaeyet al., 2012, Famae)et al., 2013) By examining the effect of different
arterial clamps studieaimto find a clamp dagn that results in less damage to the
arterial wall. Although these studies apply the clamping model purely to arterial
clamps it is thought a similar approach can be taken in looking at the effect of
different shim geometries for electrosurgical vessalmng.

Each vessel compression model uses a number of loading steps to simulate
different stages of the clamping process. The initial step accounts for the residual
stress thisis through the application of prescribed constraints, taking into account
residual stresses in both the axial and circumferential directions. The next step
pressurises the vessel to a physiological pressure (100mmidgdnl20mmHgn )

and the final step compressing the blood veg&dssr et al.,, 2002.

One challenge associated with the modelling of arterial clamping is achieving
complete lumen occlusion during the clamping process. Studies by both @hsder

and Calvoet al failed to achieve complete occlusion, achieving 92% anébo 60
respectively with both models failing to converge due to the high level of
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deformation throughout the analysisdowever more recent work, the studies by
Chenet al and Famaeet al succeed in achieving complete lumen occlusion, with
Famaeyet alachievig this throudp the use of an explicit solver

For nonlinear solid mechanics finite element equation solution methods are
generally classed as either implicit or explicit solvers. Implicit solvers are
unconditionalyy stable and use an iteration method to solve the problem, iterating
the problem until a convergence criterion for each time step or increment. Explicit
solvers reformulate equations so they can be solved directly to determine the
solution at the end of th increment, without iteration. Explicit solvers however are
not always stable, but if used correctly they can lead to a lower computational time

(Becker, 2004Harewood and McHugh, 20p7

2.12.2 Multiphysics Modelling

Multiphysics modelling couples multiple types of analyses together to replicate
different situations, for example electrical and thermal analyses are coupled
together for the simulation of electrosurgery techniques, typically with theultss

of the electrical analysis being used to compute temperature values in the thermal
analysis. This technique has been used for a variety of applications relating to
medical applications including researching shim geometrgl@atrosurgical vessel
sealng (Doddeat al.,2008) electrode design for cardiac ablatigfungjitkusolmun

et al.,2000), and the effect of blood flow on tissue cooli@tpinet al.2001).

Multiphysics modelling can be used optimise surgical procedures, both in the
techniques and the devices used. For example Baraekabk(2008) replicated the
ablation process on liver tissue, this is a cancer treatment involving inserting a
probe into the liver and applying RF energydestroy tumours. The model was
used to look at the size of the thermal heat destruction zone, allowing for more
accurate insertion of the probe to ensure the entire tumour is within the zoAe
further exampleof optimising a surgical procedure is work investigating electrode
design during cardiac ablation. Cardiac ablation is a procedure used to treat faulty
electrical pathways in hearts prone to developing cardiac arrhythmias. During the
procedure it is impowrnt to get uniform heating and therefore a uniform current

density of the electrode is required. Work by Tungjitkusolmairal (2000) used
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multiphysics modelling to optimise the design of the electrodes and demonstrated
it was possible to produce such elexdes.

Multiphysics modelling can be a useful tool when investigating the design of
electrosurgical vessel sealing devicBsadde et al (2008) used themultiphysics
modelling package, COMSOL, to compare the perdmice of two different shim
designs, one structured and one smooth. The study focused on the thermal profiles
of the different shims and validated the model through experimental work. The
model found structured shims to be cooler than smoathes with expaimental

data verifying the findingéDoddeet al.,2008). This technique could be extended to
compare a greater number of shim designs, and used in conjunction with
experimental work to provide an insight into the difference in performance of shim
designs, with structured sims already known to produce a loweraddailure rate

when compared wittsmooth shimgRichteret al.,2006a)

2.13Chapter Summary

The reviewed literature has highlighted the importance of understanding and
improving the performance of electrosurgical vessel sealing devices with the
benefits of such devices over more conventional methods widely reported,
although a large variation in seal quality remaiBksisting research has focused on
understanding the relationship between various parameters and seal quality, for
example vessels with a larger diameter have been shown to lead to a lower seal
qudlity, similarly vessels with a high collagen/elastin ratio lead to an improved seal
quality (Carbonellet al., 2003, Sindranet al., 2011) Whilst these studies aim to
improve the understanding as to why there isagge variation in seal quality, they
offer no way of improving technology to account for natural variation which cannot
be eliminated. A number of studies examined the effect of device parameters on
seal quality, such as application force and temperatufer both parameters
optimal conditions exist; too low an application force or temperature and there will
be insufficient pressure or heat to create a seal; too high an application force or
temperature and damage occurs to the ves@@lallwieneret al., 2008). These
optimal conditons go a long way in aiding device design and the understanding of

the vessel sealing process.
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A limited number of studies have considered the effect of shim surface features on
seal quality, with existing studies comparing two shim designs, smooth and
structured. The studies suggest that the structure of the surfaces affects the sealing
temperature, seal quality, seal failure rate and the amount of adhesion when
removing the vessel from the devi¢®ichteret al., 2006a, Doddeet al., 2008)
Existing studies show a promising avenue of research but are limited in the number
of structured surfaces assessed and the way in which they are assessed. For
example adhesion was assessed using a qualitative method, hedialyt ren the
person conducting the testRicheteret al., 2006a) The temperature assessment
was conducted using a validated multiphysics finite element model, and therefore
shows FE modeling can be a useful to@iding device design and can be beneficial
for future researci{Doddeet al.,2008)

A rumber of test methods were reviewed, including the method for assessing the
seal quality. Two methods have been discussethaliterature; a burst pressure

test method and a shear tensile test. The shear tensile test had benefits including
eliminating the effect of vessel geometry, however the data collected is difficult to
relate to physiological data. Data collected from the burst pressure method relates
directly to physiological pressures, and allows for an understanding as to how good
the seal qualityis; furthermore the burst pressure test is used as standard
throughout industry making it the most appropriate test meth@datoh et al.,
2010, Presthuset al., 2003). It is necessary to conduct more-@iepth teststo
improve understanding of the sealing process; a number of methods were reviewed
including digital image correlation (DIC). This test method has a number of benefits
including being nostontact and therefore would not affect the tests. Furthermore
this technique has been demonstrated as being successful when used with other
soft tissues, and it is hoped this technique could be used in capturing both the
sealing and bursting of the blood vessel to improve understanding.

Additionally FEI was reviewed as gotentially useful technique. As discussed
previously multiphysicEEMhas already being demonstrated to be a useful tool in
device design, allowing for a comparison in temperature performance of different

shim designgDoddeet al., 2008) Existing studies have also considered arterial
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clamping in terms of looking at the damage that occursl assessing the
performance of different clamp desigii&asseet al.,2006) (Famaeyet al.,2012.

The FEI technique has many areas for consideration includantgrial residual
stresses, the material model used and the geometry of the blood vessel. There are
many ways in which this FEcould be produced, and validation would be of
exceptional importance, as with multiphysics modelling. By looking at arterial
clamping in an A¥ a greater understanding of the stresses and strains the vessel is
subjected to would be gathered, and it would also be possible, in a similar manner
to clamp design, that this could have significant implications for assessing the

performarce of shim surface structure.
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3 Assessment of Seal Quality and Adhesion
3.1 Chapter Summary

This chapter explores the relationship between vessel characteristics and seal
quality as well as investigating the effect of different shim designs on seatyquali
and the level of adhesion. Seal quality was assessed by measuring the burst
pressure of the sealed porcine carotid artery and adhesion was guantified using a
peel test method. This chapter includes details of the methods used and processing
of the colleted data including statistical analysiBhe esults demonstrate the
effect of vessel characteristics on seal quality, with larger diameter vessels and
vessels with a larger elastin content leading to a lower seal quality. Furthermore,
results revealed th shim design to have a significant effect on both the seal quality
and level of adhesion, with results indicatititat groove orientation is the most
influential factor in shim design for seal quality, afiht with the optimum shim
surface design adhesiocould be reduced. Although results from this chapter
demonstrate a significant difference in performance for the different shim designs,
further experimental work and computer modelling is required to provide answers
as to why these shim designs perfaddifferently, with this work being presented

in subsequent chapters.
3.2 Introduction

The benefits of electrosurgical vessel sealing devices have being widely reported
the literature as discussed @hapter2. Although the benefits are widely reported,
there is significant variation in the quality of the seal achieved, with reported burst
pressures varying between approximately 170mmH§34mmHg(Richteret al.,
2006a Sindramet al, 201). Existing studies have explored different factors
affecting the quality of the seal, including force and temperature. For both force
and temperature a minimum and maximutireshold exists; below the minimum
threshold a strong seal will not be created, whereas above the threshold excessive

heat and force can cause damage and weakenseal(Wallwieneret al., 2008.
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A further aspect of the device design known to affect the performance is the
surface structure of the shims. The shims are the part of the device contacting with
the tissue and delivering the current. Existing work in this area is limited to
comparing structted shims against smooth shims in terms of the number of seal
failures and a qualitative assessment of seal sticking. When comparing the two
types of shims, structured surfaces provided a lower seal failure rate but more
pronounced adhesiorfRichteret al., 20060). Furthermore smooth surfaces have
being shown to have a higher peak temperature dusegling(Doddeet al.,2008).

A further area for investigation is the surface cogsrof the shims with a number

of coatings being available that change the tribological properties of the
components to which they are applied, including changing the resistance to wear
and friction coefficient§Holmberget al., 1994, Davist al., 2000) It is possible for

the right coating to lower the level of adhesion for tissue sticking to the surface of
the shims and as sud improve the performance of the device. The properties
and appication of the coatings depenen the composition, microstructure,
porosity and homogeneity of the materi#dGhosh, 2008)and there are a large
number of coatings available. Due to the coatings being used for a medical
application it is necessary for the coating to be biocompatible, significantly reducing
the number of suitable coatings.

The properties of the vessel are also known to affect the seal quality, for example
with increasing outer diameter there is a progressive reduction in the burst
strength of the sealCaronellet al, 2003) More recently the effect of vessel
morphology on seal quality has beémvestgated with the collagerglastin ratio
providing a good prediction of seal strength when considering vessels from
different regions of the bodySindramet al,, 201). The effect of morphology on
seal quality has been discussed in a number of studiess @ossible explanation for
the different behaviour of arteries and veins and highlights the importance of
morphology in the sealing procegRichteret al., 2006a, Wallwieneret al., 2008.
Morphology of the vessel varies depending on anatomical location, age, sex, species
and vessel size. Furthermore the morphology of a vessel can vary significangy alon

its length. For example the proximal region of a porcine carotid artery has greater
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elastin content than the distal region, with little change in the level of collagen and
an increase in smooth make cells in the distal regior®Vallwieneret al, 2008
Garcieet al., 2011 Shadwick, 1999

The curent chapter aims to examine the variation in electrosurgical seal quality
along the length of a porcine carotid artery and explore the relationships between
seal quality, vessel size and vessel morpholéggumber of shim surface coatings
were assessed ith the aim of determining if coatings are available that can reduce
the level of adhesion and improve the device performanEerthermore the
chapter aims to investigate the effect of shim surface structure in terms of seal
quality, failure rate and theelvel of adhe®mn. Additionally the study aimetb look

at the minimum safety threshold for successful seals and the influence on both
vessel and device characteristics for meeting this requirement.

The work in this chapter was carried out as part of uggdaduate research
projects, with the author providing the necessary guidance and supervision and
helping with the development of the projects, but with the undergraduate students
conducting a significant proportion of the testing. The analysis of the teesnid

the subsequent discussion were conducted solely by the author.

3.3 Methods

3.3.1 Tissue Preparation
Porcine carotid arteries, from pigs ageeb4months, were obtained from a local
abattoir (within four hours of slaughter). Treatment of the vessels varigeedding

on the test being conducted as detailed in subsequent sections.

3.3.1.1Morphology Analysis

Vesselsvere skeletonisedremoving all connective tissuand sectionedusing a
scalpe] a 2 mm samplevasfixed in 10 % buffered formalin for histological anays
and a 20mm sectiontaken for sealing(Figure 3-1). The position from the
bifurcation was measured, along withe outer vessel diameter and wall thickness.
All measurements were carried out using digital Vernier callipers aede

repeated threetimes.
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Figure3-1 Schematiaepresentation of the sectioning of a common carotid artery. * indicates the
location of the electrosurgical seal and H shows the positibthe 2mm ring sample taken for
histology. The shaded region of the image indicates the area of the vessel not use, with tissue 6mm

from the bifurcation omitted from the study.

3.3.1.2Shim Assessment

Vessels were frozen on the day of slaughter and defrostedhe day of testing.
Vesselsvere skeletonised and sectionagsing surgical scissorShe position from

the bifurcation was measured, along witihe outer vessel diameter and wall
thickness. All measurements veecarried out using digital Vernier calligeand
were repeated three times. The sectioning of the blood vessel varied for the testing
of the shim surface features and for the shim coatings, with both methods being
detailed subsequently. The variation in the methods was due to the progression in
knowledge of vessel sealing throughout the course of the PhD, and the supervision

of different project students and as such their impacts on the project.

Sectioning of blood vessel for shim surface coatings

The first 20mm of the vessel from the bifurcatiams not used due to the large
elastic nature of this region, and the branching of the blood vessel. All sections
were 30mm in lagth, with seals being positione&2bmm, 55mm, and 85mm from

the bifurcation The seal was performed at the centre of vessetieas prepared

for sealing, allowing one side to be peel tested and the other to be burst pressure
tested (Gunasekara 2011, Beddoes 2Q012)

Sectioning of blood vessel for shim surface features
The first 40mm of the vessel from the bifurcation was not used due to the variation

in vessel morphology and size throughout this section. This eliminated the effect of
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vessel morphology and diameter from the study. The seal was performed at the
centre of subsequent sections, allowing one side to be peel tested and the other to

be burst pressure tested~{gure3-2) (Le Gall, 2013 and Vivien, 2013)

Figure3-2 Image showing the sectioning of the blood vessel for shim performance assessment.

3.3.2 Vessel Sealing System

3.3.2.1Equipment and Setip

The vessel sealing system consists of two main partsyénerator and the device.

For all experimental work the Gyrus G400 generator and PlasmakKinetic OpenSeal
device (original and modified versignwith device modifications discussed in
section 3.3 were used. A schematic sep of the vessel sealing systeincbe seen

in Figure3-3, with the footswitch and power supply connected to the generator via
ports located at the back, with the device connected to either of the two ports
located at the front. On connecting the device the geater automatically
recognises the device due to capacitors in the device cable, allowing the generator
to use the default waveforms and power settings for each device. For work during

this study the default settings of VP2 60 were used unless stated otberw
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Figure3-3 Schematic of the vessel sealing systemuget

3.3.2.2Using the system

To perform an electrosurgical seal, the blood vessel was placed between the jaws of
the device. Th device was then clamped shut, using the ratchets located on the
handles of the device, providing a consistent and repeatable user technique.
Subsequently the device was activated using the blue pedal of the footswitch. Upon
activation the generator begsto beep, allowing the user to know the device is
activated. Once the vessel is sealed there will be a tone change in the generator,
signalling for the user to remove their foot from the footswitch, thus deactivating
the device.The duration and the ap@d current vary between the different seals,
with the generator monitoring the tissue impedance to determine when the seal is
complete. The waveform of the generator is adaptive meaning the waveform for
each seal varies, with the applied waveform being afegent on vessel properties
such as morphology and size. Although the applied waveform would vary for each

seal, this is done to achieve consistency within the seals. The technique used would
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be repeatable for the user, but would result in slight variationenergy delivery

depending on the vessel properties.

3.3.3 Quantifying Adhesion

A number of previous studies have attempted to assess the level of adhesion
following an electrosurgical procedure, as discussed in Chapter 2, with the majority
of studies usig a qualitative method. As no standard method of quantifying
adhesion for this application was found, a methodology is proposed using a peel

test to quantify adhesion.

3.3.3.1Equipment and Setip

To perform the peel test a sefp was developed usingrend heldMecmesin force
gaugeand a test rig. The test rig was designed for use with the force gauge, with
the gauge attached securely at an angle of@he base plate, through a doxall

joint connector affixed to the back of the device. The hand held for@egeg
measured the peak peeling force and does not record Jedgnsion curves
throughout the test. To hold the device in place a rig was attached to the base

plate. The seup of the equipment can be seenkigure3-4.

Figure3-4 Diagrammatic representation of the test rig used for quantifying surface adhesion.
a. The handle fodisplacement contrgl
b.Hand held Mecmesin force gauge

c. Fixture for holdinghe vessel sealing device in place
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3.3.3.2Testing Procedure

Following the electrosurgical sealing process the device was slowly opened, with
the sealed vessel primarily adhering to one shim. The device was then loaded into
the test rig Figure3-4) and the blood vessel connected using the crocodile clip.
Subsequently the handle of the test rig was pulled, moving the force gauge up and
peeling the blood vessel from the surface of the shim. The peak peeling force was
recorded and the length and width of the seal were measured using digital Vernier

callipers.

3.3.3.3Data Processing
Following the testing method data was processed by applinagtion 3.1 to the
data.

Peel StrengtliN/mm) =Peel ForcéN) / Length of sealed are@mm) ¢(3.1)

Figure3-5 Image showing the definition of the length (L) and width (W) of a seal.

3.3.4 Assessing Seal Quality
As discussed in Chapter 2, industry typically uses burst pressure testirsgdssa
the quality of an electrosurgical seal. Variations in the methodology exist although

the principle remains the same throughout.

3.3.4.1Equipment and Setip

To perform a burst pressuréest the sealed blood vessel wasfused with
physiological saline. Thapparatus used to do thisonsistedof a syringe pump used
to deliver saline and @ruck digital pressure indicator to measure the burst
pressure.A syringe was fixed into the syringe pump and connected tepaidt

adaptor. The remaining two outlets oféradaptor were connected to the pressure
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indicator and a blunt needle used for specimen attachm@igure3-6). Saline was

infused through the circuit to ensure all air was removed.

Figure 3-6 Diagrammatiaepresentation of the perfusion circuit used for burst pressure testing of
vessels

a. ColeParmer syringe pump set at an infusion rate of 50 ml/hr

b. Druck digital pressure indicator

c. Blunt needle for the attachm of the blood vessel

3.3.4.2Burst Pressure Testing Procedure

The sealed carotid was connected to the circuit using a haemostat and infused with
physiological saline (10% w/v) at a rate of 50ml/hr. The burst pressure, defined as a
sudden and rapid decrease $eal pressure, was recorded for each segment. A seal
was considered successful if it withstood a pressure greater than 360 mmHg; this
pressure was chosen in line with stads used by Gyrus Medical Ltd and accepted

by medical device regulators such as ffood and Drug Administration (FDA).

3.3.5 Quantifying Vessel Morphology

In order to investigate the effect of vessel morphology and changes that occur
during the sealing preess at a microscopic level it svaecessary to use histology
techniques. This primayi consists of staining tissue to highlight the features of

interest and looking at the results under a light microscope.

3.3.5.1Tissue Preparation and Staining
Vessels were prepared and sectioned as described in S&8dh1of this chapter.

Sections were cut using a surgical scalpel, resulting in 2mm thick sections. Following
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the sectioning each sample was placed wia and fixed in 10% bufferedrimalin.
Tissue processing and histological slides were prephyetthe Universy of Wales
Histopathology department, with pecimens being stained using Elastin van
DA S a2y Gtin Bhi sténed the elastin component of the samples black, and

the collagen components stained red.

3.3.5.2Image Capture and Processing

Images were colleed using the Le&cDMRB micrcoscope with a colour Moticam
2000 digital camera and basic image acquisition software (Motic Image Plus).
Quantitative morphological analysis was carr@d using a thresholding technique

in Image JDebRoY, with both mllagen and elastircontent quantified for each
sample.The image was converted into arb& greyscale image, with the thresholds

for each image beingdjusted manually using the sliding scale feature within Image
J. The scale was adjusted until the black areas representing the elastin, or the grey
areas (previously red) representing collagen, turned red within the software. The
percentage area of the iage that was now red was computed by the software,
determining the material compositionEach measurement was repeatethree

times and an average value was taken for the media layer of the vessel. It should be
noted that the results from the image procesgi can depend greatly on the
staining process and slice preparatiotp reduce this effect each image was

analysed individually instead of using a batch processing technique.

3.3.5.3Data Processing

Samples were grouped according to whether the segment was pnadmntly
muscular or elasticKigure3-7), with muscular segments having an elastin content
of less than 20% and a weléfined internal elastic lamina (IEL), and elastic
segments having an elastin content of greater than or eqa&0% and no well
defined IEL.
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Figure3-7 Representative sections depicting blood vessels stained with Elastin vamGelastin

stains black). Depiction @) a predominantly muscular vessel containing < 20 % elastin(@nal

LINBR2YAYlyGfte StlradAaid @#SaasSt O2y il AyAy3a x wHn 22

3.3.6 Surface Roughness Measurement

Surface roughness was measured usingaysurf (Form Talysurf Series Zaylor
Hobson) The shims were mounted onto the machine using a mourd,the probe

was moved within 2Imm of the surface. The probe measures a roughness of up to
1mm, with an accuracy of 10nm. The surface roughness was measured using Ultra
Software to control the probe over kength of 10mm for each shim, with each

measurementepeated three times.

3.3.6.1Data Processing

Data was exported to Microsoft Excel for processing. For shims with no grooves all
data points were used, calculating the averaggsRnd R values over the three
measurements. For grooved shims data points forpkeaks were used to calculate

the roughness values, using all data points for each peak, and calculating the mean
for each of the shims. The formula for calculating Byg and Ra values are shown
below (Euations 3.2 and 3.3ASME 2010Q.

R, = Z I, |3 (32)

RBrms = |17, 37 (33)

The roughness profile contains n ordered, equally spaced points along the trace,
and y is the vertical distance from the mean line to tHedata point. Height is
assumed to be positive in the up direction, away from the bulk makeri
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3.3.7 Statistical Analysis

Data was tested for normality and equal variance using SPSS; as the data was not
normally distributed, norparametric tests were used All data was used to test for
significant correlations between the different variables with thelJS I NXY' I y Q& NI
correlation test used. A-palue of <0.05 rejected the null hypothesis that there was

no correlation and indicated a significant relationship. An s value approaehiog

+1 indicated a strong correlation with the sign indicating the dioec(Berk,et al

2010.

Differences between two groups were tested using the Mavhitney test (2

tailed), with a pvalue 0f<0.05 rejecting the null hypothesis that the medians of the
two groups were equal and indicating a significant difference between the two
groups(Berk,et al 2010. Where differences betweethree or more groups were
tested the KruskalWallis test (Zailed) was used, with a-palue of <0.05 rejecting

the null hypothesis and indicating a significant difference between the twapgo
Following this a post hoc paired comparison was performed to test for differences

between the individual groups
3.4 Device Modifications

3.4.1 Shim coatings

Coatings can be applied to comporis to improve performance in terms of
resistance to wear, corrosion resistance and adhesion, and are commonly used in
medical applications for a variety of reasons including improving biocompatibility
and tribological propertiegHomberget al., 1994, Daviset al., 2000) Tribology
coatings are known as thin coatings, typically with a thickness range of 0.1um
10um that play anmportant role in the components friction and wear performance
(Holmberget al.,, 1994) The properties and application of the coatings depends on
the composition, microstructure, porosity and homogeneity of the matdfaiosh
2008)

A number of coatings and treatments were chosen for analysis, with Tecvac UK
heat treatment and hard coating service (Cambridge, PKjducing the Titanium

Nitride (TiN), Chromiuriitride (CrN), and Diamonrlike-Carbon (DLC) coatings, and
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WS2 coating Ltd. (York, Uigyoducing the Tungsten Disulphide (¥¥8oating. The
material properties of these coatings are summarisedTable 3-1. All chosen
coatings were applied to the shims using a gaseous state process. It is also
important to note that the original shims for the PlasmakKinetic OpenSeal device are

coated in NickeChromium (NiCr) coating.
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Table 3-1 Summary of material properties for the chosen coatings, details provided by Tecvac UK

and WS2 coatings Ltd, table modified from GunasekzEmunge (2011)

Material Titanium Chromium Diamondlike- | Tungsten
Property Nitride (TiN) | Nitride (CrN) | Carbon (DLC) | Disulphide
(WS)
Coating 1¢c4 1¢4 3¢5 0.5
Thickness (um)
Hardness (Hv) | 2300 2000 4500 30Rc
Maximum 500 600 400 Air 273
operating Vacuum 188
temperature
(°C)
Friction Static  0.08 0.05 Static 0.070
Coefficient 0.25 Dynamic 0.03(
with itself Dynamic 0.05
-0.15

Friction 0.25¢ 0.35 Low firction| 0.1
Coefficient against steels
with steel values range

from 0.05 -

0.90 with

typical 0.4
Application Physical Physical Plasma ¢ | Chemical
Process Vapour Vapour enhan@d Vapour

Deposition Deposition Chemical Deposition
Vapour
Deposition

In addition to these coatings passivated shims were tested, with passivated

stainless steelhaving been previously demonstrated to improve corrosion

resistance(Maller 1998) The passivation process consists of mechanical cigani

degreasing, inspection, passivation and rinsing, as such the initial step was to clean
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the shims usingralPA (Isoproyl Alcohol) ultrasonic bath. Following the cleaning of
the shims, they were immersed in a nitacid solution (20% vol.) at 55°C fof 3
minutes, and rinsed aftevards in wate{Gunasekara 2011)

In addition to the various shim coatings and treatments testegtrolube was also
tested. Electrolube is a sticky, electrosurgery lubricant which is applied to the shims
of the device before use and also durifgetsurgical procedure, reducing the tissue
adhesion to the shims and keeping the shims cl@dactra Labs) TheBHectrolube

used for this analysis was made by Mectra Labs Inc. (Indiana, USA), and was applied

to the shims before every seah&n analysing its performan¢Beddoes, 2012)

3.4.2 Sim Surface Features

The original shims for the PlasmakKinetic OpenSeal device were modified to create a
number of shim sets to test the effect of different surface structufieshle3-2. The
original shim was modified using sapdper to remove the rough surface coating.
The surface features were then applied usingndling machineby a qualified
technician. Due to the curved profile of the original shim, and for ease of
manufacture it was decided that grooves would be appliedh® surface of the

shim using the straight edge at the end of the shim as a dakigu(e3-8).

Figure3-8 Image showinga modifiedshim of the PlasmakKinetic OpenSeal dewdi¢h the straight

edge used as a datum for producing the grooves indicateld.by

The shim designs were chosen to explore the effect of different groove designs,
with the normal grooved shim being used as the standard design. The other shims
were designedo allow for the effect of groove width, frequency and orientation to

be investigated, comparing their performance to that of the standard grooved shim.
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Table3-2 Description and details of shim designs liiing images of the different designs.
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3.4.3 Attachment to Device

Original shims were removed from the PlasmaKinetic OpenSeal device to allow for
modified shims to be attachedn insulating strip was attached to the underside of
the modified shim and the shim was then glued onto the device. The metal tab at
the end of the shimKigure3-8) connected the shim to the device to allow the

current to condut.

3.4.3.1Application Force Control

As the project progressed, the methodology evolved to include application force
control, with this being implemented for the shim surface features analysis. When
changing the shim the shim gap was controlled, ensuring the gfaipnremained
constant for each shinThe shim gap was measured for the original device and the
appropriate nylon stopper was chosen for each device to create a consistent shim
gap. Whilst every precaution was taken to ensure that the shim gap remained
constant, variation in the shim gap would be present although limited as much as
possible. Furthermore to control the application force a region was marked on the
device Figure3-9) to show the user where to place the vessel dutihg sealing
process, thus eliminating the variation in application force due to positioning of the

vessel within the jaws of the device.

Figure 3-9 Image showing sealing region marked on the device toieéite the variation in

application force due to positioning of the vessel within the jaws of the device.
3.5 Results

The results section will be split into three main subsections; vessel properties,

effect of shim coatings and the effect of shim surface feadu Vessel properties
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will presentthe effectof outer diameter and morphology on the seal quality, whilst
the subsequent sections will explore the effect of shim coatings and design on seal

quality and the level of adhesion.

3.5.1 Vessel Properties

Vessels wre grouped based on position from the bifurcation and data was
analysed for burst pressure, outer diameter, vessel thickness, elastin content,
collagen content and failure ratd &ble3-3), with a seal failure bag defined as a

burst pressure <360mmHg.

Table 3-3 Data for vessels grouped according to position from the bifurcation. % composition

gquantified in conjunction with Image J software. All data is presentedess + SD.

12mm 38mm 64mm 90mm

Burst Pressure 246.67 + 963.22 + 1076.11 + 1243.38 +
(mmHg) 193.00 718.20 532.89 424.08

Outer Diameter
(mm) 591+046 |451+0.95 3.50 +0.55 3.46 +0.44
mm

Thickness (mm)
1.04+£0.26 |0.86+0.17 |095+0.15 |0.92+0.16

% Elastin

35.28+5.21 | 26.25+11.52/14.99+8.95 | 10.95+4.70
% Collagen

20.64 +2.11 | 22.18+2.62 | 2250+ 3.04 |21.54+2.76
Seal Failure Rate 77.8% 11.1% 0.0% 0.0%

A significant correlation was found between burst pressure with both outer
diameter (p = <0.0001s=-0.665) and % elastip & 0.001s=-0.520),Figure3-10.
Furthermore, a correlation was also found between elastin and outer diampter (
<0.0001,s = 0.559). The results were further ansdyl by grouping the vessels as

either predominantly muscular or predominantly elastic based on criteria described
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previously Figure3-7). When comparing the burst pressure of the two groups a

significant difference was foun@<£0.001,Figure3-11).

—u— % of Elastin —e— Burst pressure
p<0.001 p<0.001

- 1800
- 1600
- 1400
- 1200

- 1000

% Elastin

- 800

- 600

- 400

Burst Pressure (mmHg)

- 200

12 8 4 90
h=9 h=9 h=9 h=8

Distance from Bifurcation {(mm)
Figure 3-10. Variation in elastin content and burst pressure with position from bifurcation, %

composition quantifie in conjunction with Image J software. Data is presented as mean + SD.
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Figure 3-11. Box plot showing the difference in burst pressure with predominantly muscular and

elastic vesels. The black circles show moderate outliers and white circles show extreme outliers.

Outliers were observed for the burst pressure measuremehligure3-11), which

were either considered as moderate (black circles) or exérdmhite circles). The
outliers are values which are beyond a range calculated using the first and third
quartile, with an outlier defined as any value more than 1.5 x inter quartile range
(IQR) below the first quartile, or above the third quatrtilieis possible to explain the
outlier for the muscular group as this is the only muscular vessel with an outer
diameter greater than 5mm, and as showfigure3-12) vessels with a diameter of
greater than 5mm are more likely to produce a weak seal. However vessel size does
not account for the outliers of the elastic group, and at present there is no clear

explanation for this.
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Figure 3-12. Scatter graph showing the relationship between vessel outer diameter and burst
pressure (p=<0.0001, €x665), with data grouped as predominantly muscular or elastic as based on
the criteria described in §ure 3. Line A indicates the minimum standard for a sufficient seal,

360mmHg, and line B indicates the maximum threshold for vessel size, 5mm outer diameter.

The minimum threshold of a successful seal was observed, with a burst pressure of
360mmHg consided to be the minimum pressureFigure 3-12), in line with
standards used by Gyrus Medical L@hd other regulators Using this as the
minimum standard, it is possible to determine the maximum vessel sizdatidd

a seal qualty consistently meeting these standards. The vertical linEigu¢e3-12)
shows that all vessels below 5mm in outer diameter produaeseal above the
minimum standard, irrespective of the morphology of the vessel. Furthermore, a
relationship exists between vessel outer diameter and seal stre(fgtiure3-12),

with a reduction in outer diameter resulting in an increase in seal strength as

mentioned previously.
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3.5.2 Shim Modifications

3.5.2.1Effect of Shim Coatings
Data sets for each shim coating were analysed for burst pressure, seal failure rate

and peel strength, with a summary of the data presentedaible3-4.

Table 3-4 Summary of shim coating results, with a burst pressure <360mmHg considered a seal

failure and data presented as mean + SD

_ _ Burst Pressure Seal Failure] Peel Strength
Shim Coating
(mmHg) Rate (N/mm)
Original
679.95 £368.80 17.9% 0.052 +0.035
*n=39
TiN
706.70 +477.64 33.3% 0.097 +0.054
n=22
CrN
1096.90 £546.75 9.1% 0.104 +0.085
n=21
DLC
204.10 £259.35 76.2% 0.275 +0.120
n=21
WS
455.12 +278.75 41.2% 0.141 +0.072
n=21
Passivated
340.91 £139.31 63.6% 0.147 +0.095
n=20
Electrolube
19 749.68 £415.82 9.1% 0.057 +0.051
n=

A significant difference was found between the peak peel strengths (Kraskal
Wallis, p<0.001) and peak peel forces (Krusgalvallis,p<0.001) of the different
shim coatings. When the data was analysed further it was found that no shim
performed statistically significantly differently to the original shifigure 3-13),

with the difference between the group coming as a result of the difference in

performance between the other groups.
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Figure3-13 Box plot showing the difference in peel strength for each of the different shim coatings,

n = number of samples (KruskaWallis, p<0.001). The black circles show moderate outlierd an

white circles show extreme outliers.

A significant difference was found between the burst pressures (KrgsWédllis,

p<0.001) of the different shim coatings. When the data was analysed further it was
found that DLCp<0.01), Wg(p<0.01) and passivate<0.01) shims performed

significantly worse than the original shinfsiqure3-14), but no shim presented a

statistically significant improvement for the seal quality.
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Figure3-14 Box plot showing the difference in burst pressure for each of the different shim coatings,

n = number of samples (KruskaWallis,p<0.001). The black circles show moderate outliers and

white circles show extremouitliers.
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3.5.2.2Effect of Shim Surface Features

Data sets for each shim surface structure were analysed for burst pressure, seal

failure rate, peel strength and seal area, with a summary of the data presented in

Table3-5.

Table3-5. Summary of shim results, with a burst pressure <360mmHg considered a seal failure and

data presented as mean+SD.

Burst Pressure| Seal Failure| Peel Strength| Seal Area
Shim Name
(mmHg) Rate (N/mm) (mm2)
Orignal (1_OR)
585.45 +261.77 5.0% 0.088 +0.037| 18.35 +2.51
*n=20
Smooth (2_SM)
- 468.77 £192.80, 27.3% 0.120 +0.073| 16.34 +3.96
n=
Normal Grooved (3_GR)
) 547.05 £266.24| 14.3% 0.096 +0.042| 16.64 +2.99
n=21
Narrow Grooved (4 _NA)
01 507.00 £209.07] 33.3% 0.074 £0.039| 14.79 +£3.37
n=
HF Grooved (5_HF)
01 606.33 +238.74| 14.3% 0.084 +£0.042| 14.89 +2.61
n=
Long Grooved (6_LO)
00 549.85 +253.22] 25.0% 0.164 +0.053| 14.62 +4.78
n=
45° Grooved (7_45)
19 191.05 +113.17] 89.5% 0.063 +£0.038| 16.07 £3.32
n=
Combination (8_QOC 764.46
0.0% 0.111 +0.070] 12.80 +3.26
n=24 +388.331

*n= number of tests

A significant difference was found between the burst pressures of the different

shim designs (Krusk®Vallis,p<0.001). When the data was further analysed it was

found the 45 grooved &im presented a statistically weaker seal when compared

with all other shim design$€0.05,Figure3-15).
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Figure3-15. Box plot showig the difference in burst pressure for each of the different shim designs,
n= number of testsThe black circles show moderate outliers and white circles show extreme

outliers.

A significant difference was found between the peel strength of the diffeshirn
designs (Kruskawallis,p<0.001,Figure3-16). When the data was further analysed

it was found the longitudinal grooved shim presented significantly worse sticking
than the original, grooved, HF grooved, narrow grooved dBtgrooved shims

(p<0.05).
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Figure3-16 Box plot showing the difference in peel strength for each of the different shim designs,
n= number oftests. The black circles show madt outliers and white circles show extreme
outliers.

A significant difference was found between the seal area of the different shim
designs (Kruskawallis,p<0.001,Figure3-17). When the data was further anab

it was found the original shim produced a significantly larger seal compared to the

HF grooved, narrow grooved, longitudinal grooved and combination gt @5).
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Figure3-17. Box plot showing the different in seal size (area) for each of the different shim designs,

n= number of tests.

Outliers were observed in all box plotSigure3-15, Figure3-16 and Figure3-17),
which were either considered as moderate (black circles) or extreme (white circles).
The outliers are values which are beyond a range calculated using the first and third
quartile, with an outlier defined as anyalue more than 1.5 x IQR below the first

guartile and above the third quartil@erk, 2010

Surface roughness values of the surfaces of each of the shims were measured, with
the results presented aRMSvalues Figure3-18) and Ra value$igure3-19). Both
Figure 3-18 and Figure 3-19 show a significantly higher roughness value for the
original shims when compared with all other shim designs, with little difference

between the roughness values for the other shim designs.
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Figure 3-18. Bar dart showing the surface roughness, rms, value for each of the different shim

designs.
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Figure 3-19. Bar chart showing the surface roughness value, Ragéoh of the different shim

designs.

3.5.2.3Significant Correlations

The data fromboth data sets, the shim coatings and surface structures were
combined to test for significant correlations throughout the data set, totaling 327
samples. For normally distributé® | G G KS t SI NBR2yQa O2NNBf |
fornonLJr N} YSUGNRO RFGF GKS { LISE NXY I itbagh wt y |

the relationship between seal surface area and burst pressure was not Eigare

70| Page

(



Chapter 3| 2014

3-20, a signifi@ant correlation was found between burst pressure and seal area
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Figure3-20 Scatter graph showing the relationship between burst pressure and seal@re@.021,

s=0.119)

A significant correlation was found between burst pregsand peak peeling force

(p=0.0275=-0.12,Figure3-21). With an increase in peak peeling force there was

a reduction in the burst pressure of the seal. A further correlation present within

the data was a coelation between vessel wall thickness and peak peeling fqgree (

0.012,s = 0.139), with an increase in vessel thickness resulting in an increase in

peak peeling forcealthough there was substantial scatter present in the data, with

trends difficult to se on the graph
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Figure3-21 Scatter graph showing the relationship between burst pressure and peak peeling force

(p=0.0275=-0.12).
3.6 Discussion

3.6.1 Vessel Properties

Electrosugical seal strength has previously been shown to vary based on vessel
outer diameter, the region of the body the vessel is from and whether it is an artery
or vein(Carbonellet al2003 Richteret al., 2006a Sindramet al.,2011, Wallwiener

et al, 2008. This study investigated the variation in seal strength along the length
of a porcine carotid arterywhere he strength was found to increase with
increasing distance from the bifurcatioAdditionally, with increasing distance from

the bifurcdion there was a reduction in elastin content and outer diameter of the
vessel, indicating both of these factors influence the seal quality. At 12mm from the
bifurcation the lowest seal strengtt246.67 £ 193.00 mmHBbigvas recorded, with
this position alsaecording the least variation in seal strengimd the highest seal
failure rate (77.5%)This could be due to the region of the vessel having little
variation in both outer diameter5(91 + 0.46 mmand elastin content35.28 + 5.21

%). In the mid regiorof the vessels, at a distance of approximatelyndd from the
bifurcation there wasa large variation in seal strengtBg3.22 + 718.20 mmHblg

with this region having the highest variation in both elastin cont@@&.25 + 11.52
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%) and vessel outer diametéd.51 + 0.95 mr)) and the second highest seal failure
rate (11.1%)

With increasing distace from the bifurcation there waa reduction in the amount

of elastin with litte change in the collagen contergupportingexisting research
(Garcieet al., 201]). As aresult no correlation was found between collagen and any
other variable. However a significant correlation was found between seal strength
and elastin contentg= 0.001,5=-0.520); with a reduction in elastin content there
was an increase in seal strehgtDue to the Istologicalstaining used it was not
possible to quantify the smooth muscle content of the blood vessels, although an
increase in smooth muscle cells with increasing distainom the bifurcation has
been reported(Garciaet al., 2017). Previousstudies highlighted the importance of
morphology on the seal strengffRichteret al,, 2006a Wallwieneret al., 2008 and

it is thought that a reduction in smooth muscle content in more elastic vessels
results in less resistance to thermal damage, possibly leading to larger areas being
excessively heatedRichter et al., 20069, with excessive heating thought to
damage the seal and tissue adjacent to the seal leading to a reduction in seal
quality. This study found a significant difference between the burst pness of
predominantly muscular and elastic vesselp= (0.0001) suggesting that
electrosurgical sealing will be more effective in the more muscular regions of the
blood vessels.

With increasing distance from the bifurcation there was also a reduction en th
outer diameter of the vesselith this reduction in vessel size correlating with an
increase in seal strengttp£¥ <0.0001s= -0.665.This relationship has previously
beenwidely reported in literature(Carbonell, et al 2003 Dilleyet al., 1995 with

one explanation for this relationship being the increased amount of material
between the device jaws for larger vessels leading to a more superficial penetration
of current (Sigel and Acevedo, 1963This results in the greatest thermal effects
being in the advetitia layer of the blood vessel walBigel and Acevedo, 1963
although further work is required to explore this idea further. One suggestion to
create a deeper penetration of current and a more even thermal spread through

the vessel wall is the use of fineeeth on the contact surface of the jaws.
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Additionally a larger diameter vessel will be subjected to higher stresses throughout
the vessel wall when compared to a smaller vessel with the same wall thickness at
the same pressure. This higher stress withie tressel wall may also provide an
explanation as to why larger vessels fail at lower burst pressures.

A significant correlation existdoetween vessel outer diameter ar®d ofelastin p=
<0.0001 5= 0.559); with a reductiom vessel outer diameter ther&as a reduction

in % of elastinThis relationship makes it difficult to attribute the variation eab
strength to one factor alonealthough it is thoughthat both vessel morphology
and size do contribute significantly to seal strength. Although idifBcult to
attribute an increase in seal strength to one factihre dataindicates that the size

of the vessel is the more influential factor in determining the strength of a seal,
with all vessels with an outer diameter of less than 5mm resultingsaah quality

of sufficient standard (BP 360mmHg), irrespective of whether the vessel was
predominantly muscular or elastic. Additionallihe anomaly observedin the
muscular group of thestudy can be explained by the fathat this was the only
muscularsample with a vessel size greater than 5mm, further demonstratieg
significance of vessel size. Howewassel size does not explain the anomalies in
the elastic group.

As stated previouslyhe results demonstratd that a seal of sufficient strengtWill

be produced for a vessel with an outer diameter less than 5mm. When looking at a
porcine carotid artery, seals performed at a distance of greater than 64mm from
the bifurcation also met the minimum safety thresholdith a seal failure rate of
0.0%. This isdue to vessels of 5mm or less being found in this region. Additionally at
this distance the vessel morphology is more muscular (lower percentage of elastin)
which is thought to help achieve a good seal strength. Vessels sealed at 12mm from
the bifurcationwere too large and elastic to produce a successful seal consistently.
In the mid region of the vessel, approximately 38mm from the bifurcation, there
was large variation in the vessel diameter and vessel morphology, making it difficult
to achieve aonsistent seal quality in this region.

Although the trends do exist in the data there wastill substantial scatter, a finding

that appears throughout a number of other studig®resthuset al, 2003
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Carbonellet al 2003 Sindramet al., 2011 Wadlwiener et al,, 2009. The change in
vessel diameter and morphology do not appear to account for all the variation in
the seal strength thus further work is required to gain a greater understanding of
the sealing process. However the variation in seakérgith can in part, be
attributed to varying vessel characteristics and as such technology needs to adapt

to account for variation amongst vessels and provide more consistent results.

3.6.2 Shim Modifications

Tissue sticking is known to be a problem for sorge during electrosurgical
procedures and can affect the performance of devices. The level of adhesion has
been investigated previously within literature, although thembers of studies
quantifying adhesion ardimited, with the majority opting to use auglitative
method. Therefore the effect of adhesion on seal quality has not previously been
thoroughly investigated. This chapter has demonstrated a significant relationship
between the level of adhesion and the seal qualfy=(0.027,s =-0.120, with an
increase in adhesion there is a reduction in thelspality, indicating the seal v8a
damaged during removal from the surface of the shife. verify damage was
occurring to the seal during removal from the device, the seal should be assessed
using micoscopic imaging and histology techniques to closer inspect the integrity
of the seal. The correlation between burst pressure and adhekighlights the
importance of reducing adhesion during the electrosurgical sealing process.

Two areas were investigadein an attempt to reduce the level of adhesion during
the sealing process; nestick coatings and shim surface features, with both areas
previously being investigated and being shown to effect the level of adhesion,
although in the case of shim surfaceaferes only a simple comparison between
structured versus smooth shimgasconducted(Richteret al.,2006a) The original
shims were compared to fiveurface coatings, |&ctrolube, and seven surface
feature designs

When considering the performance of the different coatings and Heetrolube,

no coating or treatment offered a statistically improved performance in terms of
the level of adhesion. The original shims are coated in NiCr, and results from work

conductal suggest that this is the best coating out of those testddwever, work
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by Hsuet al (2010) found coatings that led to less adhesion, suggesting that if more
coatings were tested it would be possible to improve the performance of the device
in terms ofthe level of adhesion.

The level of adhesion was significantly affected by the surface features of the shims,
with grooves in the longitudinal direction performing statistically worse in terms of
peel strengththan the other shims considered in the shim surface features analysis.
Shims with grooves orientated at 45° to the datum point resulted in the lowest
mean peel strength, although they were only statistically lower than the smooth
shims. These results suEgd that the groove orientation is one the most influential
factors affecting the level of adhesion, with all shims with transverse grooves
performing similarly. The HF grooved shims and the narrow grooved shims resulted
in lower lewels of adhesion when oopared with the original grooved shims,
indicatng that narrower grooves resuh less adhesion.

Previous studies have reported more pronounced adhesion when comparing
structured shims to smooth shims, although the level of adhesion was not
quantified ard only compared with one structured surface. When comparing the
smooth shims to shims with a transverse groove, all shims with a transverse groove
performed better in terms of adhesion (mean peel strength), contradicting previous
findings. However as disssed previously shims with grooves in a longitudinal
direction result in a higher level of adhesion, this demonstrates that the optimum
surface structure could lead to a lower level of adhesion, but if the wrong surface
features are applied it could havenagative effect on the level of adhesion.

When considering the level of adhesion it is also important to consider the surface
roughness of the shigp although it is important to note that this study did not aim

to investigate this parameter, and thereor 2yt & (62 & dzNFI OS
compared. There was no statistical difference when comparing the peel strengths
of the smooth and original shims, although there was a significant difference
between the surface roughness of the two shim designs. Althahgre was no
statistical difference in the performance of the shims when considering the peel
strength, the effet of the roughness and coating walearly demonstrateérigure

3-16, Table3-5), with a lower mearpeel strength and less variation in the original

76| Page

N2



Chapter 3| 2014

shims with the coating and highesurface roughness, although it wa®t clear
whether the cating or surface roughness léadl the improvement in performance.
When considering the adhesion a significantretation was found between the
vessel wall thickness and the gepeeling forcef = 0.012,s = 0.139). With an
increase in vessel wall thickness there was an increase in adhesion. It is thought this
is due to the increase in tissue between the shims tasylin a prolonged sealing
time and excessive heating of the outside of the vessel wall, as discussed in section
3.6.1 With excessive heating there would be more charring and heating of the
tissue on the outsie of the vessel, leading to more pronounced adhesion.
Furthermore the burst pressures of the shims using different coatings and
treatments were compared. A statistical difference was found between the burst
pressures of the different coatings, althouglore performed statistically better
than the original shims, but the DLC, )\&hd the passivated shims lead to a
reduction in seal quality compared to the original shims. This difference in
performance could be due to the thickness of the coatings and timelactivity of

the coatings, with DLC a known insulator and therefore expected to reduce the seal
quality.

Shim surface structure has previously been shown to aftbet seal quality
although the extent of the effect of surface structure has not been stigated
thoroughly with a simple comparison of structured versus smooth being provided
(Richteret al.,2006bH. Work conducted throughout this chapter has demstrated

that the structure of the shim surface can both significantly affect the seal quality
and the level of adhesion. When considering the effect of shim surface structure on
burst pressure no shim performed statistically better than the original shims
although two shim designs, the HF grooved and combination, produced a higher
mean burst pressure (Original = 585.43261.77mmHg, HF Grooved = 60683
238.74mmHg, and Combination = 7644888.33mmHg). It should also be noted
that the HF grooved shimald a lower standard deviation and thus less variation in
burst pressure suggesting a more consistent performance. Although it appears to
provide a more consistent performance it alsodhea higher seal failure rate when

compared to the original shim, 14.386d 5.0% respectively. The seal failure rate of
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the combination shim was 0.0%fw@ther improvement compared witthe original

shim, although it did present more pronounced adhesion.

The 45°shims performed statistically worse when compared with all otbkeim
designs and produced a significantly higher seal failure rate at 89.5%. Furthermore
when a combination of different orientation grooved shims were used there was an
improvement in the seal quality as discussed previously. When considering the
variaton in other surface structure properties there was no statistical difference
found in seal quality, although it appears that having grooves and peaks of equal
width led to better performance, enhanced further by making both the groove and
peaks narrower.

Previous studies have suggested the shape of the electrode can affect the shape of
the seal(Sigel and Acevedo, 1963and this study demonstrated that this can be
extended toinclude the structure of the surface of the shifidure3-22). Figure

3-22 below shows the groove pattern of the shim is transferred to the sealed area,
an observation thiaoccurred repeatedly throughout the study but not consistently.

It is unclear at this stage the effect thischan the quality of the seal although it is
thought to affect the mechanism of seal failure. The orientation of the grooves on
the shim will affet the orientation of the grooves on the seal thus affecting how
the seal fails, and where stress concentrations occur in the seal. Additionally the
thickness and frequency of the grooves would therefore af$ect the seal quality
providing an explanabh as to the difference in performance of the different shims.
Further work in subsequent chapters will explore this hypothesis further.
Additionally with a change of surface structure comes a change of surface area of
the shim, with a structured surfacenére is an increase in surface area when
compared to the smooth shims. It is therefore possible that this increase in surface
area allows for a greater tissue effect because of the increase in contact area

between the vessel and the shim.
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Figure 3-22. Image showing a sealed carotid artery using shims with a grooved surface structure.

Image demonstrates how the grooved pattern is transferred to the sealed vessel.

There was no statistical differendeetween the original shims and the smooth
shims when considering either burst pressure or adhesion levels, even though there
was a significant difference between the surface roughness values of the two shim
designs. As such thisggested that surface temte hada limited effect on the seal
quality achieved, and that surface structure is the more influential factor, as all
other shims have similar surface roughness values but present differences in both
seal quality and adhesion levels.

There was a signifant correlation found between the seal area and the quality of
the seal p=0.021,5=0.119, with a smaller seal area resulting in a seal of greater
quality. A smaller seal area suggests a greater level of contraction and a greater
tissue effectFurthemore itis also thought that the difference in seal size could be
an indication of a different sealing process for each of the shims, although further
experimental work is required to explore this idea further. There was a statistical
difference in the selaarea of the different shims, and in general shims with grooves
produced a seal of smaller area than those without. Overall it was the combination
shim set that created the smallest seal area, indicating that this device produced
the greatest tissue efféc which could explain how the shim set achieved the
greatest seal quality. This could be demonstrated further by the seal size for the 45
shims, which produced a larger seal when compared to the combination shim, but
also a lower seal quality. Althoughe results of the original grooved shim and the
original shimproduceda large seal areandsuggest this trend is of limited effect.

The question remains as to why the grooves have such an effect on the vessel

sealing performance.Previous studies havedemonstrated a difference in
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temperature profiles of shims with different surface featur@oddeet al., 2008,

and therefore further work is required to explore this idea further. As mentioned
previously, the shape of the electrode, and the surface features, affects theeshap
of the seal (Sigel and Acevedo, 19%63and therefore further investigation is
required to understand the influence of thisabe on the quality of the seal and the

failure metanism during seal bursting.

3.7 Conclusion

With increasing distance from the bifurcation there was an increase in the strength
of the seal, and a reduction in both vessel outer diameter and elastin content. A
significant correlation was found between se#lesgth and both outer diameter
and elastin content. However, there was also a correlation between outer diameter
and elastin content making it difficult to attribute an improvement in seal strength
to one factor alone. Although the vessel properties acted for some of the
variation in seal strength, substantial scati®as present in the data indicating a
need for further irvestigation and studywWhen considering the minimum threshold
for a successful seal, vessels of less than 5mm in outer diameter st®wn to
consistently produce a sufficient standard of seal irrespective of vesselhology.

At a distance of 64mm agreater from the bifurcation variation in both vessel size
and vessel morphology reduced, and as a result all seals performed iregis

met the threshold of a successful seal.

A significant correlation was found between peak peeling force and burst pressure,
with an increase in peeling force leading to a reduction in seal quality,
demonstrating a need to reduce the level of adh@si®he coatings and treatments
tested offered no improvement to the performance of the original shims when
considering tissue adhesion, although significant differences were found
highlighting the importance of shim coatings. Furthermore the surface straaf

the shims was shown to affect the level of tissue adhesion, with the orientation of

the grooves being demonstrated to be the most influential factor, and results
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suggesting if the optimum design was found it could lead to a reduction in tissue
adheson.

Shim surface structure was shown to have a significant effect on both seal quality
and the level of adhesion. When considering the seal quality no shim performed
statistically better than the original shim, although the’4fsooved shim performed
statistically worse than all other shims. Whilst no shim performed statistically
better, both the HF grooved shim and the combination shim resulted in a higher
mean burst pressure with the combination shim also resulting in a lower seal failure
rate. The oriatation of the gooves appearedo be the most influential factor
affecting burst pressure, thought to be due to the way the shape of the shim
influences the shape of the seal, with the pattern of the grooves transferring to the
seal. It is thought this fluences the way in which the seal fails and its ability to
withstand pressure although further work needs to be conducted to explore this
idea further, with both further experimental work and computer modelling

conducted in subsequent chapters to proviagreater insight.
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4 Analysis of Shim Performance using Digital Image

Correlation
4.1 Chapter Summary

This chapter expandspon the work from Chapter By investigating the behaviour

of the tissue during the sealing process. This was done through the usigitaf
image correlation (DIC), a naontact optical method used to measure surface
displacement and thus calculate strain. This technique was used to capture the
sealing process and subsequently investigate the variation in sealing performance
due to diferent vessel properties and different shim designs. This chapter includes
details of the method used and the processing of the collected data. Results
presented in this chapter provide a valuable insight into the changes that occur to
both the vessel anthe device during the sealing process, with the shim gap of the
device shown to fluctuate throughout the sealing process and the vessel tissue to
be pulled towards the device. Furthermore the results showed that no two seals
were performed in the same wayith a difference in displacement magnitude and
the pattern of the displacement for both the displacement of the jaws and the
tissue. To expand upon the work conducted within this chapter, subsequent
chapters will describe the use of finite element modeihg to improve the

understanding of the variation in seal quality further.
4.2 Introduction

As discussed in the previous chews there are many factors thatan influence the
quality of an electrosurgical seal including the morphology and size of the blood
vessel and the surface structure of the shim. Work looking at the effect of these
parameters is limited to understanding their relationship with seal quality with a
limited understanding as to why these parameters affect sealing performance. The
aims of tre testsdescribedin this chapter wa$o improve understanding as to the
behaviour of the vessel during the sealing process and to establish why vessel

parameters and shim designs have such a significant influence on seal quality.
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Existing work irthe literature has compared smooth and structured shims, with
structured shims being shown to reduce the number of seal failures and lead to a
lower sealing temperature. These results came from a simple comparison of just
two shim designs and provided no undemsttng as to how different surface
features would affect the sealing proce$&chteret al.,20060. Work conducted in

the previous chapter is the most compretmve study to date in exploring the
effect of surface structure on the sealing process, discussing the effect of surface
structure on the quality of the seal, seal failure rate, adhesion and the size of the
resulting seal (seal surface area). The desifjthe shim was shown to have a
significant effect on each of these parameters and as such a further understanding
as to how and why the shims performed differently was required.

To assess the performance of the different shims a-oomtact method was
required so it would not have any influence on the sealing process. As such it was
decided to use digital image correlatioDIC). DIC is a namontacting optical
method used for measuring surface displacement and thus calculating (Zinaing

and Arola, 2004 The method has many applications with biological tissues
including measuring the mechaal properties of the bovine artery, monitoring the
loosening in cemented total hip replacemen@hang and Arola, 2004nd the
mechanical properties of human skigvans and Holt, 2009Due to a nhumber of
limitations with biological tissues including size, shape, and the necessity of
maintaining hydration, optical methods have many advantages due to being non
contact. There are a variety of optical methods available that are suitable for use
with soft tissue. Howeer their measuremeniNJ y3S Aa 2F0Sy avlff
limiting their application(Zhang and Arola, 2004

Theaim of the work in this chapter wae use DIC to capture the sealing process
and use the results to provide a greater insight as to the changes occurring in the
tissue during the sealing process. Furthermore #gtady aimed to investigate
differences in he sealing process for the different vessels, considering the vessel
morphology and the outer diameter of the blood vessel. Additionallydine wasto

use DIC to investigate differencestime performance of the different shim designs
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to understand why tk different shim designs result in dissimilar sealing

performances.
4.3 Methods

4.3.1 Digital Image Correlation

The theory behindIC was discussed in Chapted@tailing how displacement and
strain are computed by the software through the use of pattern recogmitio
techniques. The subsequent sections will detail the DI€igatsed to conduct the

experimental work and conduct the study.

4.3.1.1Equipment

The DIC system used svthe Q400 (Dantec Dynamics), consisting of the necessary
software, a HiLis light source and ata logging system to connect the cameras to
the laptop. The HiLis light source is a high intensity LED illumination system which
provides cool and homogeneous illumination. Two digital cameras were used with
the system, along with the appropriate lens@&se specification of the cameras and

lenses are displayed Fable4-1.

Table4-1 Manufactures specification for the cameras and the lenses used with the DIC system

oo

Number of
Manufacturer Resolution
Cameras
2 Limess 1600 x 1200 /Begapkels
. Object to
o Working
Magnification Image
Manufacturer Name Distance _
Range [1:] Distance
(mm)
(mm)
Schneider XNP 2.0/28
>5.9 >174 >232
Kreuznach Compact
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In order to position the cameras and light source a tripod stand was used with
attachmentsso only one tripod stand was required. In addition to the DIC system
the pressurisation apparatus used for the burst pressureingstvas required for

this study;with the equipment and setip of this apparatuss detailed in Chapter.3

4.3.1.2Setup
The salinenfusion apparatus was set up asstribed previously in Chapter Gnce
this was set up markers were placed on the testing surf&igufe4-1) to ensure

the equipment would remain in a consistent location throughout the anglysi

Markers for position of
saline infusion
apparatus

Figure4-1 Image of the markers used to mark the position of the saline infusion circuit ensuring

consistent location throughout the assessment

The two cameras were mounted onto a tripod with Hiliggtl source positioned
between the two cameras. The cameras were positioned directly above the
specimen to ensure no part of the blood vessel was obscured during the sealing
process Figure4-2). The two cameras were connected &data logging system,
which in turn was connected to the laptop. Following this the aperture and focus of
both cameras was adjusted, with cameras focusing on a rubber tube with a speckle
pattern applied to simulate a blood vessel. This rubber tube wasd tis®ughout

the system setip. When adjusting the aperture and focus of the cameras it was
necessary to ensure that both cameras had the same field of view and aperture,

leading to an easier and better calibration.
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Camera

HiLis light source

Figure4-2 Image of the DIC system set up with the two cameras positioned above the specimen,
along with the HiLis light source.

To ensure the vesel sealing device did not moderingthe analysis the device was
mounted using a clamp andasid Figure4-3). The position of this clamp was also
marked in the same way as the saline infusion apparatus to ensure the equipment

remaired in a consistent locatioduringthe analysis.

Blood vesse damp

Device

Figure4-3 Image of the electrosurgical vessel sealing device held in position using the clamp an

stand, ensuring the device ditbt move throughout the analysis.

4.3.1.3System Calibration

Following the setip of the DIC system it was neceagsto calibrate the system. The
calibration is necessary to determine the position and orientation of each of the
cameras with respect to the surface of the specimen and relates to the pixel size of
0KS 2062S5S00Qa AYF3S G2 (rkt&StheYsysieNA serieda @I £ S @
eight calibration images were taken of a calibration target. The calibration target

used for this study was a 9x9 grid, 40mm x 40mm (Dantec Dynamics). The target
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was rotated and tilted for each image to allow the software to edetine the
required parameters. A calibration residm of <0.1 was considered acceptable
(Barton, 2012 The calibration residuum is the average uncertainty of the found

markers in the unit of pixels.

4.3.1.4Specimen Preparation

The blood vessels were prepared for testing in the same way as previously
described in ChapteB. Blood vessels were skeletonisedngssurgical scissors to
remove all connective tissue and then split into sections. Blood vessels were split
into 40mm sections with seals being located at 25mm and 65mm from the

bifurcation.

4.3.1.5Capturing the Sealing Process

Following the preparation of thepecimen, the blood vessel was connected to the
saline infusion circuit using a haemostat. The free end of the specimen was also
clamped using a second haemostat to create a small amount of axial tension and to
allow the vessel to be pressurised. The bloedssel was pressurised to
approximately 60mmHg and the speckle pattern was applied. The pattern was
applied by first applying a layer of white face paint as a base layer, and
subsequently using a make brush to sprinkle black paler over the surface of

the specimen. In addition to applying the speckle pattern to the blood vessel, the
pattern was applied in the same manner over the outer surface of the upper jaw.
Once the speckle pattern was applied a trial run was conducted to ensure that the
pattern was of sufficient standard to achieve good data collection. This consisted of
capturing two shots using the DIC system, and processing the data through the
software and checking for gaps within the resulting image. If there were no gaps
the vessel was clampleusing the device being tested. If there were gaps within the
resulting image the speckle pattemasadjusted or reapplied and the trial process
was repeated until the speckle pattern was of sufficient standard. The sealing
process was then captured; throcess was captured at a frame rate &fZ with a

6 seconds period beingaptured.The sealing began 162 seconds after the DIC

system began capturing the images.
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4.3.1.6Data Processing

Data was processed within the DIC software using the parametersagésplin
Table4-2. A mask was drawn covering both the surface of the jaws and the surface
of the blood vessel, with these two areas being defined as the areas of interest.
Two start points were defined for each sample, one locairdhe jaws and one on

the vessel. The start point was a point which can be found within all captured
images of the specimen to allow the software to conduct the necessary calculations
and processing. For each sample the z displacement for the device tlasvy
displacement for the tissue, and the true principal strain for the tissue were

consideredlnstra 4D software was used to both capture and process the data.

Table4-2 Parameters for the DIC testing

Technique Used Digital Image Correlation

Calibration Residum <0.1pixels
Speckle Pattern Size 0.06-0.28mm
Displacemenioise 0.0052 mm
Subset 17 pixels
Step Size 17 pixels
Total Number of Images 30 (5Hz)
Displacement

Spatial Resotion 0.425mm
Strain

Smoothing Method None applied

When processing the z displacement of the jaws, a line was drawn along the length
of the jaws and the data was exported as an ASCII file. This data was then imported
into MATLAB (MathWdss, Massachusetts, USA) and a surface plot was created,
showing how themean z displacementvaried along the length of the jaw
throughout the duration of the analysis. The MATLAB commands and code used for
this processing can be found in Appendix A. Adddlly a line was drawn across
the width of thejaws, 1.52 mm fromthe end of the jaws furthest from the handles

of the device, with the raan z displacement exported tx&el. This allowed for the
comparison of z displacement for all samples.

When procesing the y displacement of the tissue it was nacsubjective as a
number of samples lost significant detail in the area of the vessel adjacent to the

jaws. When enough detail remained a line was drawn along the length of the vessel
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and a surface plot showyy how themeany displacement varied along the length of

the vessel for the duration of the seal was produced in the same way as described

for the device jaws. Furthermore a line was drawn across the width of the yessel

5.5- 6 mm fromthe edge of the deice jaws and the mean y diggement was

exported to Ecel. This allowed for the comparison thie meany displacement

amongst the different samples. The same was also done for the true principal

strain, with the mean principal strain being considered

4.3.2 Shims and Device Modification

The shims assessed in this chapter were the same as discussed in the previous

Chapter 3, with the device being modified in the same way. A brief summary of

these designs and previous results is presentefiable4-3.

Table 4-3 Summary of shim designs including results from work in ChaptdBurst pressure is

presented as the mean £ SD

Surface Features

Previous Results

Shim Shim Name Groove | Groove | Peak Groove Mean Burst| Seal
Number Width Depth | Width . . Pressure | Failure
Orientation
/mm /mm /mm /mmHg Rate
. 585.45 +
0
1 OR Original No Surface Features 26177 5.0%
468.77 +
0
2_SM Smooth No Surface Features 192 80 27.3%
547.05
0
3 GR Grooved 1 0.1 1 Transverse 266.24 14.3%
Narrow 507.00 £
0
4 NA Grooved 0.5 0.1 15 Transverse 209.07 33.3%
606.33 +
0
5 HF | HF Grooved 1 0.1 1 Transverse 238,74 14.3%
Longitudinal _— 549.85 + 0
6_LO Grooved 1 0.1 1 Longitudinal 253 92 25.0%
o 191.05+
7_45 | 45°Grooved| 0.5 0.1 0.5 45 Degrees 113.17 89.5%
L Combination of the grooved (3_GR) an{ 764.46 + 0
8_CC | Combination longitudinal (6_LO) shims 388.331 | 0%
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4.4 Results

The number of samples captured for each shim was kept consistent at 6 samples
per shim, with this number being chosen tog sufficient number of samples for
this study. The sample size reported for each shim varies however based on the
quality of the data captured and the number of samples with useable data, where

sufficient detail remained throughout the analysis.

4.4.1 DeviceDisplacement
During the capturing of the sealing process using DIC the movement of the jaws was
monitored. The displacement of the jaws in the z directiGig(re 4-4) was of

interest.

i

Figure4-4 Definition of the axes for the processing of DIC data.

The displacement of the jaws for a total of 17 seals was analysed, with the results
for the combination, narrow and original shim displayedrigure4-5, Figure4-6

and Figure 4-7 respectively. Results for the remainirghims can be found in
Appendix BFigure4-5, Figure4-6 and Figure4-7 show pulsing of the device jaws
occurring throughout the sealing process, with this pulsing resulting in a fluctuation

in the shim gap, with a maximum variation of st U5%F
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Jaw z displacement {mm)
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Time (s)

Figure4-5 The z displacement of the jaws during the sealing process using the combination shim. A
positive change in displacement indicates an increase in the shim gap. The different coloured lines
refer to different seals performed, with died lines referring to specimens sealed at 25mm from the

bifurcation and solid lines showing seals performed at 65mm from the bifurcation.
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Figure4-6 The z displacement of thays during the sealing process using the narrow grooved shim.
A positive change in displacement indicates an increase in the shim gap. The different coloured lines
refer to different seals performed, with dotted lines referring to specimens sealed at 2fsommthe

bifurcation and solid lines showing seals performed at 65mm from the bifurcation.
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Figure 4-7 The z displacement of the jaws during the sealing process using the oshinal A
positive change in displacement indicates an increase in the shim gap. The different coloured lines
refer to different seals performed, with dotted lines referring to specimens sealed at 25mm from the

bifurcation and solid lines showing seals penfied at 65mm from the bifurcation.

Furthermore a surface plot for the displacement of the shims in the z direction was
considered. Two examples of this can be seefkigure4-8 and Figure4-9. With
Figure 4-8 showing a surface plot for the z displacement of the jaw for a seal
performed using a 45grooved shim, and-igure 4-9 showing the same for an
original shim. All other surfagalots can be found il\ppendix BThe surface plots
also show the pulsing of the jaws and show that the change of displacement is
greatest at the tip of the device, with the pulsing havia@imited effect closer to

the handles.

92| Page



Chapter 4| 2014

0.04
5 0.035
0.03
4 —~
-~ -0.025 E
@ E
2 =
S - 40.02
S 3 £
2 3
© - -0.015 S
= 7]
= S
2 0.01 N
0.005
1
0
o -0.005
0 5 10 15 20 25

Distance (mm)

Figure4-8 A surface ploshowing the variation in z displacement along the length of the jaw for the
sealing process. Distance refers to the position along the length of the jaw, with O indicating the
position closest to the handles of the devid&eexample shown was sealed using the 45° grooved

shims, sample numberZ5-JUL.
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Figure4-9 A surface ploshowing the variation in z displacement along the length of the jaw for the
sealing process. Distancefers to the position along the length of the jaw, with O indicating the
position closest to the handles of the devickhe example shown was sealed using the original

shims, sample number@RJUL.

The displacement of the jaws for all samples analysad be seen irfrigure4-10.

The colours on the chart indicate the different shim types used, with the dashed
lines indicating seals performed at 25mm from the bifurcation, and solid lines
referring to seals performed at 65mm frothe bifurcation. As seen ikigure4-10,

each of the seals resultdd a different magnitude of pulsing of the jaws, and each
type of shim dis@yeda different pattern for the pulsating of the jaws, with no

trendsor patterns seen based on the shim type or the position of the seal.
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0.08 - = Narrow
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Original
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Jaw z displacement (mm)
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Figure4-10 The z displacement of the jaws during the sealing process for various shims. A positive
change m displacement indicates an increase in the shim gap. The different coloured lines refer to
different shims tested, with dotted lines referring to specimens sealed at 25mm from the bifurcation

and solid lines showing seals performed at 65mm from the kafiwo.

4.4.2 Tissue Displacement

The displacement of the tissue was analysed for a total of 15 samples, with the
displacement in the y direction F{gure 4-4) beng of significant interest.
Displacement maps at various points throughtls sealing process for a number

of seals can be seen Trable4-4. As can be seen from the imagesTable4-4 there

was a significant difference in the displacement between the different samples,
with some seals resulting in more displacement in the y direction than others. The
difference in the displacement was both the distribution across the surface of the

blood vessel, and the magnitude of this displacement.
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Table4-4 Variation in y displacement of various vessels throughout the sealing process, with seals

performed using different shims.
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When enough detail remained in the vessel wall throughout the analysis a surface
plot of the y displacement along the length of the blood vessel was produced. Two
examples of these plots can be seerFigure4-11 and Figure4-12, with these two
samples being sealed by the original shimore samples are presented in Appendix

C As can be seein the two surface plots showhe area close to the shim is
subjected to large amounts of displacement compared to the area of the vessel
further away from the device. Furthermofggure4-12 demonstrated pulsing of the
tissue along the length of the vessel. Both surface plots presentedv sho
significant difference in the displacement of the tissue, with both different

magnitudes and different patterns presented.
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Figure4-11 Surface plots showing the variation in y displacement along thgtleof the vessel for
the sealing process. Distance refers to the position along the length of the vessel, with 0 indicating

the position furthest from the device. Example shown was sealed using the original shims, sample
number 20RJUL.
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Figure4-12 Surface plots showing the variation in y displacement along the length of the vessel for
the sealing process. Distance refers to the position along the length of the vessel, with 0 indicating
the position furthest from the device. Example shown was sealed using the original shims, sample
number ZORJUL.

Furthermore the displacement of the tissue was analysed midway along the length
of the vessel (5.8 6 mm away from the jaw edgdfigure4-13 shows one example

for the HF grooved shims, with the remaining data for eslsim set displayed in
Appendix CThe kgure shows pulsing of the tissue in the y direction, with periods
of sudden and rapid contraction, anqekriods where the tissueetaxed Figure4-14
shows the y displacement of all tissue samples analysadh seal displayed
different amount of tissue contraction and different patterns of contraction and
relaxation. When all data was cadered, no trends or patterns were seen in the

data, based on both the position and the shim being used to perform the seal.
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Figure4-13 The y displacement of the tissue duritite sealing process for the HF grooved shims. A
positive change in displacement indicates the tissue moving closer to the device.
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Figure4-14 The y displacement of the tissue dugithe sealing process for various shims. A positive
change in displacement indicates the tissue moving closer to the device. The different coloured lines
refer to different shims tested, with dotted lines referring to specimens sealed at 25mm from the

bifurcation and solid lines showing seals performed at 65mm from the bifurcation.

9| Page



Chapter 4| 2014

4.4.3 Tissue and Jaw Displacement

Following the analysis of the jaw and tissue displacement separately, the two
displacements were considered togeth&igure4-15 ¢ Figure4-17 are examples of

the comparison of the jaw and tissue displacement, with a full d&tabeing
available in Appendix.Dn eachFigure Figure4-15 - Figure4-17), the pulses of the

tissue and the jaw can be seen to coincide with one another.
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Figure4-15 The y displacement of the tissue and the z dispment of the jaws during the sealing
process for the combination shim, sampleCEJUL. A positive change in tissue displacement
indicates the tissue moving closer to the device, and a positive change in jaw displacement indicates

an increase in shim gap
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Figure4-16 The y displacement of the tissue and the z displacement of the jaws during the sealing
process for the original shim, sampleCBRJUL. A positive change in tissusplicement indicates
the tissue moving closer to the device, and a positive change in jaw displacement indicates an

increase in shim gap.
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Figure4-17 The y displacement of the sige and the z displacement of the jaws during the sealing
process for the original shim, sampleO8RJUL. A positive change in tissue displacement indicates
the tissue moving closer to the device, and a positive change in jaw displacement indicates an

increase in shim gap.

4.4.4 Tissue Strain

When analysing the strain the vessel was subjected to during the sealing process a
number of interesting findings were discovered. Firstly the area of the vessel
adjacent to the device jaws haal principal direction of stia in the x direction

(refer to Figure4-4 for axis definition) in the early stages of the sealing process
(Figure4-18). This was seen in all seals that were captured, irrespective of the
vessel morpholgy or the shim design used to perform the sealWithin Figure 4

18 high levels of strain can be seen on the surface of the device jaw, this was an
artefact within the data due to an error within the software with subsets at the

edge of the mask causirmmgpnfusion within the software.
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Figure4-18 Image for sample -BIA-JUL showing the surface strain distribution (true principal strain)
for the blood vessel sealed using the narrow grooved shilmages taken at 1.6s into the DIC
recording. The region of the blood vessel adjacent to the device jaws shows the principle strain to be

in the x direction.

Upon further investigation of the x direction strain, using the images captured
during DIC wh no processing, the vessel could be seen to extend in the x direction
adjacent to the device jawsTéble 4-5). Unfortunately due the large amount of
detail that was lost for a significant proportion of the samptesas not possible to
quantify the tissue movement in the x direction. The displacement in the x direction

occurred simultaneously with the displacement in the y directibabe4-5).
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Table4-5 Images captured during DIC, y displacement and true principal strain during the analysis
showing the expansion of the blood vessel in the x direction in the region close to the blood vessel.
The vessel was sealed ugithe narrow grooved shims, sampleN2+JUL. All images of the blood

vessel are orientated with the shim on the left hand side of the image.

1.6s

Image

displacement
Scale bar /mm

True Principal

Strain

{OFES

1l.4s
Y -
0.00
0

500000

Additionally when considering the true principal strain, the direction gradually
changed throughout the sealing process. Initially the principal strain was in the x
direction adjacent to the seal, with the strain in the rest the vessel being

randomly orientated due to the low level of strain recorded. As the sealing process
progressed the strain gradually changed orientation to be principally in the y

direction, perpendicular to the device jaws. The sequential change @ttain of
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the principal strain can be seen ngure4-19. This gradual change was typical for
all specimens, although the magnitude of strain and the general strain distribution

varied for all samples in a similaay to the tissue y displacement.

. 300000

(@)
(b)
He
(©)
(d)
0

Figure 4-19 Images showing sequential stages of the sealing process, with the blood vessel
orientated with the shim on the leftdnd sde. Imagga) was taken at 0s, imag®) at 2.4s, imagéc)

at 3.6s and imagé) at 4s. Images show thersin map for the true principasdtrain, with all images
using the same scale bar indicated on the right hand diéssel was sealed using the oraishims,
sample 60RJUL.

Furthermore when analysing the strain the vessel was subjected to, an uneven
strain distribution was observed across the surface of the blood vessel, with this
being observed in a number of vessel samples, as se€ahie4-5 and Figure4-18,
Figure 4-19. The uneven strain distribution was investigated further using the
images captured during DIC with poocessing. When examining a number of the
seals it became apparent that during the sealing process the effect was not the

same across the width of the vessel, with a number of samples appearing to have
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one side that was favoured during the sealing proceggh an increased level of
contraction down one side of the vessédlable 4-6 shows the images for one
sample (645 JUL), where the contraction was favoured down one side of the
vessel. Images for both the straand the y displacement show an increase in
displacement along one side, highlighting the effect of the increased level of
contraction along the one side. This effect was seés0#b of samples.

Graphs showing the comparison of the different levels arehds in the strain
midway along the vessean be found in the Appendix Erends shown in these
graphs are similar to those seen in the tissue y displacement chaytire4-14)

with no groupings based on shinpky or vessel position.

105| Page



Chapter 4| 2014

Table 4-6 Images for vessel sealed using the® 4ffooved shims, sample-46-JUL, showing the
camera image, y displacement and true principal strain for part of the sealing prodeissages of

the blood vessel are orientated with the shim on the left hand side of the image.
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4.5 Discussion

From the use of DIC a valuable insight into the electrosurgical vessel sealing process
has been gained, with a number of novel findings being presented. To the authors
knowledge this is the first time such a technique has baead to capture the
sealing process and as such a number of issues with the methodology were
discovered. Each sample started with a speckle pattern that achieved good results,
but throughout the sealing process this detail was lost in the area of theetissu
adjacent to the seal. This loss of detail did not occur within all samples, and the loss
of detail appeared to be random and unpredictable. The loss of detail was mainly
due to the sudden and rapid contraction of thissue, and problems with steaare
thought to have made the loss of detail worse. It is thought that using a DIC system
with a higher frame rate has the potential to reduce some of this detail loss.

The complex geometry of the vessel meant that the vessel orientation did not line
up entirdy with the defined ceordinate system but the misalignment was minimal.
The alignment of the vessel and device within the field of view was controlled with
careful setup of the equipment. Due to the variation ressel geometry for each
vessekhe effectof misalignment would have varied for each sampled therefore

it was not practical to quantify the effect. The effect of misalignment would have
been greatest in the-direction for only the tissue; this was partially due to the
curvature of the vessedurface. The misalignment would have a very minimal effect
for the device jaws and the tissue in other directions.

As part of the DIC analysis the displacement of the jaws was considered in the z
direction (please refer térigure4-4 for axis definition) Figure4-5¢ Figure4-7 show

that the jaw moved in this direction throughout the sealing process, pulsing with
the pulsating of K S (A da&adz8> |yR OFdzaAy3a | Y|l EAYdzy
The shim gap of the device is of great importance as it controls the application
force. A fluctuation in the shim gap suggests a variation in the application force,
although it is important tonote that due to the changes in the tissue throughout
sealing a constant application force would not be achieved irrelevant of the
fluctuations in shim gap. With a displacement controlled application force, the force

applied to each vessel is dependent morphology and geometry and therefore an
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ideal shim gap is difficult to establish. It is important to note that investigating the
effect of shim gap and force was outside the scope of the study.

Additionally the change of shim gap would also mean teatgerature fluctuations
occur during the sealing process, with both force and temperature known to affect
the sealquality (Wallwieneret al., 200§ . Furthermore this variation in shim gap
throughout the sealing process raises questions about the study performed by
Wallweineret al (2008) exploring the relationship between compressive pressure
and seal quality. The study implies that a constant pressure was achieved
throughout the sealing process, but &® not specify if or how the shim gap altered

to achieve this.

As part of the analysis the displacement of the device along the length of the jaws
was analysed, with these results being presented in surfdots (Figure4-8 and
Figure4-9). These results demonstrated increased displacement at the end of the
jaws furthest from the device handles, and showed pulsing along the length of the
jaws. The results from this analydiighlight the importance of the positioning of
the vessel along the length of the jaws when performing a seal, not only due to the
application force, but also due to the consistency of #iem gapthroughout the

seal. It is important for users of the dee to be aware of this fluctuation and that
such differences can have a significant effect on the seal quality.

It was chosen to analyse the y displacement (péeaefer toFigure4-4 for axis
definition) of thetissue due to observations made in previous experimental work,
with significant contraction of the vessel observed in this direction. The decision to
focus on the y displacement of the tissue was further justified when considering the
direction of the pmncipal strain, with the principal strain primarily being in the y
direction. When considering the y displacement of the tissue, differences in
distribution and magnitude were observe(lable 4-4) for each sample. HAis
difference was considered in further detail by looking at how the displacement
varied along the length of the vessel throughout the captured seal, with this data
being presented in a surfag#ot (Figure4-11, Figure4-12). This data demonstrated
that the tissue closest to the device jaws was subjected to the largest level of

displacement in the y direction, which was to be expected. Furthermore the results
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showed that, similar to the device jaws, the tissue pulsed in the y direction
throughout the analysis.

Although the surface plots were suitable for a number of samples, due to the loss of
detail in the majority ofsamples only fivesurfaceplots for the tissue could é
created. As a result it was decided to analyse the displacement of the tissue
midway along the length of the vessel, ensuring the same distance from the edge of
the jaws was considered each time. All samples were compared against one
another Figure4-14), with this demonstrating no trends based on the shim used or
the position of the seal.

Furthermore each seal demonstrated both contraction and relaxation in the y
direction, with this result being demonstrated are clearly inFigure4-13. The
vessels show pulsing in the y displacement, with this pulsing thought to be caused
by the pulsing of the generator waveform and the resulting temperature of the
tissue. When the tiszS NB I OKS& GKS NXBIjdzA NER { SYLISNI
one of the on periods of the generator waveform, the collagen within the vessel
wall between the device jaws denatures. This denaturing of the collagen causes the
tissue between the device jaws shrink, thus resulting in the surrounding tissue
being pulled toward the device jaws, causing the contraction seen throughout each
seal.During the off period of the generator waveform, the tissue is allowed to cool
slightly as no current is being applieBuring this period the tissue relaxes (a
reduction in y displacement) with this relaxation thought to be due to the collagen
that was not denatured returning back to its original wavy state.

When comparing the pulsing of the device jaws and the tisdeepulses appear to
coincide with oneanother Figure4-15¢ Figure4-17). Thisdemonstrates that the
pulsing of the devices jaws was caused by the pulsing of the tisswede the two
shims. This pulsing of the device jaws was thought to be due to the expansion of
water within the vessel wall, increasing the pressure between the jaws and forcing
the shim gap to widen; explaining the positive displacement of the device (mws
increase of up to 15% of the original shim gaphce the water reached a sufficient
pressure and temperature, the water was released from within the vessel wall as

steam, leading to a reduction in pressure between the jaws and allowing for a
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reduction in the shim gap, explaining the negative displacement of the device jaws.
When considering the overalisplacement of the jaws there was increase at the
start of the seal followed by a gradual reduction, indicative that overall thex® a
reductionin the volume of the tissue between the jaws.

The pulsing of the jaws and thessue occurs simultaneously du® the behaviour

of the tissue, with this pulsing being due to the pulsed waveform of the generator.
Although the pulses of the jaws and the sii® were caused by different
phenomena they coincide with one another due to the relationship with the
generator pulses and the tissue temperature. The temperature of the tissue was
responsible for both the expansion of the water and the denaturation & th
collagen within the vessel wall.

When analysing the principal strain of the tissue it became apparent that for a
number of samples the principal strain was in the x direction, parallel to the device
jaws, during the early stages of the sealing processhie area of the tissue closest

to the device jawgFigure4-18). This was investigated further and for all seals it was
observed that the vessel initially stretches in the x direction, increasing the width of
the vessel, but only in the area of the tissue adjacenthe jaws (Table 4-5).
Unfortunately due to a loss of detail within this region it was not possible to
quantify the x displacement throughout the sealing pFss. This initial increase in
the width of the vessel wall was unexpected, and suggests further compgexitie
the vessel sealing process, with one possible explanation of this expansion being
due to the production of steam within the vessel wall.

When considering the true principal strain throughout the analysis it became
apparent that the orientation of the direction of the principle strain varied
throughout the analysisHigure4-19). Initially the orientationwas quite random
due to the low level of strains recded. As the sealing progressethe tissue
adjacent to the jaws hadhe principal strain in the x direction, and further away
from the jaws the strairstartedto orientate itself in the ydirection. Ashe sealing
entered its final stages the strain warientated in the y direction adjacent to the
devicejawsandthis y direction orientation hagrogressed along the length of the

vessel.The strain initially being principally in the x direction wasutjiot to be due
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to the circumferential bending of the vessel due to the compression and squeezing
during the clamping of the vessel. The principal strain changes direction due to axial
contraction due to the shrinking and denaturing of collagéhis strainorientation
verifies considering the y displacement when analysing the movement of the tissue,
and demonstrates that the most significant effect ohg the sealing process wa

the tissue contraction pulling the tissue towards the device jaws.

Furthermore when considering the strain distribution throughout the sealing
process, vessels displayed an uneven strain distribution across the surface of the
vessel. This warranted further investigation and upon reviewing the samples it was
observed that 50%f the seals demonstrated an @qual sealing effect across the
width of the seal. The example seen Table 4-6 shows that the samplehad
greatest contraction omne sideof the blood vessel wall. This resulted in a greater

y displacemenon this side and a higher level of strain. As the sealing progressed
the displacement gradually spread across the width of the vessel and the sealing
becane more even. Theinequal sealing is thought to be caused by a variation in
tissue properties acrosthe width of the vessel, most likely the tissue thickness
which would allow the current to take the path of least resistance when completing
the circuit, resulting in greater contraction in the region of the vessel with the
smaller wall thickness. Whenédthtissue is heated and the collagen is denatured the
resistance of the tissue increases and therefore the thicker areas of the tissue
would become the path of least resistance, resulting in the heating of the tissue
across the width of the vessel. Thisesff shows that the sealing process varies
within each seal, and that to achieve consistency from one seal to the next is a very
complex challengeThe variation in lisplacement across the length of the jaws
was considered as an explanation as to the wmestrain distribution seen within

the tissue. Due to the strain distribution varying in terms of which side of the vessel
was favoured, this seems an unlikely explanation as to this variation.

When considering the performance of all shims in terms of zadisplacement,
tissue y displacement, and principal strain there were no groupings or trends based
on shim type, vessel type, or the resultant seal quality. Each seal was unique in

terms of displacement and strain magnitude and distribution, with no seals

111| Page



Chapter 4| 2014

performing in the same way. The different in performance was in part due to the
variation in vessel properties, the size and the vessel morphology. Irrespective of
this the datadoes provide a great insight into the vessel sealing process. Theflack o
explanation as to how the various parameters affect seal quality is in part
attributable to the relatively small sample size used for itggt Data presented in
Chapter 3shows large variation within the individual groups i.e. elastic vessels or
seals gouped based on shims and therefore variation is to be expected when
capturing the seals using DIC. Significantly the data does show that no two seals
behaved in the same way, there was always a difference in displacement magnitude
or general behawur, andas such provides evidendkat the differences in seal
quality are due to the difference in the sealing process, not due solely to the way in
which the vessel morphology influences the ability of the vessel to withstand

pressure.
4.6 Conclusion

Using DIC tccapture the sealing process provided a valuable insight into the
changes that are occurring during the sealing process, with pulses in the device jaws
and the tissue being observed. These pulsese created by the pulses of the
generator waveform and theesulting temperature of the tissue. Thelping of the
devicejawsresulted y | @I NAI 0A2Yy Ay &KAY 3L L) o6&
of shim gap resulting in a variation in application force and a fluctuation in
temperature throughout the sealing pcess.

By analysing the displacement of both the tissue and the device jaws throughout
the sealing process it has been shown that no two seals are produced in the same
way, with differences being shown in both the magnitude and pattern of the
displacementor both the tissue and the jaws. The large variation in displacement
was to be expected based on the larger variation that occurs in seal quality.
Furthermore the difference in displacement occurs irrespective of the position of
the seal along the lengtaf the vessel, and the shim used to perform the seal, with

a larger sample size being required to establish any trends within the data.
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5 FE Modelling of Vessel Compression
5.1 Chapter Summary

This chapter details the creation of an FE model used to compar@erformance

of the different shim surface structures and vessel morphology in terms of the
mechanical aspects. The FE model was created in the open source software
package FEBio and was modelled as quarter blood vessels, taking advantage of the
symmetryof the problem, and using an Ogden model to model the behaviour of
the blood vessel wall. A total of five shim designs were compared using the model,
comparing their performance in terms of force, maximum stress and strain. Two
sets of material parameterswere used allowing for the comparison of
predominantly elastic and muscular vessels. Results demonstrated a significant
difference in the performance of the two material types, with the difference
between the two material models suggesting areas of weaknaithin the elastic
model that would result in a lower burst pressure. Additionally the comparison of
the shim designshowedthat the application of transverse grooves resulted in a
lower application force to compress the blood vessel, and lower stsasgifin the

blood vessel wall. Furthermore the model was validated using digital image
correlation (DIC), with botldata showing areas of high strain at the edge of the
vessel and areas of low strain at the centre of the vessel. The work in the chapter
demonstrates how the FE model can be used to aid device design and improve

understanding surrounding the electrosurgical vessel sealing process.
5.2 Introduction

Previous chapters haveescribedthe effect of varying shim surface structure on
seal quality, wth results demonstrating that thestructure of the shim surface
affects the device performance in terms of seal quality, adhesaod seal size
(surface area), with two of the designs improving the mean burst pressure of the
seals. Further experimental woused DIC to capture the vessel sealing process for

the different shim designs, but this work failed to provide an insight into how the
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different shims perform differently due to the small sample size used and
highlighted the complexities of the vessebfing process.

The experimental workas provided a great insight into how the surface structure

of the shims affects device performance. To expapdn this knowledge further FE
modelling was used. The application of FEA in biomechanics research agd desi
has increased exponentially over the last 30 years with more specialist software
becoming available. FEA in biomechanics is already a standard methodology, often
used when experimental investigation is difficult or impossibWhen considering
electrosurgery met computer simulations use a multiphysics approach, considering
the electrical and thermal effects of the procedureith limited consideration given

to the mechanical effects of the electrode dgsi Included in his thesis are
computer simulations considering the multiphysics and mechanical aspects
independently of one another. Thish@pter will focus on the mechanical aspects,
with Chapter 6 focusing on the multiphysics approach.

When considering the mechanicaspects of electrode design the most relevant
work existing inthe literature is FEA related to arterial clamping and the damage
assessment of various clamp designs. A number of arterial blood vessel models and
constitutive models were reviewed in Chapter> ¢gAGK GKS Y2ad NB
summarised inTade 5-1. Work by Famaeyt al (2012) compared two clamp
designs, one smooth and one grooved, with the grooved sample leading to more
pronounced stress concentrationhenet al (2009) compred two clamp designs,

one flat and one cylindrical, and found much larger stresses occurred in the
cylindrical clamp Both of these studies were concerned with the design and safety
of arterial clamps and demonstrate the ability of FE modelling to aid surgical device

design.
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Tabe 5-1 Summay of the key studies relating to FE modelling of arterial clamping

Study
Primary Year of
Author | Publication Study Summary
(Ref)
uModelledtwo layers of the blood vessel (adventitia and med
G::s;er 2002 wdJsedmaterial model develped by Holzapfel and Gasser
uMain focus wa damage occurring during arterial clamping
wailedto achieve complete lumen occlusion
uSingle layered blood vessel model
wJsed material model developed by Holzapfel and Gasser
Chenet wMain focus wa®n the fluid interactions dung clamping
o 2009 wComparison of two clamp digms, finding higher stresses wi
the cylindrical clamp compared to the flat clamp.
uModel achieve complete lumen occlusion
uSingle layered blood vessel model
wJsedmaterial model developed by Halgfel and Gasser
Famaey uMain focus wa on damage occurring during clamping
et al 2012 wComparison of two clamp designeuhd more pronounced

stress concentrations with the grooved clamp compared to
smooth clamp

wAchieved complete lumen occlusion

Throughout allthe experimental work there was constant variation in the

properties of the blood vessel, within the vessel morphology, vessel wall thickness

and the outer diameter of the vessel, as discussed in Chapter 3. Each of these

parameters has been shown to signifitly affect the performance of the device.

Through the use of FEA the variation in these parameters can be eliminated,

allowing for different shim designs to be compared against one another

consistently. Furthermore the effect of these vessel parameterghenclamping

process can benvestigated in a controlled mannecomparing the difference in
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performance between predominantly elastic and muscular vessels, and vessels of
different outer diameters. Furthermore if thEEMproduced results comparable
with experimental data it could be used as a tool aiding device design, providing a
cheaper, more accessible and more consistent alternative to tissue.

This chapter aims to produce &EMreplicating the clamping, sealing and bursting
process of electrosurgitaressel sealing. Additionally through the use of FEA the
performance of different shim designs shall be analysed, investigating the effect of
clamp design on clamping force, and the maximum stresses and strains within the
blood vessel wall. Furthermore ¢hwork in this chapter aims to produce different
blood vessel models to investigate the effect of different vessel parameters on the
sealing process to improve understanding of how and why these parameters affect

the device performance.

5.3 FEBio

The model wa produced using open source FEBio software developed by the
University of Utah. The software consists of three parts; PreView, FEBio and
PostView. PreView is a finite element gyecessor that offers a graphical user
interface that facilitates the procesof defining finite element models, including the
ability to import models. Files are exported from PreView to be used in FEBio. FEBIo
is a nonlinear implicit finite element framework designed specifically for analysis in
computational solid biomechanicés the file is exported from PreView there is an
opportunity to modify the coding in the .feb file, to apply additional options that
are unable to be applied within PreView. Finally the results can be viewed and
analysed in PostView, a finite element ppsocessor. FEBio has beeerified by

the creators, through comparing results from a number of analyses to analytical
solutions and verified FE codesjch asABAQUS and NIKE3D. The results from
FEBio demonstrated very good to excellent agreement witheotsolutions, with
small discrepancies being attributed to the differences in numerical algorithms

between different software packages
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5.4 The FE Model

The FE model simulates the compression of a blood vessel followed by the inflation
test; as such the model wagplg into a number of stages as detailed in the loading
step section. Due to the symmmgtof the blood model, an eightf the blood vessel

was modelled, along with one shim for compressing the blood vessel. In addition a
displacement control object, mimiglg the second shim was required; this
prevented the blood vessel wall from going past complete lumen occlusion and
allowed for slight compression within the vessel wall. This displacement control
object was modelled as a simple cuboid, with the same ni@teanodel and
parameters as the shim, as detailedSection5.4.2 A number of assumptions and
approximations were made producing the FEM including using the Ogden model to
model vessel behaviour, simplificati@f the clamping method and simplification of
the sealing process. These assumptions and their effects are discussed in greater

detail in Section 5.8.1 of this Chapter.
5.4.1 The Blood Vessel

5.4.1.1Blood Vessel Geometry

The blood vessel mod&las based on data psented by Gassset al (2002), and

had an inner diameter of 3.3mm, with a thickness of 0.8mm, with a 10mm vessel
length prior to the residual stresses being applied to the vessel. These dimensions
do vary slightly from those identified by Gassdral (2002) due to a different
approach taken in modelling the blood ves@@hsset al, 2002. For this study a
simplification to the model was applied, modelling the vessel wall as a single
layered structure with the parameters ftne model displayed iffable5-2.

Table 5-2 Displaying the vessel parameters ftite vessel geometrywith data based on data
presented byGasseret al.,2002

Model Vessel Wall Outer Inner Vessel Opening
Thickness | Diameter Diameter Length Angle
Gasser 0.8mm 4.1mm 3.3mm 10mm 34.5
Geometry
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To account for the residual stresses the blood vessel was shaped as degari

5-1, with an opening angle of 14@sed, this equated to an angle of 3for the
symmetry model. Once the residual stresses were applied to the model, the blood
vesselformed aquarter circle, with the x and y distance from the origin equal
(Figure5-1). Residual stresses were discussed in greater det@ihapter 2, and the

will be discussed further ifection 5.5.2

y -

(a) Origirib)

Figure5-1 (a).The unloaded stresg free blood vessel, with OA showing the opening anglée, 35

X

(b) Theunloaded but stressed blood vessel configuration, with x =y.

5.4.1.2Material Model and Parameters

The Ogden model was applied to the hibeessel wall, this constitutive modebs
discussed in further detail in ChapterThis model was used because of its good fit
to experimental data (Richards, 2010), its ease of convergence and because data
was available to allow the comparison of di#at vessel morphologieI:he model
assumes the material is isotropic, incompressible and strain rate independent. The
material parameters for this model were determined based on experiadenwbrk

by Richard42010) with material parameters being defined for two materials, a
predominantly elastic artery and a predominantly muscular artery. Material
properties defined by Richards were the instantaneous shear modulus, G, and the
dimensionless Ogden constantgu&tion 51 was used to calculate the Ogden
constantt (Perssoret al., 2010Q.

p=—= Equation (51)

o

The Ogden constani,, is referred to as M1 in FEBIio, and the Qugdenstant, is

referred to as C1. The bulk modulus, k, used In FEBIo is approximately 1000 times
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larger than the value of C1. Both the experimental parameters and model

parameters are displayed ifable5-3.

Table5-3 Displaying the experimental and model parameters for both the predominantly muscular

and elastic material modelRichards, 2010

Model Experimental Parameters FEBio Model Parametsr

Type G, kPa 1 k, N/mm® | C1 N/mnf M1
Muscular 100 19 10 0.01053 19
Elastic 25 22 1 0.00227 22
5.4.1.3Mesh

A mesh convergence study was performed to determine an acceptable mesh that
would produce accurate results in the minimum computing tifioe the blood
vessel The stug examined a number of meshes, with the initial mesh coarser with
a lower number of nodes and elements, and the meshing parameters being varied
to gradually increase the number of elements and nodes. The original shim was
used during the study and the vedsavas modelled as a predominantly muscular
vessel using an &ode trilinear hexahedral elemeniThe opening angle varied
based on the meshing parameters with the angle remaining as close to 35° as
possible. Details on the meshing parameters and openmges can be found in
Table5-4. The same step parameters as described in section 5.5 were applied to

the model, with the adhesion and bursting step omitted from this analysis.

Table5-4 Mesh convergence study summary including details of the mesh settings and the results

summary for each mesh

Mesh Details
Model Opening Angle
Elements Nodes
Mesh 1 4160 5166 33.2
Mesh 2 9120 10980 34.1
Mesh 3 16000 18954 34.5°
Mesh 4 27280 31968 34.2
Mesh 5 29920 34695 34.5
Mesh 6 32640 38115 34.5°
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Figure 5-2 and Figure 5-3 show the results from the mesh convergence study,

showing he reaction force in the y direction (refer teigure5-4 for axis defiftion)

and the maximum Von Misestress respectively. As seenHigure5-2, meshes 4, 5

and 6 all converghy with a@l NAF GA2Y 2F Figursb-3it Was 6y 6 S 39S NJ
meshes 5and 6 thatconverd® 6 A GK | GFNRFGA2Y 2F F M 3«

used for all subsequent analyses.
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Figure5-2. Graphshowing the shim reaction force in the y direction for the various meshes
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Figure 5-3. Graphshowing the maximum Von Misestress for the blood vessel for the various

meshes.
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5.4.2 Shim Models

The shims modelled for the analyses were based on thosguediin ChapteB,

with these degns being summarised ifiable5-5. The shims designed prsusly

were curved to allow for use with the OpenSeal device, to simplify the modelling
problem the shims were modelled as straight shims with a smooth surface. Shims
were originally created in SolidWorks (Massachusetts, USA) ancdtieerted to a
ASCISTL file before being imped into FEBio. A total of fivehim designs were
analysedwith the combination shim, 8 _Cable3-2), being omitted due to the

use ofsymmetry, with aquarter blood vessel model being necessary todel this

shim designThe 45 grooved shim 7_45 was not analysed due to issues importing
the model into FEBidzach shim was meshed using the tet generation function in
PreView, with the same settings being used for each of the shim models. All shims
were modelled as a rigid bodyas the deformation of the shims is negligible
compared to that of the blood vessdtor the purpose of the contact stiffnes$iet
material of the shims was modelled as medical gradeStt > A GK | | 2dzy 3¢
of 190 GPand a Bissor@ratio of 0.31.

Table 5-5 Details of shim designs, including images of the CAD models and actual shims for each

shim design.
Surface Features Number
Shim Shim Name Groove | Groove Peak Groove of
Number Width Depth | Width . . Elements
Orientation | .
(mm) (mm) (mm) in Mesh
1 OR/| Original/
2 SM Smooth No Surface Features 61477
3 GR Grooved 1 0.1 1 Transverse| 209341
4 NA | Narrow 0.5 0.1 15 | Transverse| 194421
- Grooved
5 HF | HF Grooved 1 0.1 1 Longitudinal| 413624
6 Lo | ongitudinall 0.1 1 45° 62369
- Grooved

Although the same settings were used to produce the mesh for each shim, the
number of elements varied due to the radius of the curve on the edge of the

grooves and the number of grooves on the shim.

121| Page



Chapter 5 2014

5.4.3 Contacts

The ontact between the shim and the blood vessel was defined as a sliding
contact. This allowed for the two surfaces to separate and slide across one another
but not to penetrate one another The augmented Lagrangian method was used
for the sliding contact, with the gnalty used varying depending on the material
parameters and the shim model usetiaple5-6). The same approach was used to
model the contact between the blood vessel and the DCO, with the penalty factor
used displayed iMable5-6. The augmented Lagrangian method was chosen was
this analysis over the penalty method, due to its improved stability for high level
compression problemsand recommendations made in literatur@laas, et al
2013. Both the augmented Lagrangian and penalty methods are algorithms used

for solving constrained optimizatigoroblems, such as the contact problem

Table5-6 Penalty Factors for the sliding contact between the shim and the blood vessel

Penalty Factor for Compression Shim
. Penalty
. . Material Type
Shim Analysis - - Factor for
Predominantly Predominantly DCO
Elastic Muscular

Original Shim 50 70 10
Grooved Shim 50 NA 10
Lopgltudlnal Grooved 50 NA 10
Shim
Narrow Grooved Shim 70 NA 10
HF Grooved Shim 70 NA 10

5.4.4 Boundary Conditions

The constraints of the blood vesseére applied along the lines of symmetry, with
fixed constraints applied in the y and z directiom the respective surface§igure

5-4). A prescribed z constraint was applied across the surface of the free end of the
blood vesselwith this constraint initially acting as a fixed constraint with a zero
scale factor applied, and then creating the axial residual stress, applying a stretch
<~1.1, and then acting as fixed constraint throughout the remainder of the
analysisA rigid constraint was applied to the DCO, constrgjrall six degrees of
freedom. The shim was also constrained using a rigid constraint, with all degrees of

freedom fixed apart from the y displacement. The y displacement was controlled
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throughout the analysis, and was used to move the shim in the neggatilmection

to compress the blood vessel.

Z residual stress constraini
applied to surface

N

Fixed constraint appliec
to surface in z direction
/

Figure5-4 Showing the boundary conditions applied to the blood vessel in the initial step of the

analysis. The displacement control object (DCO)thacompressive shim are also labeled.
5.5 Loading Steps

To control the constraints and loading of the model a multiple step analysis was
used, allowing constraints to be active or inactive as required. A total of five steps
were used for this analysis, withe initial step being used to apply constraints and
loads that would be active throughout the analysis. The subsequent four steps were
used to conduct the analysis; the first step creating the residual stresses in the
circumferential direction; the secorgtep changing the y constraints used to create
the residual stresses to the x constraints required for the remainder of the analysis;
the third step used to account for the z residual stresses, pressurise the vessel and
compress the vessel; and the finatep for modelling the adhesion and the
following pressurisation. A summary of each step can be fonithble5-7, along

with the time step settings used for each stewith details of the boundary

conditions andconstraints appliedprovided in subsequent sections The loading
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stages of the analysis are in line with those carried out in studies by both Gasser

al (2002) and Famasest al (2012).

Table5-7 Summary ofoading steps throughout the FE analysis.

Step Name Description Step Parameters
Boundary conditions, loads ar
. contacts applied in this ste N/A
Initial Step remain active throughout thg
analysis.
This step uses prescribed moti¢ Number of time steps 1000
Residual | to create the residual stresses | Step Size 0.001
Cutback Aggressive
Y constraints used to creal Number of time steps 100
Changing y to residual stresses are removed a| Step Size 0.001
X X constraints applied as geired | \15x Retries 100
for symmetry. -
or symmetry Cut Back Aggressive
The x constraint applied to allof Number of time steps 100
Removing x residual stresses to be applied| Sgep Size 0.001
constraint | rémoved from the model Max Retries 100
Cut Back Aggressive
Axial residual stresses are creat¢ Number of time steps| 20800
Pressurisatior A pressure load is applie{ siep Size 0.001
and pressurising the vessel t Max Retries
Compression| approximately 90mmHg, and t 100 :
vessel is compressed. Cutback Aggressive
The inner surface of the bloo Number of time steps| 23000
Adhesion and vessel wall is constrained in the| Step Size 0.001
Inflation Test| direction to recreate adhesion an Max Retries 100
the vessel is further pressurised. | cytback Aggressive

5.5.1 Initial Step

All constraints, loads, and contacts set during the initial step reethictive

throughout the analysis. Presbed constraints and loads were therontrolled

through the useof graphs, whilst fixed constraimtand contactshen remaired

unchanged throughout the analysis. The boundary cooas, as detailed irsection

5.4.4 and catacts, as detailed inestion 5.4.3 were applied in the initial step. A

pressure load was applil to the inner surface of the blood vessel wall, and

controlled through the use of graphs in a similar manto the displacement of the

shim.
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5.5.2 Residual Stresses Step

Excised arteries are associated with complex residual stresses as discussed in
Chapter2, with arterial rings springing open when cut in the radial direction. As a
result of the arterial ring springing open, different opening angles are measured
depending on the residual stresses within that samgla. opening angle of 140

was applied to tk blood vessel, equating to an angle of°3ke to symmetry
(Figure5-1). The edge of thevessel, highlighted ifrigure5-5, was prescribed to
move in the negative y direction to create the°3@edge, with the x and y distance

from the origin beilg equal to one anothelAdditionally it was necessary for a fixed

X constraint to be applied for this analysis step, with this applied to the node

highlighted inFigure5-5.

Nodes along surface
constrained to move iqve y

direction \

Figure5-5 Showing the constraints applied to create the circumferential residual stresses during the

residual stress step.

5.5.3 Changing prescribed y constraints to x constraints

Following the application of the circumferential residual stresses, it wasssary

for the y prescribed constraints to be replaced with x constraints for the remainder
of the analysis. As such the y prescribed constraints remain inactive from this point
forward, and the x constraint acts as fixed constraints accounting for théetmo

symmetry. Furthermore the x constraint apmlien the residual stress remained
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active for this step Kigure5-5), but was then inactive for all subsequent steps,
being removed in the followingtep. This step was used to rem®mvthe constraint

as it made it easier for the model to converge in the subsequent steps.

5.5.4 Pressurisation and Compression Step

Thefirst stage of this step applieah axial residual stresk; = 1.1, with a prescribed
constraint applied to the free end of the vessel wall, stretching the vessel in the
negative z direction. Following the application of the axial residual stress the
prescribed z constraint acts as a fixed constraint. The predsad applied in the
initial step was then activated through the use lohd curves A scale factor of
0.012 was applied to the pressure loads, resulting in a pressure of 90mmHg once
the load curvereached 1 in the positive y directiomhe scale factor as applied to

the analysis to control the pressure level, with the value chosen based on the units
used throughout the analysis and the desired pressuiee pressure remained
fixed at90mmHgthroughout the remainder of this analysis step.

The vessel washen compressed; this was achieved by applying a prescribed
motion to the shim in the negative y direction. The movement of the shim was set
in the initial step with doad curveused to control the shim displacemerithe load
curve remained constant at displacement during the presssation of the
vessel, and then gradually moved in the negative y direction over a period of 13
seconds until complete compression of the vessel was achjetied total
displacement of the shim resulted in a 0.5mm shim.gdjhe compression of the
vessel was achieved overpariod of 13 ssignificantly longer than in reality, but
necessary due to the high level of deformation occurring. During this step the DCO
becomes active, preventing the vessel wall going past comleten occlusion,

and allowing for slight compression of the vessel wall.

5.5.5 Adhesion and Inflation Test

The initial stage of this analysis step was to model the adhesion. This was achieved
by applying a fixed y constraint to the inner surface of the bloedsel wall to
those nodes beneath the shimBigure5-6). This prevented the nodes from moving

in the y direction but allowed movement in all other directions, replicating the

adhesion taking place during the sealing procesdowolg the adhesion the shims
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were removed, initially at a very slow rate, with the movement of the shims being
controlled through theload curve Once the shim was removed the vessel was
pressurised further to replicate the inflation test that takes pldckowing sealing

to assess the quality of the seal. During this step the vessel was pressurised to
approximately 360mmHg, the pressure that is considered a minimum pressuae for

successful seal (Chapter 3).

(b)

Figure 5-6 (a) Showing the area of the blood vessel wall constrained to recreate the adhesion
following the electrosurgical vessel sealing process. Nodes on the inner surface of the vessel wall
within this region have fixed constragpplied in the y directior(b) Showing the vessel following

the simulation of adhesion and the removal of the shim.

5.6 Experimental Validation

As with all FE odels it was necessary to validate the model to ensure the accuracy
of the results. To validatine model DIC was used to capture the clamping process,
and these restw$ compared to those of the FEowhel, for the original shims of the

device.

5.6.1 Validation Method

The DIC method detailed in Chapter fédrms the basis of the method used to
validate the nodel, with the reader referred back to this section for the equipment
setup and the theory behind DIC. Details of the testing procedure used to capture

the sealingprocess will be described in trssction.

5.6.1.1Capturing the clamping process

Tissue was pregred in a similar manner as described previousl$ection 3.3.1.1

of (hapter 3 with 40mm sections being used instead of the 20mm sections used
previously. The longer specimen size was necessary due to the change in testing

procedure. Once the vessel spl@ had been prepared the specimen was
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connected to the saline infusion equipment using a haemostat. The free end of the
specimen was also clamped using a haemostat to create a small amount of axial
tension. The vessel was then pressurised to approximaé€lsnmHg and the
speckle pattern was applied. The speckle pattern was applied using a sponge to
apply white face paint as a base layer, and then using a fapKerush to sprinkle
black powder over the surface. Once the speckle pattern was applied a trialas
conducted to ensure that the pattern was of sufficient standard to achieve good
results. This consisted of capturing two shots using the DIC system, and processing
the data through the software and checking for gaps within the resulting image. If
there were gaps within the resulting image, the speckle pattern was adjusted and
the trial process repeated until the speckle pattern was of sufficient standard. The
clamping process was then captured; this was achieved at a frame rate of 5Hz, over
a period d 10 seconds. The device was held in a clamp and the handle manually

closed at a slow rate during the capturing process.

5.6.2 Results Processing/ Analysis

Data was processed within the DIC software; a new evaluation was created and the
procedure for processingtated bythe software providers (Dantec Dynamics) was
followed. This involved identifying the start point, a point which can be found in all
images to allow for the software to conduct the necessary calculations and
processing, and drawing a mask to itlgnthe area of interest. For this analysis the
blood vessel area between the device and the saline infusion equipment was
selected as the area of interest. The data was then processed with the software
computing the displacement and strain. The enginegrprincipal strain was of

interest for the purpose of model validation.

5.7 Results

5.7.1 Validation of FE Model

The principal strain collected using the DIC data was compared to the principal
strain resulting from the FEBio model. The comparison of three blessdels to the

two different material types can be seen kigure5-7, with all images showing the

distribution of the principal strain at the point of complete lumen occlusion.
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(b)

500000 300000

(d)

400000

Figure5-7 Comparison of principal strain between the fBdel and DIC data, witfa) showing the
strain across the surface of half the width of the vessel foredfastic FEM(b) showing thestrain
across the surface of half of the width of the vessel for mmescular FEM, Figuséc), (d) and (e)
showingthree samples captured using DMith strain displayed across the full width of the vessel

Note for all images the shim is positioned at toe of the image
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When comparing the DIC data with the results from the FEM, a higher level of strain
at the edge of the vessel wall and a lower level of strain at the centre of the vessel
wall was seen in both data sefSigure5-7). The images for the DIC show the strain
distribution across the full width of the vessel, where the images for the FEM show
strain distribution for half the width of the vessdlhe maximummagnitude ofthe
principal strain measured using Di@ried (350000¢ 540000 ), with DIC samples

1 and 3 showing strain of a similar magnitude to the FEM.

Whilst the method presented allowed a comparison of the strain on the surface of
the vessel it does not validate the behaviour through the vessel wall. Addlty

the compressive force should be captured to further validate fully the results
similar to Famaey (2012)The Ogden model has previously been shown to be a
good fit with experimental data for blood vessels (Richards 2010). The similarity in
performarce between the Ogden model and the experimental values suggests the
effect of anisotropy is limited during clamping in terms of overall values. It is
thought that the effect of anisotropy would be more influential during the inflation

stage at pressures lyend the physiological range.

5.7.2 Comparison of Elastic and Muscular Blood Vessel Models
Two different vessel models were compared, predominantly elastic and
predominantly muscular, with the results presented for vessel compression and the

inflation test.

5.7.2.1Vessel Compression

Ideally the hoop stress throughout the vessel wall wdwddebeen considered, but

due to software limitations this was not possible and as such the Von Mises stress
was considered throughout. This was chosen to give a general indiaaititme
stress throughout the vessel wadllthough it should be noted that using the hoop,
radial and axial stress would provide greater detail and a greater insight into the
behaviour of the blood vessel'able5-8 shows the diférence between the two
vessel models throughout this stage. The images shown withile5-8 show that

both models hadh similar pattern for the stresdistribution, but the stress vgaof
different magnitudes for the two differanmodels, with the muscular model

showing higher levels of stress.
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Table 5-8 Images of the blood vessel wall at different stages throughout the blood vessel
compression stage. Images show ten Mises stresthrough the vessel wallwith a varying scale

used for each step displayed.

. . Stress /

Time Elastic Muscular (N /mmz)

014

5.4s —
0

019 ™

10s I
0

021 %

19s I
0

024 ¥

20s —
0

1.1 .

21s —
0

The difference in stress magnitudes was considered furtRegufe5-8) with the
stress on the inside of the vessel wall, and the outside of the vessel wall, within the
region of highest stress, points 1 and 2Rigure5-9 beingconsidered. This Figure
shows that the highestressoccurredat the inner wall of the vessel, and a lower

stress on the outside for both material types.
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Figure5-8 The Von Misestress at the inner and outer wall of thedold vessel wall throughout the

vessel compression. The different coloured lines represent the different material types.

() (b)

Figure5-9 Image showing the points of interest (POI) for the different analygg&oint 1 shows the

POI on the inner wall of the vesséb) Point 2 shows the POI on the outer wall of the vessel. The

area of interest considered for the surface pleas the line joining point 1 and point 2.

Due toFigure5-8 showing a difference in the behaviour of the stress distributions
throughout the vessel wall, a surface plot of how the stremsed for both models

wasproduced Figure5-10). These surface plots show that again both models have
the same stress distribution throughout the wall at this point, but the stress is of

different magnitudes.
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Figure 5-10 Surface plots for the two material types showing tken Misesstress distribution

through the wall of the vessel during the compression stage of the anafgsiShowing the elastic

material type andb) showing the musaglar material type.

The effective strain throughout the compression stage of the analysis was
considered. Table 59 shows the difference between the two vessel models
throughout this stage. The images showrTable5-9 show that both models had
similar stran distribution, but the strain wa of different magnitudes for the two

different models, with the elastic vessel showing higher levels of strain.
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Table 5-9 Images of the blood vessel wall at different stages throughout the blood vessel
compression stage. Images show the effective strain through the vesselwithlla varying scale

used for each step displayed.

Time Elastic Muscular Strém’

—— —————— 0.660

5.4s y =

— _——— o il

I S

10s = | —

| * |
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: 0.85°

o | =

- O [ ol

| ———. | 0.86!

Y |

The difference in strain magnitudes was considered furtiégure5-11) with the
strainon the inside of the vessel wall, and the outside of the vessd| within the
region of highest strainHjgure5-9) being considered. Thisgure shows the highest
strain occurring on the outside of the vessel wall, with the strain on the inside being
significantly lower. Furthermore theesults suggest that at this point within the
vessel wall the muscular vessel svactually subjected to greater strains than the

elastic vessel at the point of complete compression.
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Figure5-11 The effective strain at the inner and outer wall of the blood vessel wall throughout the

vessel compression. The different coloured lines represent the different material types.

Due toFigure5-11 showing a differace in the behaviours of the strain distributions
throughout the vessel wall, a sude plot of how the strain varietbr both models
was produced Kigure5-12). These surface plots show the same pattern of strain
distribution throughout the wall at this point, but the strain is of different

magnitudes.
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Figure5-12 Surface plots for the two material types showing the effective strain digiobuhrough
the wall of the vessel during the compression stage of the anal@}iShowing the elastic material

type and(b) showing the muscular material type.

5.7.2.2Adhesion and Inflation

The Von Misestress throughout the adhesion and inflation stagetlué analysis
was consideredTable5-10 shows the difference between the two vessel models
throughout this stage. The images shown witfiable5-10 show that both models
have a similar pattern for thetress distribution, but the stress is of different
magnitudes for the two different models, with the muscular model showing higher

levels of stress.
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Table 5-10 Images of the blood vessel wall at diffatestages throughout the inflation stage
following the vessel compression and adhesion. Images show/tme Misesstress through the

vessel wallwith a varying scale used for each step displayed.

Time Elastic Muscular (ﬁlt/rrifnszg
0.28 ©

33.8s i
=

-

39.8 i
o i

0.84 &

45s i
o i

The difference in stress magnitudes was considered furtRyufe5-13) with the
stress on the inside of the vessel wall, and the outside of the vessel wall, within the
region of highest stress, pointsahd 2 inFigure5-9 being considered. This figure
shows a difference in stress distributions between the two vessel models with the
higher stress occurring on the outside of the muscular vessel wall, but on the inside

of the elasic vessel wall.

137| Page



Chapter 5 2014

. 1.2 Elastic Inner Wall ~ «cccee Elastic Outer Wall

E 1 - Muscular Inner Wall ~ «ece.e Muscular Outer Wall

Z

(]

0

o

)

(O]

2

=

c

(@]

>

0 T T T T 1
22 27 32 37 42 47

Time (s)

Figure5-13 The Von Misestress at the inner and outer wall of the blood vessel wall throughout the

vessel inflation stage of the analysis. The different axdd lines represent the different material

types.

Due toFigure5-13 showing a difference in the behaviours of the stress distributions
throughout the vessel wall, a surface plot of how the stress varies for both models
was prodiced Figure5-14). These surface plots show a difference in the stress
distributions between the two material models, with the elastic model having a
higher stress on the inside of the vessel wall, and a lower stress on thel®wsi

the vessel wall, whereas the muscular vessel shows the higher stress initially
occurring on the inside of the vessel wall and then gradually transitioning to the
outer wall having the higher stress.

Current research being conducted by Famaeyal (2013)was working towards
damage models for the clamping of blood vessels. As such the current limitations as
to the stresses the vessels can withstand before damage occurs are not fully known.
When considering the stress limitations during kiumg, tesing conducted by Kim

et al (2012 found vessks ruptured at between 0.34.05MPa, when testing human
thoracic aortas. There is significant variation in the stress the vessel can withstand,
and the data available is fdihoracic ascending aorta for aneurgal tissue. Further
testing would be required to understand the stress limitations for sealed carotid

arteries before rupture occurs.
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Figure 5-14 Surface plots for the two marial types showing the Von Misestress distribution
through the wall of the vessel during the inflation stage of the analyg)sShowing the elastic

material type andb) showing the muscular material type.

The effective strain throughout the adhesi@nd inflation stage of the analysis was
considered. Table 5-11 shows the difference between the two vessel models
throughout this stage. The images shown witfiable5-11 show that both models
have a Bnilar pattern for the stain distribution, but the strainis of different
magnitudes for the two different models, with the elastic modélowing higher
levels of strain, this was due to the higher elastin content within the predominantly
elastic vessel hich allows the vessel to meet physiological requirements by being

highly deformable.
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Table 5-11 Images of the blood vessel wall at different stages throughout itifeation stage
following the vessel aopression and adhesionmages show the effectiv&rain through the vessel

wall, with a varying scale used for each step displayed.

Time Elastic Muscular { G NI
0.8

33.8s i
y |

19

39.8s i
N

1.7

45s —

The difference in strain magnitudes was cadesed further Figure5-15) with the
strain on the inside of the vessel wall, and the outside of the vessel wall, within the
region of highest strain, points 1 and 2kigure5-9 being considered. Thiggure
shows the same strain distributions for the different material types, with the strain
being of different magnitudes. Although the two material types show the same
strain distributionsFigure5-15 shows adifference in the wo material typesn their
ability to distribute strain throughout the vessel walvith the muscular vessel
having the highest strain at the inside of the vessel wall, and the elastic vessel

having the highest strain at the outside of the vessel wall.
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Figure5-15 The effective strain at the inner and outer wall of the blood vessel wall throughout the
vessel inflation analysis stage. The different coloured lines represent tleeettitfmaterial types.

Due toFigure5-15 showing a difference in the behaviours of the strain distributions
throughout the vessel wall, a suda plot of how the strain varietbr both models
was produced Kigure5-16). These surface plots show the same pattern of strain
distribution throughout the wallat this point, but the strain wa of different

magnitudes.
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Figure5-16 Surface plots for the two material types showing the effective strain distribution through
the wall of the vessel during the inflation stage of the analyfgjsShowing the elastic material type

and (b) showing the muscular material type.

5.7.3 Comparison 6Shim Geometry

Five different shim designs were modelled for assessment using the FEM. These
models all achieved complete compression during the compression stage of the
model, but only threemodels managed to converge for the adhesion and inflation

stage of the analysis.

5.7.3.1Vessel Compression

The Von Misestress throughout the compression stage was considered for the
different shim designs, with the stress distributions at complete compression
displayed inTable5-12. The image within this table she the area of high stress
occurred in the same place on each vessel irrespective of the shim design.
Furthermore the images demonstrate how the tissue follows the shape of the shims

surface features.
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Table5-12 Images of the blood vessel wall at full compression viittages showng the Von Mises

stress through the vessel wall for the different shim designs assessed.

Scale Bar/

Shim Type Von Mises Stress=22s (N/mm?)

0.65|

Original Shim
0.52 —

Grooved Shim

Narrow Grooved
Shim

HF Grooved Shim

Longitudinal
Grooved Shim

The magnitude of th&/on Misesstress was considered for the different shims at
G662 thLQ& o FigureOp With e Resuksyshowing a difference in
magnitude of the different shims at both the inner and outer walb(re5-17). The

results show thatvhen groovesvere addedto the surface of the shims there was a
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reduction inthe stress throughout the vessel wallie to less overall compression

of the vessel wall.
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Figure5-17 TheVon Misesstress at the inner and outer wall of the blood vessel Watbughout the
vessel compression. The different coloured lines represent the different shim designs assessed, with
the solid lines showing the stress at the inner wall and the dashed lines showing the stress at the

outer wall.

The effective strain throghout the compression stage was also analysed for the
different shim designs, with the strain distrubutions once complete comjprass
was achieved displayed irable5-13. The images within this table show a variation

in the stran distribution through the vessel wall, along the axis of symmetry for the
different shim designs. All models displayed a high area of strain at the edge of the

vessel wall beneath the compressive shim.
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Table5-13 Images of the blood vessel wall at full compression wviittages showng the effective

strain through the vessel wall for the different shim designs assessed.

Shim Type Effective Strain t=22s Sale Bar,C

0.86

Original Shim 0.692

0.519

. 0.346
Grooved Shim

0.173

Narrow Grooved
Shim

HE Grooved Shim §

Longitudinal
Grooved Shim
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The magnitude of the effective strain was consideredtii@r different shims at two
points of interest (as defined inFigure 5-9), with the results showing little

difference in the strain at these points for the different shim desidhngure5-18).
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Figure5-18 The effective strain at the inner and outer wall of the blood vessel wall throughout the
vessel compression. The different coloured lines represent the different shim designs assessed, with
the solid lines showing the straiat the inner wall and the dashed lines showing the strain at the

outer wall.

Additionally the compressive force of the shim throughout the compressive stage of
the analysis was consideredkigure 5-19) with the results showinghat the
addition of grooves resulted in a lower application force being required to achieve

complete compression.
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Figure5-19 The reaction force acting on the shim in the yedtion. The different coloured lines

represent the different shim designs assessed.

5.7.3.2Adhesion and Bursting

The Von Misestress throughout the adhesion and bursting process was analysed
for the three shim designs where adhesion and inflation were sutgssodelled
(Table5-14). Images presented ifable5-14 show no noticeable difference in the
stress distribution during the inflation stage of the analysis, with similar magnitudes

being presented foall shims.
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Table5-14 Images of the blood vessel wall at the final step within the adhesion and inflation step

with images shoingthe Von Misestress through the vessel wall for different shimsegns.

. . _ Scale Bar /
Shim Type Von MisesStress t=22s (N/mm?)
0.62
Original Shim 0.496 =
0.372 —
0.248 I
Grooved Shim 0.124
0
Longitudinal
Grooved Shim

The magnitude of th&/on Misesstress was analysed ftine different shims at two
points of interest(as defined irFigure5-9) in greater detail, with the results again
showing little difference between the two Bh designs. The grooved shims did
result in a slightly lower stress during vessel inflation at the inner vesse(Rigire
5-20).
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Figure5-20 The Von Misestress at the inner and outer wall of the blood vessel wall throughout the
adhesion and inflation analysis g& The different coloured lines represent the different shim
designs assessed, with the solid lines showing the stress at the inner wall and the dashed lines

showing the stress at the outer wall.

The effective strain throughout the adhesion and bursfimgcess was analysed for
the three shim designs where adhesion and inflation were successfully modelled
(Table5-15). Images presented ifable5-15 show no noticeable difference in the
strain distributions during the inflation stage of the analysis, with similar

magnitudes being presented for all shims.
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Table5-15 Images of the blood vessel wall at the final step within the adhesion and inflatiem

with images shoing the effectivestrain through the vessel wall for different shim designs.

Shim Type Effective Strain t=45s Scale BarC

1.12

Original Shim 0.897

0.673

0.449

Grooved Shim 0.224

Longitudinal
Grooved Shim

The magnitude of the effective strain was analysedtfa different shims at two
points of interest(as defined irFigure5-9) in greater detail, with the results again

showing little difference between the two shim desigirgylres-21).
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Figure5-21 The effective strain at the irer and outer wall of the blood vessel wall throughout the
adhesion and inflation analysis stage. The different coloured lines represent the different shim
designs assessed, with the solid lines showing the strain at the inner wall and the dashed lines

showing the strain at the outer wall.

5.8 Discussion

5.8.1 The FE Model

The FE model described this Chapter was produced to assess the mechanical
aspects of the vessel clamping and as such the stress and strain distributions
throughout the vessel wall were consiéel. As with all FE models there were a
number of assumptions that were made within the model. Firstly the shim gap
considered for this analysis was significantly larger than that of the actual device.
During clamping of the tissue with the actual device firocess is more complex,
with the movement of water within the vessel wall and the compressibility of the
tissue needing to be considered. Due to the software being used and a lack of
information available on this subject this was not modelled within BV, and as
such the shim gap was larger than desired.

Furthermorethe actual compression method waimplified, being modelled as two
parallel plates. In reality the compression the vessel is achieved with the jaws
moving in a similar way to scissorsedio the pivot in the device handle. This means

that the compression modelled here is even across the width of the vessel instead
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of being greater towards one side. This simplification allowed for symmetry to be
used to the full extent within the model. ®Edifference in compression method
could alter the stress and strain distributions seen across the vessel wall, but is
unlikely to affect the results from the comparison of the different models. This
simplificationin clamping has also been implented in other models throughout
literature, justifying its use within the mod¢Famaeyet al., 2012 Famaeyet al.,

2010 Famaeyet al., 2013 Gasseet al.,, 2002 Chenet al., 2009.

The model used to simatle the behaviour of the tissue was the Ogden model,
which was not an ideal choicalJthough the does replicate the behaviour of the
blood vessel wall well when comparing the strain distribution achieved
experimentally with that of the FEMF(gure5-7). Furthermore the Ogden model
has previously been deomstrated within the literatureto be a good fit to
experimental datdor the behaviour of blood vessels (Ogden, 19The model was

also used due to the good convergence achiewsdh the model. Ideally the
Holzapfel¢ Gasser model would have been used to replicate the behaviour of the
tissue, taking into account the orientation of the fibres and the different layers of
the blood vessel wal(Gasseret al, 2002. Furthermore when considering the
modelling of the adhesion, no change in material properties was considered for the
region beneath the shim. The material within this region has a significant change in
material properties, although this change hast being quantified. Furthermore

the region of the vessel that the change in material properties applies is not known,
with the change in material properties thought to progress along the length of the
vessel for a small distance, even though this reggonot directly affected by heat,

and is minimal in size in comparison to the length of the vessel.

The stress in the model presented in this chapter shows areas of high stress in the
same rgions of the vessel wall as were found Bgmaeyet al for the smooth
shims(Famaeyet al., 20129. Although this is the case due to differences within both
models and the difference in software used it was neither possible nor beneficial to
compare the mgnitude of this stresslt was not possible to compare the
magnitudes of stress due to Famaey al using a hoop stress, which was not

possible to analyse using the FEBIio software skitethermore the principal strain
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from the FEM was compared to datallested using DIC to capture the vessel
compresson. Images show a similar straghstribution, with high levels of strain
being captured at the same part of each vessel. Although this is the case the strain
distributions did vary, and were not uniform asss the surface of the vessel. This
uneven distribution was seen throughout the data collected in Chapter 4, and was
attributed to a difference in thickness throughout the wall of the vesadlich was
observed in the arteries used throughout the experirtednwork This was not
accounted for within the FEM. The data captured using DIC also showed different
magnitudes of strain, with the differences attributed to a variation in vessel
properties, such as thickness, outer diameter and vessel morphology. ugitho
these values varied, the magnitude of strain from samples 1 and 3 was comparable
with the magnitudes of strain in the FEM. Additionally there was a slight variation in
the shape of the shims used between the different analyses, with the shims used in
DIC being curved and the shims used in the FEM being straight. This could account
for the slight differences in the strain distribution and be a contributing factor to
the differences in magnitude.

When considering the inflation stage of the analysis & Hieyel of stress was
observed on the inside of the vessel wall for the sealed region, near the centre line
of the vessel. This high level of stress indicates a likely point of failure during the
burst testing of the seal, and is in line with results répdrby Richards, 2010,
where the position of seal failure was observed as being at the centre or close to
the centre of the sealThis high level of stress at this point provides an explanation

at the why the seal failure occurs at the centre of the vessel

5.8.2 Comparison of Material Types

Two material types were analysed, with each of the models using the same
boundary conditions and loads. As seen in Sectid2.1and 5.7.2.2there were
significan differences in the performance of the elastic and muscular vessels during
both the compressiomnd inflation stages. At the points of interg§ligure5-9) the
muscular vessel had the highest levels of stress and strain durehgampression
stage of the analysis, although both material models had similar distribution

patterns. More notable differences were observed during the inflation stage of the
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analysis where there was a significant difference in the way stress and stagin w
distributed through the vessel walls.

Considering the compression of the stage of the analysis the muscular vessel had
the highest level of stress at both the inside and the outside of the vessel wall
(Figure5-8 and Figure5-10), this was to be expected due to the increase in stiffness
of the muscular vessel compared to the elastic vessel. Although there was a
difference between the two material types in terms of stress magnitude, both
models demonstried a similar stress distribution through the wall of the vessel
(Figure5-10). Furthermore both the elastic and muscular vessels gtba high
stress concentration on the inside and outside of the vessel wall in the tissue being
clamped, which is again expected due to the high level of deformation occurring at
this point. This high level of stress is also indicative that this is an area of the vessel
that could be damaged during the clamping process, possibly leading to a weakness
within this area of the blood vessel wall which influences the ability of the vessel to
withstand pressure during the inflation test.

The strain analysis during the compression stage shaheidthe elastic vessel had
higher levels of strains throughouhe vessel wall Table 5-9), although the
Ydza Odzf  NJ @SaasSt KIFIR (0KS KAHgE3I1). ThiS St
suggests that the deformation as a result from the comp@sand the subsequent
effects wae more localised within the wall of the muscular ves3allle5-9 and
Figure5-12). With the elastic vessel the compression appears to affect a larger area
of the blood vessel, and could hadicative of why the two material types perform

so differently during the inflation tests, with the elastiesselbursting at a laver
pressure (refer to chapter for results).

Moving on to consider the inflation stage of the analysis the results suggest
difference between the material types in their ability to withstand the pressure.
When analysinghte stress the elastic vessel hdm higher stress at the inside wall,

but the muscular vessel dathe highest stress at the outside of the vessel wall
(Figure5-13 and Figure 514). This provides a possible explanation as to why the

two vessels performd differently during the inflation test, withthe vessels
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demonstratng a difference in their effectiveness distributing stress throughout

the vessel wall.

Considering the strain of the vessel during the inflation stage ofatteysis the
elastic vessel had higher level of strain on the outer wall of the vessel suggesting a
higher level of deformation. The hidévels of strairoccurredat the point between

the seal and the unaffected part of the vessel, where there is a large difference in
dimensions in the y directionT@ble 5-11). This high level of straimas more
noticeable for theelastic vessel and affesd a larger region of the vessel wall. This
suggests that the elastic vess#diled at lower pressures because of the high strain

occurringwithin this region presenting a weakness within the vessel wall.

5.8.3 Comparison of Shim Genetry

A total of five different shim models were assessed using the elastic vessel model.
Each model was modelled using the same boundary conditions and loads. The
original aim of the modelling work was to compare six different shim designs, but
due to poblems importing the 45 grooved shimonly five shim designs were
compared. Shims with grooves resulted in lower stresses through the vessel wall,
and required a lower application force when compared to the original shim during
the compression stage. Wheoonsidering the inflation stage there was little
difference in the behaviour of the vessel wall for the three shim designs analysed.
When considering the Von Misedress throughout the vessel wall during the
compression stage there was a significanfedénce between the smooth shim and
those with groovesTable5-12 and Figure5-17). The addition of grooves to the
surface of the shims re#ied in lower stresss at the points of interest(Figure
5-17), with the most effective reduction of ®ss occurring when the grooves rge
equal in width to the peaks, with the stress reduction improved further with higher
frequency grooves. Results from Chaptgérshow that the HF Grooved ishs
resulted in a higher mean burst pressure when compared to the disted shim
designs, suggesting that a significant reduction in stress results in a higher mean
burst pressure.

The reduction in stress due to the addition of grooves was to be eggdedtie to

less overall compression of the tissue. Tissue that fills the grooves of the shims
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during the compression is subjected to less displacement in the y direction than if
the surface of the shims was smooth, resulting in a reduction in compressn an
therefore stressHowever these findings are inconsistent with those presented by
Famaeyet al (2012) who reported an increase in stress when comparing a mosquito
clamp (grooved) against a smooth clarfifamaeyet al., 2012). This difference in
results can be attributed to a number of differences between the two models. A
difference in clamp design, for example the width of the grooves, depth of the
grooves, and a radius of curvature appliedhe grooves, would make a significant
difference to the level of stress recorded within the vessel wall. Furthermore the
alignment of the grooves could have a significant effect, with Fametewl
modelling the clamp assuming a groove is opposite a pediereas this study
assumed the grooves were aligned. This suggests the alignment of the surface
features of the shims should be investigated to understand the effect on stresses
within the vessel wall.

When considering the strain distribution during claimgp there was a noticeable
difference between the different shim designBaple5-13), with all shim designs
with grooves presenting a higher strain at the seakssel interface suggesting the
addition of grooves leads to a highlevel of deformation. Based on the results
from Chapter3 this does not appear to have a negative effect on the burst
pressure. The only shim design to showowsdr level of strain at the points of
interest was the HF grooved shinfFigure 5-18), suggesting a lower level of
deformation at the point of weakness within the sealed area. This suggests that
increased deformation at this point of the vessel wall will lead to a reduction in the
seal qualitydue to damage occurring to éhvessel wall.

The adhesion and inflation was investigated for three shim designs. For the other
models convergence was not achieved when modelling the adhesion of the vessel.
Future work should considemproving the model and analygbe adhesion and
inflation of more shim designs. The three shim designs that were analysed
presentedlittle difference in eitherthe stressor the strain throughout the vessel
wall throughout this analysis stag@&gble5-14, Table5-15, Figure5-20 and Figure

5-21). This suggests that the amount of damage (the level of stress and strain)
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throughout the compression stage is the more influential factor in determining the
qualty of the resultant seal. Improvements can be made when modelling the
adhesion, taking into account the change in material properties and modelling fluid
surface interaction to make the model more realistic.

Furthermore it is important to note how the sse takes the shape of the surface
features of the shims. This was seen within the experiment as discussed in Chapter
4. This suggests that the tissue takes the shape of the features of the shim due to
the way in which the tissue deforms and squashes betwthe device jaws and as

the tissue heats up and the collagen denatures the tissue remains in this shape
once the jaws are removed, acting as a sort of mould for the shape of the seal.
Although results presented in this chapter suggest this has a linfgietdr on seal
quality, it is an area that should be given considerable thought during the device

design process as a different seal shape may lead to an improvement in seal quality.

5.9 Conclusion

The FE modalescribedin this Chapter recreated the vessalealing process, with

the model taking into account the residual stresses within the blood vessel, and
being used to compare different vessel types and different shim designs. When
considering the comparison of the vessel types the analysis of the datestieg a
difference in the ability of the different vessel types to withstapdessure
Furthermore the strain and stress distribution of the elastic vessel suggested that
the effect of clamping had a greater effect over a larger area of the blood vessel
and suggested that the elastic vessel was unable to withstand high pressures during
bursting due to highr strain occurringn the region between the vessel seal and
the unaffected area of the vessel wall

Analysis of the different shim designs found #igant differences in the
performance of the different shims, with the addition of grooves resulting in a
lower application force being required and lower stresses throughout the vessel
wall. Additionally the HF grooved shim resulted in lower strains digiwut the
vessel wall, indicating that the correct shim design can also lower the strains the

vessel is subjected to and reduce the damage occurring to the wall of vEkssk
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results suggest that the surface features of the shims can lead to an impemte
in the device performance due to less damage occurring within the vessel wall, and

a stronger seal being produced as a result.
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6 Multiphysics Modelling of Vessel Sealing

6.1 Chapter Summary

This chaptedetails the creation of an FEadel used to comare the performance

of the different shim surface structusein terms of the electrical and thermal
aspects. The FE model was created in AutoDesk Multiphysics simulation, with the
model making use of symmetgnd modelling a quarter of the tissue and shim
geometry. A total ofsevenshim pairs were compared using the model, comparing
their performance by looking at the temperature throughout the analysEse
results demonstratd that the best shims were those that had a lower temperature

at the surface offlie shims whilst still producing good heat distribution throughout
the tissue. Furthermore the results suggest that the orientation of the grooves
affects the seal quality due to the imprint of the groove pattern onto the seal thus
affecting the ability ofthe seal to withstand pressure, andot because ofpoor
temperature performance.The work in the chapter demonstrates how the FE
model can be used to aid device design and improve the understanding surrounding

the electrosurgical vessel sealing process.
6.2 Introduction

Previous chapters haveescribedthe effect of varying shim surface structure on
seal quality, with results demonstrating that the structure of the shim surface
affects the device performancen terms of seal quality and adhesiofurther
investigation into he vessel sealing process and the performance of the different
shims using DIC provided a valuable insight into the changes that occur during the
sealing process. Howevethe results from this testing did not provide an
explanation as to wjn each shim performed differently, as each ggaduced was
unique in terms ofboth tissue displacement and fluctuations in shim gap

throughout the sealing process.
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Work in the previous chapter used MEBo explore the effect of shim surface
structure onthe mechanical aspects of vessel clamping and the electrosurgical
sealing processThe esults demonstrated that the surface structure had a
significant effect on the clamping force and the stress throughout the vessel wall,
but did not affect the maximunstress within the vessel wall during theflation

test. The work described within this chapter expands upon previous wbgk
creating a multiphysics FE model to investigate the effect of shim surface structure
on temperature and heat distribution.

Multiphysics modelling has been used extensively for the simulation of
electrosurgery procedures, with the technique being used to model RF ablation in
liver tissue, cardiac ablation and electrosurgical vessel sealing/ork by Doddet

al (2008)modelled the process of electrosurgical vessel sealing, using spleen for the
tissue model. The work was validated through experimental work using
microthermistors, with the FE model being used to compare sim designs, one
smooth and one with grooves. Results from the analy@i®wed a higher
temperature for the smooth shim compared with the grooved shim, highlighting
the difference in shim performance and how FEM can be used to aid device design.
Multiphysics modelling is a powerful tool for this application, providing vital
information on the electrical and thermal behaviour at a low cost, and facilitating
the assessment of the feasibility of new electrode geometries

The aim of this chapter was to create a multiphysics FE model to compare the
performance of the shim desgned in ChapteB. A total of severshim sets were
assessed, in terms of overall temperature and heat distributionndutihe analysis.

An additionalaim was to explore the effect of thalignment of the shim surface
features Furthermore the model as validated using experimental data, ati
results from the analysesvere used in conjunction with those from previous
chapters to improve understanding of the effect of shim design on the performance

of electrosurgical vessel sealing devices.
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6.3 Modelling the sealing process

There are various commercial software packages available with the capability to
conduct multiphysics analysis. ANSYS and COMSOL provide all the necessary
elements to build the model, to solve the problem, and ppsicess the results,

with both of these software packages capable of performing an elegtii@rmal
coupled field analysis with temperature dependent propertie&n alternative to
these software packages is Autodesk Simulation Multiphysics, with this software
being capable of conducting various multiphysics analyses, including eleatrital
thermal analyses. When using this software, it was necessary for the analysis to be
spilt into two stages; an electrostatic analysis, and a transient heat analysis. The
results from the electrostati analysis weraused to generate the heat in the
transient heat analysis, through Joule effect heating. This process differs to that
used by COMSOL, where there is the capability for constant feedback between the
electrostatic and transient heat analyses, running the two stages simultaneously.
The method usé by COMSOL would provide more accurate results, but models
produced using Autodesk Simulation allow for comparisons to be madeit duad

the advantage of the software being available on a student licence.

To model the process of eleosurgical vessedealing, it wasiecessary to simplify

the geometry The model produced takes advantage of the axes of symmetry
(Figure6-1), and only considerthe most significant tissue, in this case the blood
vessel wall, which is standard ptace for modelling RF procedures-urthermore

the éectrical input for the model wassimplified by converting the ac voltage into a

dc voltage by calculating its root mean square (rn{Berjano, 2006T.he
subsequent sections will detail the creation of the FE model and the input

parameters and boundary conditions for the model.
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Figure 6-1Schematic showing the plans of symmetry for the model, with the highlighted surfaces

showing the symmetry plandsr the model.

6.3.1 Tissue Model

6.3.1.1TissueGeometry

The tissue was created in SolidWorks (Maksaetts, USA), with cavities bei
created for the shims. Dimensions for the tissue were based on those used by
Doddeet al (2008) (Figure6-2), with the shims embedded into a 25mm x 15mm x
2.75mm region that simulates the tissue the forceps act upidme nodel for the
tissue wasslightly larger than requiredto ensure that tle entirety of the heat
affected zone was modelled. The geometry usesults in a shim gap of 0.75mm,
significantly less than that modelled by Dodekeal, but more representative of &

actual device shim gap. A second tissue geometry was created replicating that used
by Doddeet al (a shim gap of 2mm) to allow for comparison between the two

models.

Figure 6-2 Schematic shoimg the tissue geometry with the cavity formed for the shims, (image

shows cavity for original shim, 1_ORY¥showing the shim gap, equal to 0.75mm.
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6.3.1.2Material Properties

The tissue for the analysis was modelled as human spleen. This allowed for the
results from the model to be compared with those produced by Doedal (2008).

The material parameters used for this model are displayedrable 6-1. The
material modelled throughout this analysis wh® spleen due to the availabity of

data. Datafor a carotid artery was expected to be minimally different to that of the
spleen; with available data for thermal conductivity being compared (blood vessel
and spleen) varying by approximately 0.0/&.m.°C. Additionally the material
properties would not affect the outcome of the comparative study being
performed.

Table6-1 Showing the material properties for the spleen. Values with the superstyigte taken

from Druck (199Q)and values with the superscrifJWere taken from(Doddeet al., 2008.

Spleen material properties
Mass Density 1054 (kg/m°)
Thermal Conductivity 0.539 (J/s.m.°C)
Specific Heat Capacity 3720 (J/kg.°C)
Electrical Conductivit§ 0.33 (A/v.m)

6.3.2 Shim Model

The shims modelled for the analyses were based on those designed in CBapter
with the designs summarised Fable6-2. The shim models were simplified fitre
analysis, with the shims beg modelled as simple straight smooth shims, as
opposed to curved shims with a rough surface. The shims were oryganalted in
SolidWorks (Massadletts, USA) and were combined with the tissue geometry
model as described iBection6.3.1.1 A total of seven shim pairs were analysed.
The material of the shims was modelled as medical gstdmlesssteel, with the
following mderial parameters;Mass density 8000 (kg/ffjy thermal conductivity
16.5 (J/s.m.°C), specific heat 500 (J/kgad]j electricalconductivity 1,388,889
(A/v.m); material properties were mvided by Gyrus Medical Ltd.
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Table6-2 Summary of shim designs, note all grooves are 0.1mm deep

Shim Surface Design Features

Shim Groove Peak Design CAD Model
Width Width | Orientation

Original Shim No surface features
1 OR

Grooved Shim

3 _ GR 1Imm 1Imm Transverse

Narrow Grooved
Shim 0.5mm | 1.5mm Transverse

4 _NA

HF Grooved Shim

5 HF 0.5mm | 0.5mm Transverse
Longitudinal

Grooved Shim 1mm 1mm Longitudinal
6_LO

45° Grooved Shim

7 45 1mm 1mm 45°

Combination  Shinf Combination of the grooved shim (3_GRhda the
Set longitudinal grooved shim (6_LO)
8 _CC

In addition to comparing the performance of the different shims, two alignments of
shims were tested; one where the surface features were aligned, and one where
they were not Figure6-3). This investigation was conducted to assess the effect of

shim alignment on the temperature and also the heat distribution and to see how

164| Page



Chapter 6| 2014

important this parameter could be when designing and manufacturing future

devices.

I
[ L]
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a. b.

Figure6-3 Schematic drawing showing a. the shims where the surface features are aligned, and b.
the shims where the surfaceeditures are not aligned. Drawing is representative of the grooved

(8_GR) shims.

6.3.3 Electrostatic Analysis

The electrostatic analysisas performed to establish the necessary inputs for the
transient heat analysis. The outputs from this analysis include tfimge at the
nodes, current flux density (vectors) at the element centroids, and current flow
through edgesf faces(AutoDesk Theoutputs were used to generatkeat in the

transient heat analysis based on tbmule heating effect.

6.3.3.1Boundary Conditions and Loads

For this step of the analysis the boundary conditions and loads thatatetdbe
applied were minimal, and consest of two gpplied voltage loads thawere applied

to the surface of the shims. The surface applied voltage applies a nodal voltage to
each node on the surface, andas used to fix a node to a certain voltage
throughout the analysis. The voltage is transferred frome amode to another
through an element with a conductance stiffness specified. A high stiffness value
will cause the node on the model to be very close to the magnitude of the applied
voltage, and a low stiffness value means that the voltage of the nodée@mbdel
could be significantly lower that the magnitude of the applied voltage. The stiffness
value assigned was left at the default value of,1@ith a high stiffness being
required to maintain the node at the same value as the applied voltage.

One shim in the analysis was modelled as an active electrode, witty h& applied

to the surface The other shim was modelled as the return electrode and had a

surface applied voltage of OV applied. The surfaces highlightedyume6-4 shows
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the surfaces of the shim to which the applied voltage constraint was applied, with

the same surfaces being selected on both the active and return shim.

Figure6-4 CAD model showing the surfacegloe shim with the applied voltage constraints applied.

6.3.4 Transient Heat Analysis

The transient heat analysis was conducted to determine the temperature
distribution and heat flow within the tissue. Loads applied for this analysis include
convection, and pplied nodal temperature, with these loads remaining constant
throughout the analysis. Additionally an internal heat generation load was applied
to the tissue, with this load being pulsed to replicate the pulsing waveform of the
generator. The input for th internal heat generation object was the result from the

electrostatic analysifAutoDeslk

6.3.4.1Boundary Conditions and Loads

The loads ad boundary conditions applied to the transient heat analysis step are
more complex than those applied in the electrostatic analysis step. Surfaces that
are symmetry planes have a Neumann boundary condition applied (null thermal
heat flux), these are theusfaces labelled ABDC and AECGigure6-5. The upper

and lower surfaces of the tissue (ABFE and CPH@re6-5), wereconstrained as
surface convection objects, with the ambient temperature set asC25The
remaining two surfaces of the tissue (surfaces BDHF aH& Higure6-5) were set

as controlled temperature objects, with the temperature being set as 22°C, and the
stiffness value, similar to the stiffness parameter described for the electrostatic
analysis, set high at a value b9'°. Furthermore an initial nodal temperature of
22°C was applied to the model. For the model comparison with Detldé&(2008)

the surfaces constrained as controlled temperature objects, were set at a

temperature of 31°C, and an initial nodal temperature3if°C was appliedThe
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heat was generated within the FEM by modelling the tissue as a heat generation

object.

Figure6-5 Schematic showing the surfaces of the model for the transient la@alysis boundary
conditions. Surfaces ABCD and AECG have Neumann boundary conditions applied, surfaces ABFE and
CDHG are modeled as surface convection objects and surfaces BDHF and EFHG are controlled
temperature surfaces.

The results from the electrostia analysis were input into the model by defining the
tissue as a heat generation objethis resulted in differenthermal inputsfor the
different shim designs. This simulated theheating of the tissughrough Joule
heating and used the results foreelrical current that were output from the
electrostatic analysis. The pulsing of the generator waveform was recreated
through a load curve, switching the load on using a value of 1, and turning it off
using a value of CFigure6-6. Five pulses were defined with a pulse on mode of
0.22s and an off model of 0.53sarameters definethy Doddeet al (2008)
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Figure6-6 Chart showing the load multiplier factor against time for controlling the pulses of the heat

generation object to simulate the peed input of the generator.

6.3.4.2Step Parameters
The analysis period for the transient heat analysis was set at a total time of 4.5s,
covering the duration of the sealing process and a short period after the sealing was

complete. A total of 90 times steps weused for the analysis.

6.3.5 Model Mesh

The model was meshed in AutoDesk Multiphysics Simulation, using the meshing
capabilities within the software. The model was meshed as a whole model, with the
software differentiating the different parts of the assembéynd automatically
refining the mesh to focus ornomers, curved faces and the taters between the

shim and the tissue.

6.3.5.1MeshRefinementAnalysis

As part of the study a mesh refinement analysis was performed to determine the
most suitable mesh to be usedrfohe model. The parameters for the different
meshes assessed are displayed in

Table6-3.

Table6-3 Presenting themesh study details, with the mesh study numbelating toFigure6-7, the

percentage mesh referring to the parameter used in AutoDesk Multiphysics Simulation to create the

3D mesh, and the resulting number of elements and nodes.

Mesh Study Percentage Msh Number of
Number Elements Number of Nodes
1 100 7767 5648
2 90 10887 177
3 80 12662 9601
4 70 23204 15916
5 60 30748 23497
6 50 45832 35050
! 40 94325 70391
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The boundary conditions and loading conditions previously described were used for
the mesh onvergence study. The maximum temperature resulting from each mesh
was recorded and comparedriQure6-7). From mesh study number 3 onwards
convergence with the model was achieved, and therefore any of these meshes
would be suitake for use for the model. It was chosen to use mesh study number 6
for the analysis, as this mesh showed good convergence, and did not take excessive
computational time. Furthermore this mesh was more fine than mesh 3,4, or 5 and
therefore wasexpectedto be slightly more accurate.
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Figure 6-7 Showing the results from the mesh convergence study, with the y axis showing the

maximum temperature resulting from each model, and the megidy number referring to the

parameters detailedn .

Table6-3.
6.4 Results

6.4.1 Validation of FE Model

Results from the replication of the Dode# al (2008) model were compared with
data from the Doddeet al (2008) study, Figure6-8. The results used from the
Dodde et al study were for a constant thermal conductivity, temperature
dependent electrical conductivity for a compression independent simulation. The
temperatures Imm and 3mm from the agk of the shims on the outer sade of

the tissue were compared; there wadlifference2 ¥ F > mYY | VBRm F m:?
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from the edge of the shims when comparing the FEM ddathe differences
between the two models can be attributed to a slight difference in the shim
geometry between the shims in the models and also by the difference in digit
used by the different stfvare packages. Although there wa slight difference in
the temperature produced by the two models, this differenwas deemed to be
acceptable due to the data following the same trends with the pulsing at 1mm from

the shimsand the smooth line at 3mm, and the similarity between data values.

T T T T

Dodde 1mm / ]
~—AD1mm :

60 -

Temperature (degree C)

Dodde3mm -

Time (s)

Figure6-8 Showing the comparison of the Doddeal (2008) FE model results with those replicating
the model using AutoDesk Mtiphysics Simulation. Lines labeled with the inifi@ show the results

from AutoDesk Multipjhycsi simulation, and those labelled Dodde show the results presented by
Doddeet al (2008) The distances refer to the distance from the edge of the shim enaciliter

surface of the tissue.

6.4.2 Comparison of Shim Geometry

6.4.2.1Alignment of Shims
The temperature at the distances of 1mm and 3mm from the edge of the shim on
the outer surface of the tissue were compared for all shim sets where alignment

was a considerationThe grooved, narrow grooved, HF grooved, anél giooved
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shims Figure 6-9, Figure 6-10, Figure 6-11, and Figure 6-12 respectively) were
assessed.
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Aligned Tmm

------- Aligned 3mm

Figure6-9 Showing the comparison between the grooved (3_GR) shims with the surface features
aligned and with the surface features not aligned. Solid lines represent the temperhatumre from
the edge of the shim on the outer surface of the tissue, and the dotted lines represent the

temperature 3mm from the edge of the shim on the outer surface of the tissue.
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Figure6-10 Showing the comparison between the narrow grooved (4_NA) shims with the surface
features aligned and with the surface features not aligned. Solid lines represent the temperature

1mm from the edge of the shim on the outer surface of the tissared the dotted lines represent
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the temperature 3mm from the edge of the shim on the outer surface of the tisBlease note the
blue lines are present on the figure, but are very similar in value to the red lines and therefore

difficult to view.
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Figure 6-11 Showing the comparison between the HF grooved (5_HF) shims with the surface
features aligned and with the surface features not aligned. Solid lines represent the temperature
1mm from the edge of the shim on the outer surface of the tissue, and the dotted lines represent

the temperature 3mm from the edge of the shim on the outer surface of the tissue.
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Figure 6-12 Showing the comparison between the 45grooved (7_45) shims with the surface
features aligned and with the surface features not aligned. Solid lines represent the temperature
1mm from the edge of the shim on the outer surface of the tissuel the dotted lines represent

the temperature 3mm from the edge of the shim on the outer surface of the tissue.
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In addition to the temperature comparison, the heat distribution of the different
shim alignments was considere@iable6-4 shows the different heat distributions

for the shims assessed for both alignment cases considered.

Table6-4 Showing the comparison of the heat distributions for the different shims with the surface

features aligned and the surface features not aligned. Images were taken at time step 10, 0.45s into

the analysis.
Model Surface features not aligned | Surface features aligned gsg s
Grooved 180.4
3 GR 160.6
Narrow Grooved 1:‘33
4_NA 101.2
HF Grooved 814
5 HF G61.6
_ 4.8
45° Grooved 22
7_45 Temp (°C)

6.4.2.2Combination Shim

Two different combination shimmodels were assessed, one with the longitudinal
shim set as the active shim, and one with the grooved shim set as the activéoshim
ensure there were no differences between the netgl No differences were found

between the two models as expected.
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6.4.2.3Shim Type
When comparing the different shim designs, the models with the surface features
aligned were used. The temperature of the tissue at 1mm and 3mm away from the

edge of he shims was compare&ifure6-13 and Figure6-14 respectively).
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Figure6-13 Chart showing the temperature for the variousirshdesigns, with the surface features

aligned. Temperature was taken 1mm away from the edge of the shims at the surface of the tissue.
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Figure6-14 Chart showing the temperature fdhe various shim designs, with the surface features

aligned. Temperature was taken 3mm away from the edge of the shims at the surface of the tissue.

Furthermore the maximum temperature at the surface of the shims was compared
(Figure 6-15). The point was identified using a maximum temperature point

identification feature within AutoDesk Multiphysics Simulation.
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Figure6-15 Chart showing the temperature of the various shim desjgwith the surface features

aligned. Temperature was the maximum temperature recorded at the surface of the shims.

In addition the heat distribution pattern for the shims was compar&edh(e 6-5).
Images were taken at an eatiyne step in the analysis, 0.45s to allow for the heat
distribution to be presented more clearlyiew 1 withn Table 65 shows the
temperature distribution on the surface of thehims;howeve it is important to
note that the heat distributionwas the sane for the tissue between thewo shims

as on the shim surfaceview 2 within Table -6 shows an end view of the heat
distribution between the twashims; with the hot areas showing the temperature of

the tissuebetween the two shims.
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Table6-5 Showing the temperature distribution across the surface of the shims for the various shim

designs. Two views are presented, view 1 is a plan view of the shims, and view 2 is an end view of

the shims.
Time Sep 10, 0.45s
Model
View 1 ‘ View 2
Original Shim
1 OR

Grooved Shim
3 GR

220

2002
1804

Narrow Grooved Shim
4 NA

HF Grooved Shim
5 HF

160.6
140.8
121
101.2
814

616
4.8

Longitudinal ~ Groove(
Shim
6_LO

22

Temp (°C)

45° Grooved Shim
7 45

Combination
8 CC
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6.5 Discussion

6.5.1 The FE Model

The model presented in this study provided a simplification of the electrosurgical
process, and as such applied numerous assumptions. The most significan
assumption within this model vgathe simplification of the tissue model, witissue
properties being modelled not accounting for how the properties change with
temperature, tissue compression, and the directionality of the tissue properties
(Berjano, 200% It has previously been demonstrated time literature that these
assumptiors can affect the performance of the FEModdeet al, 2008) although

this is the case these assumptions do not affect the capabilities of the model when
comparing multiple shim designs as done in this stuidyis $ because the same
assumptions wee madewithin all of the models and thereforallow for direct
comparisons between the models.

Whilst the assumptions made in this model create inaccuracies with the simulation
the results produced are comparable with other simulations. Data from the study
wascompared with data from Doddet al (2008) Figure6-8), with results from this
study being comparable with those of Doddealz A GK | @F NRAF GAZ2Y 2
FNRY GKS AKAYX YR F @FNRIGA2yereedin Frez |
temperature could be attributed to a number of factors including the difference in
geometry of the shims being tested, and the algorithms used by the different
modelling packages. Although the Autodesk Multiphysics simulation software is a
less sophisticated compared with the capabilities of COMSOL, it still produced
results in line with those of COMSOL, verifying the software as a viable package for

modelling electrosurgical procedures.

6.5.2 Comparison of Shim Geometry

The alignment of the shims wahown to have a significant effect on both the
temperature of the tissue and the heat distribution. In general when the surface
features of the shims were not aligned there appeared to be a more even heat
distribution with less distinctive feature¢Table6-4). When considering the heat

distribution the difference was most nagable for the 45°shims, when the
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grooves were aligned the features from the°4Hhim were more obvioyswith the

heat distribution forming the same patteras that seen on the surface of the shims.
When the surface features were not aligned the heat distribution was more even
and the features from the surface of the shims were lessrdjsishable. Although

the 45°shims presented the most noticeable difégrce in heat distributions when
comparing alignments, there was only a small difference in the temperature of the
two scenarios Kigure6-12) throughout the analysis at both 1mm and 3mm from
the shim edge.The effect of alignmentvas minimal with the narrow grooved
shims, as seen iRigure6-10. There was little tempmture difference aboth 1mm

and 3mm from the edge of the shirilo temperature difference was expected at
3mm as little difference was fourat this distance between ashim designsHigure
6-13). The similarity between the two different shim alignments is thought to be
due to the smalidth of the grooves compared with the width of the peaks

When considering thergoved shims there was a clear differeniceperformance
between the two alignmenmodek; when the surface features of the shim were
not aligneda highertissue temgrature was recorded compared witihe model
where surface features were aligneBigure6-9). This difference in performance
was due to the difference in heat distributions between the two models. When the
grooves were aligned there were areas where there was a larger distance between
the shims and as a result thedige within these gaps remained cooler resulting in a
lower overall temperature. However when the grooves were no longer aligned
these gaps no longer existed, resulting in a higher overall temperature and the
more even heat distribution seen rable6-4.

When considering the HF grooved shims there was again a difference in
performance for the two models comparing the alignment of the surface features;
when the surface features of the shim were not aligned the mgutetictedin a
lower tissue temperature comparedith the model where the surface features
were aligned Figure6-11). This differs from the performance of the grooved shims
where the model with the surface features aligned resulted in a lotissue
temperature, with this difference in performance between the two shim designs

being attributable to the difference in the width of the grooves. When the surface
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features of the HF grooves were aligned the same heat distribution as with the
grooved sims was produced. However when the HF grooved surface features were
not aligned the heat passed only between the peaks due to the small groove width,
creating large cool spots within the tissue, thus explaining the lower tissue
temperature compared to thaligned shim. Results suggest that the alignment of
the HF grooved shims would have the most significant effect on seal quality
compared to the effect of alignment on the other shim designs. When the HF
grooves were aligned a higher seal quality wouldelzspected compared to those
where the surface features were not aligned.

The results from the FEM demonstrate a significant difference in the performance
of the different shim designs, in terms of shim temperature, tissue temperature and
heat distribution In general the addition of surface features to the shim rexslii

a lower temperature in both the tissue and the shim (the exception being the HF
grooved shims (5_HF)These results wera line with those presented by Dodds

al (2008), who reporteda reduction intissue temperature for grooved shims
compared to shims with no surface features.

When considering the heat distribution of the different shim desigable 6-5
demonstrates a significant variation in the heattdisutions of the different shims.

In general the heat distribution follows the surface features of the shims, for
example the groovedshims (3_GR) hada heat distribution with hotter
temperatures at the grooves, and cooler temperatures at the peaks.&8iptioth

the longitudinal (6 _LO) and the 24%7_45) shims follow the same pattern, but the
orientation reflects the orientation of the grooves. Furthermore when considering
the two shims with the more narrow grooves (4_NA and 5 HF), a more uniform
temperature distribution was achieved, with this more even heat distribution being
created due to the narrow width of the grooves.

The results from the FEM were considered alongside the expatahevork
conducted in Chapter.3As part of the experimental workwas observed that the
surface features of the shims were reproduced on the sealed region of the blood
vessel Figure6-16). This wa the same pattern that the heat distribution of the

various shim designs follow@able6-5). These results suggest that the°4him
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resulted in the lowest quality of seal due to the orientation of the grooves and how
they affect the ability of the seal to with stand pressure, and is not due to the ability
of the shim to distribute heat. This is also true of the longitudinal grooved shims,

but the effect of the groove orientation was less severe.

Figure6-16 Image showing the seal for a grooved shim (3_GRI), thhe pattern of the shims been
reproduced on the sealed region of the blood vessel.

Knowing that the surface features were reproduced on the surface of the sealed
vessels, it was important to give further consideration to the difference in the
model peaformance of the 45 shims based on the alignment of the surface
features. For the 45shim with the surfacdeatures aligned a weaker sealas
produced due to the orientation of the grooves and how the orientation affected
the ability of the seal to withtand pressure. However when considering the® 45
shims with the surface features not aligned, a very different heat distribution was
created, and with this different heat distribution a different pattern would be
expected to be produced on the surface oktkeal. As such a different quality of
seal would be expected to be produced, and based on the results it would be
expected for this burst pressure to be significantly higher than that of the aligned
shims.

When considering the temperate for the differet shims it wa important to
consider both the maximum temperature at the surface of the shifigure6-15)

and the temperature of the tissue simultaneous{ifigure 6-13). The narrow
grooved shims (4_NAada high maximum temperature at the surface of the shim,
and a relatively low tissue tempedrae. This suggests that there wagoor heat
distribution created by the shimsnd this wa reflected by the relatively poor seal

quality achieved by the shimudng the experimental testing. In contrashe
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combination shim (8 @ hada low maximum temperature at the surface of the
shims, and a medium tissue temperature, suggesting good heat distribution which
was again reflected by the results from the expemtad data presented in Chapter

3, with this shim producing a higher burst pressure and a lower seal failure rate

The original shim haldoth a high maximum temperature at the surface of the shim,
and a high tissue temperature. The high temperature atshgace of the shinms a
possible explanation as to why it performed worse that the combination shim and
the HF shim in terms of mean burst pressufiée high temperature athe surface

of the shimmay haveresultedin excessive heating of the outer lagesf the blood
vessel wall, resulting in tissue damage and having a negative effect on the quality of
the seal.

The results from the multiphysics analysis suggest that the having a high
temperature at the surface of the shim has a negative effect on ity of the

seal, but having a good heat distribution can counteract this negative effect. The
ideal shim design would have a low temperature at the surface of the shim, whilst
still resulting in good heat distribution and a relatively high tissue terajee.
Furthermore those shims that have surface features that are not perpendicular to
the length of the blood vessel, produce a weakness within the vessel wall due to
the directionality of the surface features of the shisusd the pattern of the shims
being reproduced on the surface of the seal and affecting the ability of the seal to
withstand pressure. Results also suggistt if grooves of higher frequency were
used on both the grooved shim and the longitudinal shim an even better seal
quality would ke achievedfor the combination shim, with the HF grooved shims

resulting in a higher tissue temperature

6.6 Conclusion

Results produced by the FE model are in line with thosthénliterature for a
similar FE model (Dodds al, 2008), with the FE model @sented inthe literature
being validated through experimental work. The model was used to compare the
alignment of the shims and the performance of the different shims. Results

demonstrated that both the heat distribution and the temperature were
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signifiantly affected by the alignment of the shims. The narrow grooved shims
were the shims least affected by the alignment of the surface features, with the 45
shims presenting the most drastic difference in heat distributions. Furthermore
when the surface feares of the shims were not aligned a more even heat
distribution was produced.

When considering the different shim designs alongside the experimental data
collected in Chapter3, the surface features were shown to affect the tissue
temperature and the hat distribution. The narrow grooved shim performed worse
in terms of seal quality, with results from this chapter suggesting this was because
of a high temperature at the surface of the shim, and poor heat distribution
resulting in a lower tissue temperate. Furthermore the results suggested that the
ideal shimwould havea low temperature at the surface of the shim and a good
heat distribution, characterised by a high tissue temperature 1mm from the edge of

the shims as demonstrated by the combinationishset
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7 General Discussion

The discussion will be split into four main sections. The first section will review all
methods used throughout the thesis, the second section will discuss the effect of
vessel properties on the seal quality, the third sectwill discuss the device
modificatiors and the final section will discuss the changes occurringnduthe
vessel sealing process. This chapter brings together all previous chapters of the

thesis.

7.1 Methods Review

Throughout the testing conducted as part thfis thesis it was necessary to use
tissue as no other material would provide a suitable alternative. For this research
porcine carotid arteries were used, these were chosen as previous work by Gyrus
Medical Ltd had found these arteries were easy to harand also performed in a
similar manner to the human carotid. It is important to state that no animal was
killed specifically for this study, with all tissue provided from a local abattoir. Due to
the way in which the tissue was collected there was naticd over the animals, for
example the age of the pig or itiet. These factors are known to affect the tissue
properties and could therefore influence the quality of the seal. Without changing
the way in which tissue was collected for the study this vaas unavoidable
problem. A limitation of the study could be the use of this tissue, and the
consideration of only one artery type being used, if different arteries were used the
effect of morphology and vessel size could be investigated furtBarciaet al,

2011).

Forthis study the tissue was skeletonised, removing all connective tissue from the
vessel. This allowed for consistency amongst the different samples. In surgery
however this would not be the case, with the connective tissue remaining when the
vessel is sealed. This difference in procedure will affect the application of current to
the blood vessels and will therefore affect the quality of the seal. Additionally
during surgery the blood vessel would be in tensiaith blood flowing through

and thetissue would beat a different temperature. There is therefore a significant
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difference between then vitro andin vivotesting, and it would be necessary fior
vivotesting to be conducted to assess the performance of the shims to confirm an
improvementin device performance.

A number of methods were used throughout the course of the thesis. The most
commonly used method when assessing the performance of a vessel sealing device
is to measure the burst pressure of the seal. This is an industry stanekstrdatith

the only variable being the pressure used to define a seal failure, with this value
varying between 30@B60mmHg. Although this method is an industry standard
method, a peel testing metlbwould be a viable alternative. This method would
involve atting strips of tissue from the blood vessel wall to a consistent size in
terms of width and length, sealing the two sections togethed #hen peeling them
apart, using peel strength to compare the seal quality. The major drawback of this
method would bethe difficulty in relating to thepeel strength to a physiological
meaningful valueUsing such a test would allow for the effect of vessel size to be
eliminated from the study and therefore allow for the effect of vessel morphology
and vessel thicknes® tbe assessed-urthermore it would eliminate thevariable
when comparing the performance of device modifications. Although this method
would have many benefits the tissue would have to be prepared in a uniform
manner(Katohet al., 2010, without damaging the tissue, making it a difficult test
procedure.

Prior to this study being conducted no study had quantified the force required to
remove the vessel ém the surface of the shims. Therefore there was no
established method and no bench mark for testing. This method provided an
excellent insight into the forces required to remove tissue from the surface of the
shims, and allowed for an accurate comparigdrthe modifications to the device.
The method was kept consistent throughout the analyses, with the tissue being
removed at a slow rate. This does not replicate the conditions during surgery where
it may not always be possible for the surgeon to take timeemove the vessel.
Additionally due to the viscoelasticity of the tissue, and the strain rate dependence
of the material properties, this rate of removal could have a significant effect and is

therefore an area that requires further investigation.
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This was also the first time that digital image correlation was used to capture the
sealing process. The method provided a valuable insight into the vessel sealing
process, and provided essential detail in the understanding of the device behaviour
and the tisue behaviour. Unfortunately the method did not show any trends when
comparing the different shim designs and the different vessel properties. Due to
the huge variation in seal quality of the electrosurgical seals this was to be
expected, and due to the latively small sample size used it is not possible to
ascertain for certain if trends do or do not exist within the data. Furthermore the
use of DIC highlighted a number of problems within the method, with the most
significant of these problems being thesk of detail around the area of the shim,
making it impossible to quantify the displacement of the tissue within this region.
This loss of detail could be reduced by using a high speed DIC system, although
because of the production of smoke and the ramdntraction of the tissue
resulting in the blurring of the speckle pattern, it is unlikely that any changes to the
method would yield a significant improvement.

Although it was not reported in the thesis, a number of experiments were
conducted in an attemt to capture the bursting of the electrosurgical seal in an
attempt to understand the failure mechanism of the seal. Unfortunately it was not
possible to develop a methodology that worked in capturing the seal bursting due
to a number of reasons. Againdte was large deformation within the vessel wall,
which led to a large amount of distortion of the speckle pattern, and as a result of
the bursting small amounts of saline was released across the surface of the tissue,
destroying the speckle pattern. Fugimore it was not possible to constrain the
movement of the vessel during the bursting test, with a large amount of out of
plane motion occurring, which resulted in a loss of focus of the speckle pattern. All
of these factors meant it was not possible tapture the seal bursting using digital
image correlation.Additionally the initial stages of the inflation test were not
captured as it was the failing of the seal that was of great interest for this research.
Additional work could focus on capturing thistial stage during the inflation tests

to provide an insight into how the seal modifies the behaviour of the vessel
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Finite element modelling formed a significant part of this thesis, with two FE
models being produced to explore the electrosurgical gkssaling process in great
depth. Both models created had a number of limitations, for example the
multiphysics FEM used a very simplistic tissue model, failing to account for the
temperature dependent properties of the blood vessel. Although this wasése

the model still compared well to a similar study, with only a small difference in
results. Although the model had its limitations the results provided a great insight
into the performance of the different shim designs and proved to be an invaluable
tool in understanding the difference in the seal quality produced by the different
shims.

The second model was produced in FEBIio, and focused on the mechanical aspects
of the vessel compression process, investigating the compressive force and the
stressesand strains within the vessel wall. An Ogden model was used to model the
behaviour of the vessel wall. This was not the ideal model to use, with one aim of
the research to produce a model using the Holzagfébasser model, with this
model accounting fortte directional properties of the blood vessel by modelling
the fibres of the blood vessdlGasseret al, 2002. Unfortunately due to time
constraints and problems with getting the model to converge this aim was not
achieved, butthis remains a future target for the area of research. Although the
Ogden model has its disadvantages, it also had many benefits, such as achieving
good convergence, and having data available to allow for the comparison of
different vessel morphologies.

Although this model used a simpler material model than desired, it was a huge
achievement in getting the blood vessel to achieve complete lumen occlusion, with
only two previous FE models achieving this. Furthermore this was the only FE model
to model theadhesion of the blood vessel following the electrosurgical seal and the
subsequent adhesion. The nietd for modelling adhesion wasmplistic and does
require further improvement to account for the change in vessel properties that
occur as a result of thelectrosurgical seal. The model was validated for vessel
compression, through the use of DIC to capture the clamping process. The results

from both sets of data showed areas of high strain occurring at the edge of the
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vessel wall and lower strain occurriatythe centre of the vessel. Furthermore the
magnitudes of the strain were comparable between the different data sets.
Additionally the results from the FEM were comparable with data frtm
literature, with the areas of high stress occurring in the samgion of the blood

vessel (Famaest al2012).
7.2 Effect of Vessel Properties

The investigation into the effect of vessel properties on the quality of the
electrosurgical seal considered a number of properties including the outer diameter
of the vessel, th thickness of the vessel wall, and the morphology of the vessel
wall. The investigation into these parameters found a number of significant
relationships; there was an increase in seal quality with both a reduction in elastin
content and reduction in ves$ size. Although both of these parameters were
shown to affect the quality of the seal, there was also a significant relationship
between vessel size and morphology; with a decrease in vessel diameter there was
a decrease in elastin content, with this agbnship reported inthe literature
(Carbonell,et al 2003 Gacia et al., 201). This relationship made it difficult to
attribute the improvement in seal quality to one factor alone. It should also be
noted that theamount of collagen had a limited effect on seal quality.

The relationships presented were already reportedthin existing literature
(Carbonell,et al 2003 Garciaet al, 2011, Sindranet al., 2011, but this stug
expanded upon the existing knowledge by assessing the vessel parameters in
unison with one another. Furthermore the study explored how these parameters
changed along the length of the porcine carotid artery, finding that with increasing
distance from thebifurcation there was a reduction in vessel size and elastin
content, but little change in collagen content. These results suggest that surgeons
should perform seals in the smaller more muscular regions of the blood vessels
where possible. Furthermore &ibugh the relationships do exist, there is still a
large variation in the quality of the seals that is not accounted for, this highlights
the complexity of the vessel sealing process and also demonstrates the need for

more extensive research within thisear.
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To investigate the effect of the various vessel properties on seal quality further, the
results from the DIC testing were considered. These results were analysed taking
into account the position of the seal and its location from the bifurcation ef th
vessel. No groupings or trends were seen within the data, with no distinctive
characteristics of the different seals based upon the vessel diameter, thickness, or
position. The data was normalised based on both vessel diameter and vessel
thickness, but hese results showed no different trends when compared to data
that was not normalised and was therefore omitted from the thesis. Although no
trends were noted this was partially due to the small sample size that was
considered for the DIC testing and it svdifficult to say for certain that no trends
were present and a larger data set should be considered for future work.

Although no trends consisted in the data set as a whole one shim set, the narrow
grooved shim, presented a trend, with the grouping eéls based othe distance

from the bifurcation. ie more muscular vegls showedess tissue compression
and less reduction ithe shim gap during the sealing process when compared to
the more elastic vessel. This suggetitat the elastic vessel wakeated more
extensively during the sealing procepstentially danaging the seal, although this
wasonly suggested for the narrow grooved shim. This suggests that trends would
exist in the data if a larger data set was considered, but also that the effeeissél
morphology is also dependent on the technology as to how influential this effect
would be. This would therefore require a larger data set to be established for all
shim sets tested to investigate this hypothesis further.

Furthermore two different essel morphologies were considered in the FEBIo
model looking at the mechanical aspects of vessel compression. The results from
this analysis showed that there was a significant difference in performance
between the elastic and muscular vessel during kb compression and inflation
stages. During the compression the muscular vessel was subjected to greater stress
throughout the wall, which was to be expected due to the increase in stiffness. The
elastic vessel was subjected to higher levels of strairgagpthroughout the entire
vessel wall. This suggests the effect of the compression was more localised within

the more muscular vessel, with the compression of the more elastic vessel causing
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a larger amount of deformation through the vessel wall. Whensagring the
differences between the two models during the inflation stage results suggest a
difference in the ability of the vessel types to withstand pressure, with a difference
in the stress distributions through the sealed region of the vessel. Funiher the
elastic vessel has higher levels of strain at the vesseébl interface, where there is

a large difference in the dimensions in the y direction. This suggests that the elastic
vessel fails at lower pressures because of the high strain occlneimgeen the seal

and the vessel wall, presenting a weakness within the vessel wall. Ideally the work
using this FEM would be expanded further to look at the effect of vessel size to

understand the effect of vessel properties further.
7.3 Shim Design

Two diferent aspects of shim design were considered during the research, with
non-stick coating and shim surface features investigated. These factors were
chosen for investigation as they were believed to be able to improve the device

performance during the sealg process.

7.3.1 NonStick Coatings

Five coatings were assessed, in addition to the original shims, and the use of
electrolube. The coatings that were chosen were chosen because they were known
to be conductivethus not affecting the conduction of current tthe blood vessel
significantly, because they were demonstrated to have good-stak properties

and because they were biocompatible. Electrolube is commonly used for
electrosurgical procedures to reduce adhesion of the device to the tissue, although
resuts from this study found that the use of electrolube offered no improvement
on the level of adhesion of the tissue to the surface of the shims.

The performance of the nestick coatings were assessed in terms of both seal
guality and the level of adhesioffhe seal quality was assessed in order to ensure
that the coating on the shim did not have a detrimental effect on the quality of the
seal, through a change in the conductional properties of the shims. The results for
seal quality demonstrated that the LT coating produced a worse quality of seal

when compared with the original shim, with this thought to be due to a
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combination of poor conductional properties of the shim and also a higher level of
adhesion. Furthermore the passivated shim also had amdetrtal effect on the
quality of the seal, with this again thought to be due to the higher level of adhesion.
Considering the results of the peel test for the different shim, no shim offered an
improvement when compared witlthe existing shim used with the&levice,
suggesting this is the best shim in terms of adhesion.

When considering the results from the analysis a number of relationships were
discovered. The level of adhesion was related to the thickness of the blood vessel
wall, with a thicker blood vess$ resulting in a greater level of adhesion. These
results appear to occur because thicker blood vessels require more current to be
delivered to seal the blood vessel, which leads to more excessive heating on the
outer walls of the blood vessel leadingdagyreater level of adhesion of the tissue to
the surface of the shims. Furthermore there is a relationship between the seal
quality and the level of adhesion with a higher level of adhesion resulting in a
reduction in the quality of the seal. This relatstmp is to be expected as the seal
can be damaged when removing the vessel from the surface of the shims. This
result highlights the need to reduce the level of adhesion during the vessel sealing

process.

7.3.2 Shim Surface Features

As a result of the literatw review it became apparent that one avenue of research
that could lead to an improvement in the performance of the device was the
surface features of the shims. As a result a number of designs were developed that
explored the relationship between differégrooves, exploring the effect of varying
groove orientations, widths and frequencies. Shims were designed with the coating
removed to allow for comparison with one another. This was the main limitation of
the design with the shims needing to be reassesa&h the coating of the original
shims applied; it is thought that with the coating applied there would be a
reduction in the level of adhesion for each of the shims and a small improvement in
the burst pressure for each shim. This hypothesis was basedhe results
comparing the original shim to the smooth shim, with the smooth shim presenting

higher levels of adhesion and lower burst pressures compared to the original shim.
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When testing the different shim designs there was a difference in performance
terms of seal quality, level of adhesion and size of the seal for the different shim
designs. The shims with the 45° grooves resulted in the lowest burst pressure of all
shims, and the combination shims resulted in the highest burst pressure of all
shims. This difference in shim performance was also found for other parameters,
such as peel strength and seal size. The difference in seal size of the different shims
suggested that the different shim designs caused different levels of tissue
contraction, whech suggested a difference in heat distributions for tt&erent

shim designs. Table 7summarises the findings for the different shim designs for
the different investigations conducted throughout this study, including the use of

DIC, FEBIio and multiphgs modelling.
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Table7-1 Summary of the investigation of the different shim designs, including the main findings

from the different test methods used.

Original Grooved Narrow HF Longitudnal | 45° Combination
Shim Grooved Grooved Grooved Grooved Shim
Shim Shim Shim Shim
7 ﬂ =V E : i Combination
: Longitudinal
and 45°
grooved

Chapter 3 Investigation of burst pressures and peel strength
Mean Burst Pressure (xSD) / mmHg

585.45 + 547.05 + 507.00 = 606.33 = 549.85 + 191.05 * 764.46 +
261.77 266.24 209.07 238.74 253.22 113.17 388.331

Seal Failure Rate

5.0% | 14.3% | 33.3% 14.3% 25.0% 89.5% 0.0%

Peel Strength (xSD) / Nmi

0.088 0.096 + 0.074 + 0.084 + 0.164 + 0.053 | 0.06 3+ 0.038 | 0.111 + 0.070
0.037 0.042 0.039 0.042

Seal Size (surface area) (+SD) / fam

18.35+2.51] 16.64 + 2.99] 14.79 +3.37| 14.89 + 2.61| 14.62+ 4.78 | 16.07 +3.32] 12.80 + 3.26
w{GFrGAAaGAOFt RATTSNBEWalsH<00GL)i 6 SSYy INRdzLJA o6 YNHza ] |
W{AIYAFAOIY(d RAFFSNBYyOS TrrenftRe46°yroavédl sivdzS (2 (K
w ! asSrft FIAfdz2NE 610 ad RSTAYSR lFa | odz2NERG LINBaa
seal failure rate

w ¢KS O2Yo0AyldA2y aKAY tSIR (G2 Fy AYLINBJSYSyh
failure rate)

Chapter 4 Investigation of the sealing process using DIC

w 5L/ RIFGlI LINRPPGARSR y2 SELXIFylFLGAZ2Y | a (G2 gKeé |
quality

Chapter 5 Investigation of the sealing process using FEBIio

w {KAYa 6A0GK 3INR2@OSE NBadzZ SR Aw b2i (d{w b2i

during the compression stage of the analysis. within this within this

w ¢KS 1 C INRP2OSR aKAYA NBadz SR chapterdueto | chapter due
compared to other shims investigated using FEBIo, with this shiigi¢ problems to the use of
alsoresulting in the lowest strainduring compression. importing the symmetry to
w ¢KAA& &igafica8 geduationlin straiduring vessel compressio shim model create FEM

results in an improvement in seal quality due to less damage occurri
the vessel wall.

w ¢KSNBE g Ace hetwdeir sedls daringtieSniidlion stage of
analysis for all shim designs assessed using the FEM.

Chapter 6 Investigation of the sealing process using Multiphysics Modelling

w A3IK|w ¢KS INRP2OSR YR YINNRG |w wSEl{ilw wSftl
temperature | temperature at the surface of the shims and a relaly tissue high tissue
at the surface | low tissue temperature, suggesting poor heat distributiq temperature temperature
oftheshims |w Ly O2y iGN}y ad GKS |1 C 3INE4Zcomparedtoa | compared to
and high shims had a higher tissue temperature when compared relatively high | a relatively
tissue the temperature of the shims suggesting a good heat | shim surface low shim
temperature. | distribution. temperature surface

w ¢ KS &S effect tficrblirst Bréssuhed achieved. temperature
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The summary of the main findinggghlights how the combination shim set resulted

in an improvement in seal quality. When considering the analysis from the
multiphysics FEM there was a relatively high tissue temperature in comparison to
the temperature at the surface of the shims suggegtihe design achieved good
heat distribution and penetration. Additionally the lower temperature found at the
surface of the shims is likely to result in less heating occurring at the outer layers of
the blood vessel wall, and therefore reducing the likebd of thermal damage
occurring at these outer layers. Excessive heating of the outer layers of the blood
vessels was stated by Sigel (1965) to have a negative effect on the quality of the
electrosurgical seal. When comparing this to the temperaturehefdriginal shims,
there was a high temperature at the surface of the shims, suggesting that a greater
amount of heating would occur to the outer layer of the blood vessel wall, and
therefore this shim design is more likely to induce thermal damage tontak of

the vessel.

Furthermore the results from the FEBio FEM were considered whilst investigating
the performance of the different shim designs. Although the combination shim was
not modelled due to the use of symmetry within the model, the results fittm
analysis demonstrated that the inclusion of grooves within the other shims resulted
in less stress throughout the wall of the vesgadditionally when analysing the HF
grooved shims lower strains were found indicating less damage occurring in the
vessel wall, resulting in an improvement in device performande.is therefore
thought that the combination shim would also lead to a reduction in stress and
strain providing an explanation in the higher seal quality and improvement in
device design achiedewhen using this shimt tan be concluded that the increase

in seal quality and the improvement in device performance produced can in part be
attributed to less damage occurring at the vessellvdue to a reduction in strain

and application force.

Themain focus of the study was to improve the seal quality, which was achieved
through the combination shim, but an interesting finding whilst investigating the
performance of the shim designs was the negative performance of the 45° grooved

shims. When conseting these shims within the multiphysics FEM the design was
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found to have a relatively high temperature at the surface of the shims, compared
with a relatively low tissue temperature. This was indicative of poor heat
distribution and penetration. This podieat distribution contributes to the poor
performance of the shim when considering the seal quality but does not entirely
explain why the shims perform so much worse than the other designs. It should
also be taken into consideration that the 45° groov&@dms had the lowest peel
strength of all designs tested, which whilst it could be considered a positive result,
it could also be a further indication of the poor heat distribution with a lack of
heating causing a lack of tissue adhesion.

Unfortunately de to problems importing the CAD model into FEBio it was not
possible to analyse the 45° grooved shims to investigate the effect of shim design
on the stresses through the wall of the vessel during the compression and inflation
stage of the analysis. It thought that this analysis would contribute knowledge
and understanding as to why this design performed worse than other shims. The
orientation of grooves on the surface of the shims was imprinted onto the seal, and
it is therefore probable that the surfacfeatures of the shim influenced the
structure of the seal and thus the failure mechanism. Analysing the model within
the FEBio FEM would allow for this theory to be explored further and for a greater
understanding as to the effects of groove orientattorbe achieved.

Additionally the different levels of contraction were investigated using DIC,
comparing the results for the different shim designs investigated. The results from
the DIC testing demonstrated a different level of tissue contraction and jaw
displacement for each seal performed. These results indicated that each seal
resulted in a different level of contraction, which was indicated by the different
sizes of seal produced in Chapter 3 when investigating the burst pressure. However
the results fom the DIC did not display any grouping based on the different shim
designs, with each seal being produced in a unique way. Although no groupings
were presented within the DIC data, this could be attributed to the small sample
size of seals captured. Tledore to expand upon this work further a larger sample
size is required to ascertain for certain if trends exist based on the different shim

designs, and if vessel morphology is more influential for different shim designs.
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The results from the FEBio FERMbnstrated that with the addition of grooves to

the surface of the shims, there was a reduction in stress throughout the vessel wall
and a reduction in the compressive force. The addition of the grooves to the shims
demonstrates that it would be possibte use the shim design to aid the device in
controlling the application force the vessel is subjected too. The application force
has been demonstrated within literature to be an important factor in determining
seal strength, with Wallwiener et al (2008pding that too low or too high a
compressive pressure would have a detrimental effect on the seal quality. The
reduction in stress through the vessel wall suggests that less damage occurs
through the wall of the vessel. A reduction in the damage occurontpe vessel
during the compressive process is thought to be a contributing factor in the quality
of the seal, with the HF grooved shim wéigg in the lowest wall straimnd the
highest mean burst pressure of the shims assessed using FEBio. When raaogside
the multiphysics model for the HF grooved shims, a good heat distribution and
penetration was found. These results suggest that HF grooves were more effective
than simple grooved shims in improving the device performance and that the
combination shimdesign could be further improved by using higher frequency
grooves.

The electrosurgical vessel sealing process is a complex process, with the quality of
the resulting seal influenced by a number of factors including; vessel properties,
device design anthe generator used to supply the required energy. Results from
the analysis of the different shim designs demonstrated that the surface features of
the shims have a significant effect on the device performance, influencing the seal
guality and the level o&dhesion. This difference in performance is thought to be
due to a combination of factors, including different heat distributions through the
tissue and also different stresand strainlevels through the vessel wall during
compression, with the stressvels being indicative of damage occurring. Shims that
lower the level of strairwithin the vessel wall and have a good heat distribution are
the ideal shims, with a good heat distribution being defined by a lower temperature
at the shim surface and a highéissue temperature. It is important to further

emphasize that an improvement in device performance was achieved through the
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combination shim, with this shim resulting in a 0.0% failure rate, a significant
improvement. The results found from the investiga conducted aimed to
understand why the different shim designs performed differently, and have
provided an explanation as to why they do so. Although this is the case the
investigation has also raised numerous questions regarding the sealing process and
why such devices perform differently and therefore further work is required to fully
understand why the device modifications do affect the performance as they do.

Future work is discussed greater detail in Chapter 9.
7.4 Changes occurring during the vessealing process

As part of the research conducted using DIC the changes occurring during the vessel
sealing process were considered in terms of displacement and strains. The
displacement of the device jaws, and the displacement and strain of the veael w
were analysed. The displacement of the device jaws showed pulsing of the device
jaws which resulted in a change of shim gap and as such a change in the application
force. This change in shim gap was thought to occur due to water expansion within
the blood vessel wall and also the release of steam. These fluctuations in the device
shim gap need to be given serious consideration when designing the device to
understand their full effect and whether they have a negative or positive effect on
the quality ofthe seal. The fluctuations in shim gap could be a necessary part of the
device design, allowing for the steam to be released in a way that does not cause
significant damage to the vessel. If a more rigid design was used this could force the
steam to be retased from a different point of the seal, causing a weaker seal to be
produced. However having a stiffer, more rigid jaw, would achieve a more
consistent application force throughout the sealing process, possibly improving the
quality of the seal.

When onsidering the displacement d@he tissue throughout the sealing process,

the tissue was pulled towards the jaws of the device, a significant contraction in the
y direction. This y contraction was found in all seals, and occurred in pulses in the
same wayas the pulses of the device jaws. The magnitude of the displacement was

different for all seals, indicative that all seals are performed in a slightly different
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way, accounting for the variation seen with both the seal quality and the size of the
seal. Theissue contracts in pulses due to the pulsing of the waveform delivered by
the generator. The generator waveform affects the temperature of the tissue, once
the tissue reaches a temperature sufficient to denature the collagen (approximately
70°C) the comction within the tissue occurs, pulling the tissue towards the jaws of
the device.

The strain within the vessel wall during the vessel sealing process was also analysed
with the results demonstrating further complexities of the vessel sealing process.
There was an initial expansion of the width of the blood vessels in the region close
to the device jaws which was present in all seals. This causednthemum
principal strain to be parallel to the edge of the device jaws within the region of the
blood vesel wall close to the device jaws. There was a gradual change in the
orientation in the maximum principal strain, with the strain gradually becoming
aligned to be perpendicular to the device jaws, with theximumprincipal strain
having the same orientain along the length of the vessel. Unfortunately due to
the loss of detail when capturing the sealing process it was not possible to quantify
the expansion in the width of the blood vessel and therefore the effect of this on
the sealing process cannot beuantified. This is an area that warrants further
investigation as this expansion could explain the difference in seal qualities
amongst the different seals.

Furthermore the strain and the displacement showed an uneven distribution across
the surface of tle blood vessel, with around 50% of samples showing an uneven
heating effect with contraction occurring at different rates across the width of the
vessel. This is thought to be due to the varying thickness of the blood vessel wall,
with thinner areas of theavall being heated first and at a faster rate followed by the
thicker areas of the vessel wall. This suggests that the seal is performed in an
inconsistent manner across the width of the vessel, and demonstrates how
challenging it would be to get the deeito perform in a consistent manner for all
seals. This finding suggests that manufacturers should focus on improvingetre

burst pressure and reduce seal failure rates, and not focus on achieving a consistent

seal quality.
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8 Conclusions

Relationshig between vessel parameters and seal quality were investigated and a
number of important relationships were found. Wiglm increase invessel diameter
there was a reduction in the seal quality (p<0.0001) and with a reduction in elastin
content there was anncrease in seal quality (p=0.001). Furthermore there was a
significant relationship between the amount of elastin and the siz¢he vessel,

with a reduction in vessel size there was a reduction in elastin content (p<0.0001),
making it difficult to attbute an improvement in seal quality to one factor alone.
Additionally with increased peel strength there was a reduction in seal quality
(p=0.027), highlighting the importance of tissue adhesion to the surface of the
shims.

A number of modifications werenade to the device, investigating selection of
non-stick coatings and a number of surface featiferthe shims. None of the nen

stick coatings tested reduced the tissue adhesion to the surface of the shims when
compared to the existing device. Duritige testing a significant relationship was
highlighted, with vessels with a thicker wall requiring a greater force to remove the
vessel from the surface of the shims (p=0.012). When investigating the different
surface structures for the shims they were shoto affect the seal quality, level of
adhesion and the size of the resultant seal. A number of shim designs had a
negative effect on the seal quality, when compared to the original shim design, with
groove orientation appearing to be the most influentfactor. Two shim designs
demonstratedan improvement in the quality of the seal in terms of mean burst
pressure, with one of these desigres combination of a transverse grooved shim
and a longitudinal grooved shim, resulting in a 0.0% failure ira@ddtion to the
increased mean burst pressure.

To investigate the effect of shim design and vessel properties further on the sealing
process DIC was used to capture the sealing process. Results from this testing found
no groupings based on tissue contractiondisplacement of the jaws for the shim
type or the vessel properties. Although this was the case the results presented

some interesting findings, with the shim gap not remaining constant throughout the
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that the application force did not remain constant throughout the sealing process.
Furthermore when analysing the contraction of the tissue it was shown that the
tissue was pulled towards the device throughout the segtiracess, with each seal
produced having different levels of contraction. The changing in shim gap and the
contraction of the tissue occurred in pulses which coincided with the pulses of the
generator.

The different shim designs were further analysed usk@gBio to model the
compression and the adhesion stages of the vessel sealing process and investigate
the stresses and strains throughout the vessel wBksults from this analysis
showed that the addition of grooves to the surface of the shim resulteldwer
stresses through the vessel wall during compression. Additionally for the HF
grooved shims there was a reduction in strain suggesting there would be less
damage occurring to the vessel wallithough there were significant differences
during the conpressionstageof the analysisthere was little difference between

the stress and strain of the blood vessel for tiigerent shims during the inflation
stage This suggestthe damage occurrip during the compression stage svéhe

more influential facto affecting the quality of the seal. Furthermore two different
vessel typespredominantly elastic and musculawere analysed during both the
compression and inflation stage, with notable differences between the two models
at both stages. The strain anttesss distribution of the elastic vessel suggested that
the effect of clamping had a greater effect over a larger area of the blood vessel
and suggested that the elastic vessel was unable to withstand high pressures during
bursting due to high strain ocating between and the seal and the vessel wall.

The different shim designs were also analysed using a multiphysics model to
investigate theperformance of the designs in terms of thermal and electrical
performance. The results from the analydesmonstraed that the surface features

of the shim affected the temperature of the sealing process dhd heat
distribution. The results from the analysis were considered along with the
experimental data collected, and from this it was determined that thest

effective shim design was found to have a lower temperature at the surface of the
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shims, and a lgher temperature for the tissue. This was indicative of an improved
heat distibution for the different shimallowing for a greater current penetration
and heatirg effect throughout the wall of the vessel, thus improving seal quality.
The combination shim set, which resulted in a 0.0% failure rate, created a lower
temperature at the surface of the shims, whilst still creating a great enough
temperature throughout he tissue, thus explaining why these shims led to an
improvement in seal quality.

The results presented in this thesis demonstrate the complexities of the vessel
sealing process and how various factors affect the seal quality. Although the vessel
properties cannot be controlled, the device design can be modified to improve the
device performance, with surface features of the shims been shown to be an
effective way to do so. Furthermore the use of FEM has being demonstrated to be a
useful tool in improvinginderstanding surrounding the sealing process and should

be used as a tool to aid device design.
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9 Future Work

Although a significant amount of research was conducted as part of this thesis there
is still a significant amount of work that is required tch#éeve a greater
understanding of the vessel sealing process and the way in which the various
parameters affect the seal quality. This chapter details the work that would be
conducted to expand upon the existing research and continue to improve the
knowledge surrounding the research of electrosurgical vessel sealing. This chapter
will be split into three mairsections; the first section detailing the future work
associated with the experimental testing, the second detailing the future work
associated withie FEBio modelling, and the final section detailing the future work

associated with the multiphysics model.
9.1 Experimental Testing

As part of the experimental work conducted into the investigation of the adhesion
of the tissue to the surface of the devickims, a peel test method was used. This
was the first time such a method had been applied to measuring the adhesion of
the tissue and as such there are a number of areas that require further
investigation,includingmore specifically, the rate at which thessue was peeled
from the surface of the shims. Due to the viscoelastic and strain rate dependent
properties of the blood vessel tissue, the rate at which the blood vessel was peeled
from the surface of the shim could significantly affect both the reedrgeel
strength and also affect the damage that occurs to the seal upon removal.

As part of the research DIC was used toteep the vessel sealing procegsis
method provided a great deal of information on the changes that occur throughout
the sealingprocess. As such applying the method to capturing the seal bursting
would provide valuable information on the way in which the seal fails and also
provide further information on the way in which the various parameters such as the
shims and the vessel mduplogy influence the way in which the seal fails.
Additionally when considering the use of DIC the sample size for the testing

conducted as part of this thesis neettsbe increased to ascertawhether there
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were any trends amongst the data and any posikexplanations as to the
difference in performance of the different shims and the effect of vessel properties
on the seal quality. Furthermore an increase in sample size would continue to
provide valuable information into the changes that occur during \thssel sealing
process and improve understandingdditionally this work could further improve
understanding as to why the variation is vessel morphology influences the seal
quality.

When considering the testing conducted assessing the performance dliffeeent

shim designs, research conducted suggested a number of areas for further
investigation. The effect of the alignment of the shim features were investigated
using the multiphysics model, but no experimental work was conducted to
investigate the dect of alignment on seal quality. Additionally a larger sample size
would be preferred when assessing the performance of the different shims when
considering the quality of the seal. A larger sample size would allow for the effect of
the vessel propertieso be considered, for example examining if the vessel
morphology was of a greater influence for different shim designs as indicated by

the results from the DIC testing.
9.2 FEBio Modelling

To improve the model created in FEBio a more advanced material mbdeld be
used, such as the Holzapfhsser material model, which would allow for a fibre
reinforced material model, with layer specific material properties. This would allow
for a greater level of accuraoyithin the model. Tie material model could be
advanced further to account for the change in material propergesl shrinkage
that occur as a result of the denaturing of collagen. This would require
experimental work to be conducted to determine the material parameters and
characterise the material pperties.

Furthermore the work using the model should be expanded upon to fully explore
the effect of the vessel properties. More vessel models need to be produced, one
using the dimensions and geometry of a small vessel, and a one with the

dimensions and gometry of a large blood vessel. Furthermore two versions of each
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of the models are requiredone as a predominantly elastic vessel, aode as a

predominantly muscular vessel.
9.3 Multiphysics Modelling

Future work associated with the multiphysics model @do consider a more
advanced material model. The material model should account for the temperature
dependent properties of the blood vessel, and should also account for the
directional properties of the tissue in a similar manner to the fibre reinforcedeho
used for the FEBio model. Additionally, material properties need to be examined,
with material properties required specifically for blood vessels and ideally for a
range of different vessel morphologies to allow for a greater analysis of the effect
of vessel morphology and also to improve the accuracy of the FEM. Furthermore
further experimental work should be conducted to establish shim specific
properties for the electrical input; this would also provide a morgépth analysis

of the difference irthe performance of each of the shim designs.
9.4 Improving Seal Quality

Furthermore future work should continue to explore various parameters that would
result in an improvement in the quality of an electrosurgical seal. This could include
investigating theideal shim gap and application force to understand fully their
effects on seal quality. In addition the generator waveform could be further
investigated to explore the effect of temperature and the pulsating of the
waveform. In addition a greater number o$him surface structures should be
assessed in an attempt to continue to improve the quality of the seal and reduce
the variation in the seal qualityThis should include looking at designs that use
surface features other than grooves including investiggtihe effect of dimples or
bumps on the surface of the shims in a variety of shapes, orientations and
combinations. Additionally the combination shim set should be assessed using
grooves of a higher frequency as results within this study suggest thikisthier

improve the performance of the device.
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11 Appendix A Matlab Code
The code presented below was the code used to modify the Ai&sSllexported

from the DIC software, developed to allow surface plots to be produced.

Dist=data (1,:);

Data(1,:)=[];
Fori=2:30;
data (i,:)=[];
data (i,:)=[];
end

data (31,:)=1];
time=(0:0.2:5.)8

pcolor ( dist, time, data ) ;

Eftl6St o6 W5A4ai(lyO0S oY
et oSt 6 We¢AYS 6aS0O2yRaAavQ 0 T
clear

clc
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12 Appendix B Z displacement of device jaws
Within Chapter 4the z displacement for the device jaws was presented, the data

for the shims not inclded within Chapter 5 is presented here.

12.1Displacement changes
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Figurel2-1 The z displacement of the jaws during the sealing process using the HF grooved shim. A
positive changen displacement indicates an increase in the shim gap. The different coloured lines
refer to different seals performed, with dotted lines referring to specimens sealed at 25mm from the

bifurcation and solid lines showing seals performed at 65mm from thedation.
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Figure12-2 The z displacement of the jaws during thealing process using the 4grooved shim. A
positive change in displacement indicates an increase in tha ghp. The different coloured lines
refer to different seals performed, with dotted lines referring to specimens sealed at 25mm from the

bifurcation and solid lines showing seals performed at 65mm from the bifurcation.
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12.2 Surface Plots
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Figure12-3 Qurface plots showing the variation in z displacement along the length of the jaw for the
sealing process. Distance refers to the position along the length of the jaw, with O indicating the
position closest to thenandles of the device. Example shown was sealed using the 45° grooved

shims, sample humber~CGJUL

218| Page



Appendix 4 2014

[T 0.03
5 IR Ty
! 0.025
- i i 0.02
4 T M —
1 €
- | L || m% r  -0.015 £
° i R 1 et
<] Tl I 5
S 3 4 - q001 g
2 1] | 3
) <
E F 10005 o
= I S
2 T
0 N
-0.005
1
-0.01
0 -0.015
0 5 10 15 20 25

Distance (mm)

Figurel2-4 Qurface plots showing the variation in z displacement along the length of the jaw for the
sealing process. Distance refers to the position along the length of the jaw, with O indicating the
position closest to the handles of the device. Example shown was sealed using the 4%%dgroov

shims, sample number@GJUL

Figure12-5 Qurface plots showing the variation in z displacement along the length of the jaw for the
sealing process. Distance refers to the position along the length of the jaw, with O indicating the
position closest to the handles dfie device. Example shown was sealed using the 45° grooved

shims, sample numbe&-CGJUL
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